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CALLING SEQUENCE:


STATUS := AIT_UPDATEDEFAULTMMI(PACDEFS)


Parameters:


Name	I/O	Type	Description


PACDEFS	I	APT_AIRCRAFT_T_PTRPOINTER	Pointer to thean APT_AIRCRAFT_T recordstructure.  This record will contain the new data to be displayed in the Aircraft Default MMI and stored in the current mission’s APT_AIRCRAFT_T record.


STATUS	O	ST_STATUS	Return Pass or Fail.


Description:


This function will update the internal APT_AIRCRAFT_T data record with the data found in the input parameter “pACdef.”  The “Aircraft Defaults” dialog may, or may not, be managed at the time this function is invoked.  If the “Aircraft Defaults” dialog is managed, it will also be updated with the same data written to the record.  Populating the input parameter “pACdef” is typically accomplished by calling adt_ReadDefaultData.This function will cause both the current mission’s APT_AIRCRAFT_T structure and the Mission Default MMI to be updated.  All data found in the passed in structure will be transferred into the current mission’s structure and then the Mission Default MMI will be updated to contain the new default values.  A side effect of this function will be an additional function call to the registered MPM Defaults MMI function (APT_FILL mode), if any exists.


EXAMPLE:


with SYSTEM;


with ART_STRUCTS;


with ST_SYSDEFS;


with ULT_STRUCTS;


with UNSIGNED;


with APT_ROUTE;





PACDEFS	: APT_ROUTE.APT_AIRCRAFT_T_PTR;


STATUS		: ST_SYSDEFS.ST_STATUS;





STATUS	:= AIT_UPDATEDEFAULTMMI(PACDEFS);
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