allow device-specific configuration, control and Input/Output (I/O) operations for the Global Positioning System (GPS) Mission Data Loader (MDL), the F/A-18 Memory Unit (MU), and the F-14 Data Storage Unit (DSU).


o.	Appendix K:	TAMPS INTERFACE STANDARDS BETWEEN THE F/A-18 MPM AND THE SUPPORT MPMs.  This appendix contains a description of the interface between an external MPM and the F/A-18 MPM using TAMPS DB tables.


p.	Appendix L:	GPS NAVIGATION FILE FORMAT.  This appendix contains the format of the GPS Navigation File.


q.	Appendix M:	TAMPS CORE C HEADER FILES AND STRUCTURES.  This appendix contains a comprehensive list of the TAMPS Core C header files and an alphabetized list of the structures with definitions.


r.	Appendix N:	TAMPS CORE ADA PACKAGES AND RECORDS.  This appendix contains a comprehensive list of the TAMPS Core Ada packages, and provides a description of the records that are needed for Ada bindings.


s.	Appendix O:	MPM-RELATED ENVIRONMENT VARIABLES.  This appendix contains a listing of the MPM-related environment variables with definitions.


t.	Appendix P:	MIDS/JNL DIRECTORY STRUCTURE.  This appendix contains a diagram illustrating the Multi-functional Information Distribution System (MIDS)/JTIDS Network Library (JNL) Directory Structure and an explanation of the file naming conventions.


u.	Appendix Q:  TAMPS 6.1 COTS SOFTWARE CONFIGURATION.  This appendix contains a comprehensive listing of the COTS software used for TAMPS 6.1.
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