AFT_EVENT_COMPATABILITY_AFT_EXCLUSIVE_EVENT	: constant := 1;


AFT_EVENT_COMPATABILITY_AFT_SINGLE_EVENT	: constant := 2;





-- Flight event types


AFT_ATTACK_EVENT			:  constant :=  1;


AFT_WEAPON_EVENT			:  constant :=  2;


AFT_REFUEL_EVENT			:  constant :=  3;


AFT_HOLD_EVENT 			:  constant :=  4;


AFT_HACK_EVENT 			:  constant :=  5;


AFL_GRND_EVENT			:  constant :=  6;


AFT_NASP_EVENT 			:  constant :=  7;


AFL_LZ_EVENT			:  constant :=  8;


AFL_FARP_EVENT			:  constant :=  9;


AFL_HOVR_EVENT			:  constant := 10;


AFL_EAF_EVENT			:  constant := 11;


AFT_LAUNCH_WEAPON_EVENT		:  constant := 21;


AFT_ACTION_PT_COORD_EVENT	:  constant := 22;
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--****************************************************************************


--	src/bindings/� tc “apt_enum.a”\13 �apt_enum.a		*


--****************************************************************************





APT_COCODELEN	: constant := 3;


APT_NAMELEN	: constant := 33;


APT_TEXTLEN	: constant := 256;





APT_AIRBASETYPE_APT_NOBASE	: constant := 0;


APT_AIRBASETYPE_APT_CARRIER	: constant := 1;


APT_AIRBASETYPE_APT_LAUNCHBASE	: constant := 2;


APT_AIRBASETYPE_APT_RECOVERYBASE	: constant := 3;


APT_AIRBASETYPE_APT_DIVERT	: constant := 4;





subtype APT_AIRBASETYPE is INTEGER range


   APT_AIRBASETYPE_APT_NOBASE .. APT_AIRBASETYPE_APT_DIVERT;





APT_ALTTYPE_NOTSET                         : constant := -1;


APT_ALTTYPE_APT_MSL                        : constant := 1;


APT_ALTTYPE_APT_AGL                        : constant := 2;





subtype APT_ALTTYPE is INTEGER range


   APT_ALTTYPE_APT_MSL .. APT_ALTTYPE_APT_AGL;





APT_ARRESTINGGEAR_APT_NET                  : constant := 1;


APT_ARRESTINGGEAR_APT_CABLE                : constant := 2;


APT_ARRESTINGGEAR_APT_OTHER                : constant := 3;





subtype APT_ARRESTINGGEAR is INTEGER range


   APT_ARRESTINGGEAR_APT_NET .. APT_ARRESTINGGEAR_APT_OTHER;





APT_BOOL_APT_FALSE                         : constant := 0;


APT_BOOL_APT_TRUE                          : constant := 1;





APT_DESCTYPE_NUMERIC                       : constant := 1;


APT_DESCTYPE_BGO                           : constant := 2;


APT_DESCTYPE_GSD                           : constant := 3;





subtype APT_DESCTYPE is INTEGER range


   APT_DESCTYPE_NUMERIC .. APT_DESCTYPE_GSD;





APT_DIVERTRULES_APT_MANUAL                 : constant := 1;


APT_DIVERTRULES_APT_CLOSEST                : constant := 2;





subtype APT_DIVERTRULES is INTEGER range


   APT_DIVERTRULES_APT_MANUAL .. APT_DIVERTRULES_APT_CLOSEST;





APT_GPSTYPE_APT_GPS_TERMINAL               : constant := 1;


APT_GPSTYPE_APT_GPS_ENROUTE                : constant := 2;


APT_GPSTYPE_APT_GPS_APPROACH               : constant := 3;
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