--****************************************************************************


--	DFT_TARGETS						src/bindings/dft_structs.a   *


--****************************************************************************





type DFT_TARGETS;


type DFT_TARGETS_PTR is access DFT_TARGETS;


type DFT_TARGETS_PTR2 is access DFT_TARGETS_PTR;


 


type DFT_TARGETS is


  record


   GEODETIC_LATITUDE       : BASE_TYPES.FLOAT_64_TYPE;  -- radians


   GEODETIC_LONGITUDE      : BASE_TYPES.FLOAT_64_TYPE;  -- radians


   BE_NUMBER               : STRING (1 .. 11);


   TARGET_NAME             : STRING (1 .. 54);


   COUNTRY_CODE            : STRING (1 .. 3);


   TARGET_DESIGNATOR       : STRING (1 .. 5);


   HARDNESS_VALUE          : STRING (1 .. 5);


   TARGET_DESCRIPTION      : STRING (1 .. 54);


   TARGET_ELEVATION        : BASE_TYPES.FLOAT_64_TYPE;  -- feet


   TARGET_WIDTH            : BASE_TYPES.FLOAT_64_TYPE;  -- feet


   TARGET_HEIGHT           : BASE_TYPES.FLOAT_64_TYPE;  -- feet


   TARGET_LENGTH           : BASE_TYPES.FLOAT_64_TYPE;  -- feet


   LONGITUDINAL_AXIS       : STRING (1 .. 7);           -- radians


   PHOTO_CHIP_NUMBER       : BASE_TYPES.INT_32_TYPE;


   HORIZONTAL_LOCATION_ERR : BASE_TYPES.INT_32_TYPE;    -- feet


   VERTICAL_LOCATION_ERR   : BASE_TYPES.INT_32_TYPE;    -- feet


   PRECISION_LATITUDE      : BASE_TYPES.FLOAT_64_TYPE;  -- radians


   PRECISION_LONGITUDE     : BASE_TYPES.FLOAT_64_TYPE;  -- radians


end record;                                             -- DFT_TARGETS





for DFT_TARGETS use


  record at mod 8;


   GEODETIC_LATITUDE       at   0 range 0 .. 63;  -- 8


   GEODETIC_LONGITUDE      at   8 range 0 .. 63;  -- 8


   BE_NUMBER               at  16 range 0 .. 87;  -- 11


   TARGET_NAME             at  27 range 0 .. 431; -- 54


   COUNTRY_CODE            at  81 range 0 .. 23;  -- 3


   TARGET_DESIGNATOR       at  84 range 0 .. 39;  -- 5


   HARDNESS_VALUE          at  89 range 0 .. 39;  -- 5


   TARGET_DESCRIPTION      at  94 range 0 .. 431; -- 54


   -- pad 4 bytes


   TARGET_ELEVATION        at 152 range 0 .. 63;  -- 8


   TARGET_WIDTH            at 160 range 0 .. 63;  -- 8


   TARGET_HEIGHT           at 168 range 0 .. 63;  -- 8


   TARGET_LENGTH           at 176 range 0 .. 63;  -- 8


   LONGITUDINAL_AXIS       at 184 range 0 .. 55;  -- 7


   -- pad 1 byte


   PHOTO_CHIP_NUMBER       at 172 range 0 .. 31;  -- 4


   HORIZONTAL_LOCATION_ERR at 176 range 0 .. 31;  -- 4


   VERTICAL_LOCATION_ERR   at 180 range 0 .. 31;  -- 4


   PRECISION_LATITUDE      at 184 range 0 .. 63;  -- 8


   PRECISION_LONGITUDE     at 192 range 0 .. 63;  -- 8


end record;
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