/****************************************************************************/


/* � tc " BDT_FILE_TYPE" \12� BDT_FILE_TYPE	b_msn_tools/bdt_enums.h	*/


/****************************************************************************/





typedef enum BDT_FILE_TYPE {





   BDT_MPM_DEFINED = 0,


   BDT_TOC_DATA,


   BDT_CARTRIDGE_DATA,


   BDT_FLIGHT_PLAN_DATA,


   BDT_ALMANAC_DATA,


   BDT_MAGVAR_COEFF,


   BDT_MAGVAR_TABLE,


   BDT_REVERSIONARY_DATA,


   BDT_PRIMARY_ID_DATA


};








/****************************************************************************/


/* � tc "BDT_LOADSET_TYPE" \12� BDT_LOADSET_TYPE	b_msn_tools/bdt_ enums.h	*/


/****************************************************************************/





typedef enum BDT_LOADSET_TYPE {


   BDT_LOADSET_FILE,


   BDT_LOADSET_FLT_PLAN,


   BDT_LOADSET_REV_DATA 


};








/****************************************************************************/


/* � tc "BDT_WAYPT_TYPE" \12� BDT_WAYPT_TYPE	b_msn_tools/bdt_ enums.h	*/


/****************************************************************************/





typedef enum BDT_WAYPT_TYPE {


   BDT_FLIGHT_PLAN_PTS,


   BDT_REVERSIONARY_PTS,


   BDT_PRIM_ID_PTS,


   BDT_TACTICAL_PTS 


};
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