--****************************************************************************


--	� tc “AWT_GPS_DATUM”\13 �AWT_GPS_DATUM	src/bindings/awt_structs.a	*


--****************************************************************************





type AWT_GPS_DATUM is


  record


     GPSDATUMNUMBER     : INTEGER;


     GPSDATUMNAME       : SYSTEM.ADDRESS;


     TAMPSDATUMNAME     : SYSTEM.ADDRESS;


     MAPREVERSE         : BOOLEAN ;


  end record ;


type AWT_GPS_DATUM_PTR is access AWT_GPS_DATUM;


 


for AWT_GPS_DATUM use


  record at mod 4;


     GPSDATUMNUMBER     at 000 range 00..31;


     GPSDATUMNAME       at 004 range 00..31;


     TAMPSDATUMNAME     at 008 range 00..31;


     MAPREVERSE         at 012 range 00..07;


  end record ;                                     -- total 13 bytes.








--****************************************************************************


--	� tc “AWT_TAC_WAYPT”\13 �AWT_TAC_WAYPT	src/bindings/awt_structs.a	*


--****************************************************************************





type AWT_TAC_WAYPT is


  record


     DESCRIPTION      : STRING(1..AWT_DEFINES.AWT_DESCR_LEN+1); -- 80 +1 chars


     IDENT_TAG        : STRING(1..AWT_DEFINES.AWT_IDENT_LEN+1); -- 12 +1chars


     WAYPT_NUMBER     : INTEGER;


     WAYPT_TYPE       : AWT_WAYPT_TYPE_PTR;


     LAT_RADIANS      : FLOAT;


     LON_RADIANS      : FLOAT;


     ALTITUDE         : FLOAT;


     GPS_DATUM        : AWT_GPS_DATUM_PTR;


     PROTECTION       : INTEGER ;


     SOURCE           : STRING(1..AWT_DEFINES.AWT_SOURCE_LEN+1); -- 20 +1chars


     SOURCE_DATE      : STRING(1..AWT_DEFINES.AWT_DATE_LEN+1);  -- 8 +1chars


     WAYPT_DATE       : STRING(1..AWT_DEFINES.AWT_DATE_LEN+1);


     USER             : STRING(1..AWT_DEFINES.AWT_USER_LEN+1);  -- 8 +1chars


     ACFT_TYPE        : STRING(1..AWT_DEFINES.AWT_ACFT_LEN+1);  -- 20 +1 chars


     SYMBOL           : SYSTEM.ADDRESS;


     COLOR_INDEX      : SHORT_INTEGER;


     IDENTITY         : INTEGER;


     BKOBJ            : SYSTEM.ADDRESS;


     HOOKED           : BOOLEAN ;


     HIDDEN           : BOOLEAN ;


     TENTATIVE_NUMBER : INTEGER;


  end record;


 


type AWT_TAC_WAYPT_PTR is access AWT_TAC_WAYPT;


for AWT_TAC_WAYPT use


   record at mod 8;


     DESCRIPTION        at 000 range  0..647 ;     -- 81 chars


     IDENT_TAG          at 081 range  0..103 ;     -- 13 chars


     -- Fill 2 bytes


     WAYPT_NUMBER       at 096 range  0..31 ;


     WAYPT_TYPE         at 100 range  0..31 ;


     LAT_RADIANS        at 104 range  0..63 ;


     LON_RADIANS        at 112 range  0..63 ;


     ALTITUDE           at 120 range  0..63 ;


     GPS_DATUM          at 128 range  0..31 ;


     PROTECTION         at 132 range  0..31 ;


     SOURCE             at 136 range  0..167;      -- 21 chars


     SOURCE_DATE        at 157 range  0..71 ;      -- 9 chars


     WAYPT_DATE         at 166 range  0..71 ;      -- 9 chars


     USER               at 175 range  0..71 ;      -- 9 chars


     ACFT_TYPE          at 184 range  0..167;      -- 21 chars


     -- Fill 3 bytes


     SYMBOL             at 208 range  0..31 ;


     COLOR_INDEX        at 212 range  0..15 ;


     IDENTITY           at 216 range  0..31 ;


     BKOBJ              at 220 range  0..31 ;


     HOOKED             at 224 range  0..7  ;


     HIDDEN             at 225 range  0..7  ;


     -- Fill 2 bytes


     TENTATIVE_NUMBER   at 228 range  0..31 ;


  end record;                                      --- total 232 bytes








--****************************************************************************


--	� tc “AWT_WAYPT_TYPE”\13 �AWT_WAYPT_TYPE	src/bindings/awt_structs.a	*


--****************************************************************************





type AWT_WAYPT_TYPE is


  record


     NAME               : SYSTEM.ADDRESS;


     VALUE              : INTEGER;


     DEFAULT_SYMBOL     : SYSTEM.ADDRESS;


  end record ;


type AWT_WAYPT_TYPE_PTR is access AWT_WAYPT_TYPE;


 


for AWT_WAYPT_TYPE use


  record at mod 4 ;


     NAME               at 000 range 00..31 ;


     VALUE              at 004 range 00..31 ;


     DEFAULT_SYMBOL     at 008 range 00..31 ;


  end record ;                                     -- total 12 bytes ;
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