--****************************************************************************


--	src/bindings/� tc “lt_defines.a”\13 �lt_defines.a		*


--****************************************************************************





LBT_MAX_LABELS 	: constant := 5;


LBT_MAX_NAME_LENGTH 	: constant := 80;


LBT_MAX_STATE_FLAGS 	: constant := 20;








--****************************************************************************


--	src/bindings/� tc “lt_structs.a”\13 �lt_structs.a		*


--****************************************************************************





BUCKET_ACCESS_FLAG_LBT_ELLIPSE_ACCESS	: constant := 1;


BUCKET_ACCESS_FLAG_LBT_LABEL_ACCESS	: constant := 2;


BUCKET_ACCESS_FLAG_LBT_REFRESH_ACCESS	: constant := 4;


BUCKET_ACCESS_FLAG_LBT_DELETE_ACCESS	: constant := 8;


BUCKET_ACCESS_FLAG_LBT_CLEAR_ACCESS	: constant := 16;


BUCKET_ACCESS_FLAG_LBT_HIDE_SHOW_ACCESS	: constant := 32;


BUCKET_ACCESS_FLAG_LBT_MODIFY_COLOR_ACCESS	: constant := 64;


BUCKET_ACCESS_FLAG_LBT_COLORBY_ACCESS	: constant := 128;


BUCKET_ACCESS_FLAG_LBT_TEXT_ACCESS	: constant := 256;


BUCKET_ACCESS_FLAG_LBT_GRAPHICS_ACCESS	: constant := 512;


BUCKET_ACCESS_FLAG_LBT_SPECIFIC_ACCESS	: constant := 1024;


BUCKET_ACCESS_FLAG_LBT_PERIODIC_ACCESS	: constant := 2048;


BUCKET_ACCESS_FLAG_LBT_CHANGE_LAYER_ACCESS	: constant := 4096;


BUCKET_ACCESS_FLAG_LBT_VERTICAL_DISPLAY_ACCESS	: constant := 8192 ;








--****************************************************************************


--	src/bindings/� tc “mpt_dted.a”\13 �mpt_dted.a		*


--****************************************************************************





MPT_POINT 	: constant := 0;


MPT_LINE  	: constant := 1;


MPT_GRID  	: constant := 2;


MPT_POLAR 	: constant := 3;





type MPT_ACCESS_METHOD is new BASE_TYPES.INT_32_TYPE INTEGER range �   MPT_POINT .. MPT_POLAR;








--****************************************************************************


--	src/bindings/� tc “mpt_lnstyle.a”\13 �mpt_lnstyle.a		*


--****************************************************************************





NUMLINESTYLES 	: constant := 8;
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