--***************************************************************************


--	� tc “tit_imagery.a”\13 �src/bindings/tit_imagery.a							    *
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type TIT_IMAGERY_TYPE is ( 


	TIT_LANDSAT_IMAGE,


	TIT_SPOT_IMAGE, 


	TIT_ADRI_IMAGE, 


	TIT_NITF_IMAGE, 


	TIT_NITF_WX_IMAGE, 


	TIT_CIB_IMAGE,


	TIT_JSIPSN);


for TIT_IMAGERY_TYPE'SIZE use 32; -- allocate a 32 bit integer


for TIT_IMAGERY_TYPE use ( 


	TIT_LANDSAT_IMAGE=> 0,


	TIT_SPOT_IMAGE=> 1,


	TIT_ADRI_IMAGE=> 2,


	TIT_NITF_IMAGE=> 3,


	TIT_NITF_WX_IMAGE=> 4,


	TIT_CIB_IMAGE=> 5,


	TIT_JSIPSN=> 6);





type TIT_IMAGE_SOURCE is ( 


	TIT_NIEWS, 


	TIT_NITES, 


	TIT_DIWS, 


	TIT_SNEAKER,


	TIT_NAT,


	TIT_TAC);


for TIT_IMAGE_SOURCE'SIZE use 32;  -- allocate a 32 bit integer


for TIT_IMAGE_SOURCE use ( 


	TIT_NIEWS=> 0,


	TIT_NITES=> 1,


	TIT_DIWS=> 2,


	TIT_SNEAKER=> 3,


	TIT_NAT=> 4,


	TIT_TAC=> 5);





IMAGE_CHAR_LNGTH  : constant :=  14;
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