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CALLING SEQUENCE:


status = aet_UpdateMpmFlightMode(ap_num, fltMode)


PARAMETERS:


Name	I/O	Type	Description


ap_num	I	short	Current Action Pointapplication number.


fltMode	I	APT_FLTMODE_T	Flight mode structure.


"return"	O	ST_STATUS	Function return status.


DESCRIPTION:


This function is used by MPMs to update the current action point's flight mode after route validation processing has occurred.


EXAMPLE:


#include "a_msn_plan/apt_route.h"


#include "a_msn_plan/apt_enum.h"


#include "system/st_sysdefs.h"





ST_STATUS	status;


APT_ACTION_POINT_T *pCurrAction = NULL; /* Current  action point */


APT_NAVPT_T   *pCurrNav = NULL;	/* Nav point   assoc w/pcurrAction */


short         localMode;	/* Local flight mode (temp value)  */


char modeName[APT_NAMELEN];/* Character string for flight mode     */





. . .





/* Route validation processing */


. . .





/* Now update the current action point


   with the computed flight mode. */


pCurrNav->flt_mode.type = localMode;


strcpy(pCurrNav->flt_mode.name, modeName);


aet_UpdateMpmFlightMode(pCurrAction->number, pCurrNav->flt_mode);


. . .
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