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CALLING SEQUENCE:


ST_STATUS = sit_init_intel(mpm_table, topLevel, args, top_appBar, bot_appBar, mapArea, dbaseBar, toolBar, toolButtons, numButtons, appName, appClass, appTitle, funcName, mpmDirRef, platformType, pMap, display, context)


PARAMETERS:


Name	I/O	Type	Description


mpm_table	O	umt_table_item ***	Pointer to the dynamic menu table.


topLevel	O	Widget *	Pointer to the toplevel widget.


args[]	I	Arg	Resource arguments array.


top_appBar	O	Widget *	Pointer to Widget ID of the top app menu bar.


bot_appBar	O	Widget *	Pointer to Widget ID of the bottom app menu bar.


mapArea	O	Widget *	Pointer to Widget ID of the map area.


dbaseBar	O	Widget *	Pointer to Widget ID of the db menu bar.


toolBar	O	TOOLBAR *	Pointer to the tool bar structure.


toolButtons	O	Widget *	Pointer to widget ID of toolbar buttons.


numButtons	I	int *	Number of buttons.


appName	I	char *	MPM application name.


appClass	I	char *	MPM application name.


appTitle	I	char  *	MPM title bar string.


funcName	I	char *	MPM function name.


mpmDirRef	I	char *	Dir name mpm uses for data.


platformType	I	APT_PLATFORMTYPE	Type of mpm.


pMap	O	MPT_MAP **	Pointer to the allocated map.


display	O	Display *	Display for the application.


context	O	XtAppContext *	Intel Analysis app context.


DESCRIPTION:


This function initializes various Core servers and starts the Core menu bars (two (2)) for intel MPMs.  The top menu bar will contain generic (non-aircraft related) Core functions.  The bottom menu bar will consist of “INTEL” related functions, both from Core, and as specified by the INTEL MPM.


EXAMPLE:


ST_STATUS = sit_init_intel(&tfp_menus, &AppShellTFP, args, &main_menu_bar, &intel_menu_bar, mapArea, &dba_menu_bar, &tfp_toolBar, tfp_toolBtns, &tfp_numBtns, “TFP”, TFP_APP_CLASS, “Tactical Fusion Processor”, TFP_FUNC_NAME, “tfp”, APT_SPECIAL , &pMap, display, &TFPcontext)


if(status == ST_FAILURE){


	XtWarning(“sit_intel_init() failed!”)


	exit( 1 );


}
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