

function:   � tc " AET_DISPLAYSPEED" \l 3 �AET_DISPLAYSPEED�IFA16167��CALLING SEQUENCE:

AET_DISPLAYSPEED (ACTION_PTR)

PARAMETERS:

Name	I/O	Type	Description

ACTION_PTR	I	APT_ACTION_POINT_	Pointer to the current action 

		T_PTR	point on the list.

DESCRIPTION:

This function is used to compute the aircraft speed and display it according to the setting of the nav pt speed type.

EXAMPLE:

with APT_ROUTE ;



ACTION_PTR	: APT_ROUTE.APT_ACTION_POINT_T_PTR ;



AET_DISPLAYSPEED(ACTION_PTR) ;

Refer to the source code for example.



�

FUNCTION:   � tc " AET_GETCURRENTACTIONPOINT" \l 3 �AET_GETCURRENTACTIONPOINT�IFA16172��CALLING SEQUENCE:

ACTION_PTR := AET_GETCURRENTACTIONPOINT ( )

PARAMETERS:

Name	I/O	Type	Description

"RETURN"	O	APT_ACTION_POINT_T_PTR	Current action point.

DESCRIPTION:

This function gets the current action point.

EXAMPLE:

with APT_ROUTE ;

 

ACTION_PTR      : APT_ROUTE.APT_ACTION_POINT_T_PTR ;



ACTION_PTR := AET_GETCURRENTACTIONPOINT;

Refer to the source code for example.

�

function:   � tc " AET_GETSPEEDTYPE" \l 3 �AET_GETSPEEDTYPE�IFA16168��CALLING SEQUENCE:

SPEED_TYPE := AET_GETSPEEDTYPE (PACTION)

PARAMETERS:

Name	I/O	Type	Description

PACTION	I	APT_ACTION_POINT_	Current action point.

		T_PTR	

"RETURN"	O	APT_SPEEDTYPE	Return value of function.

			- 1 indicates failure.

DESCRIPTION:

This function returns the currently selected speed type toggle from the displayed Edit Nav Dialog box.

EXAMPLE:

with APT_ROUTE ;

with APT_ENUM ;



PACTION	: APT_ROUTE.APT_ACTION_POINT_T_PTR ;

SPEED_TYPE	: APT_ROUTE.APT_SPEEDTYPE;



SPEED_TYPE := AET_GETSPEEDTYPE(PACTION) ;

Refer to the source code for example.

�

function:   � tc " AET_UPDATEMPMFLIGHTMODE" \l 3 �AET_UPDATEMPMFLIGHTMODE�IFA16173��CALLING SEQUENCE:

STATUS := AET_UPDATEMPMFLIGHTMODE(AP_NUM, FLTMODE)

PARAMETERS:

Name	I/O	Type	Description

AP_NUM	I	SHORT_INTEGER	Current application number.

FLTMODE	I	APT_FLTMODE_T	Flight mode structure.

"RETURN"	O	ST_STATUS	Function return status.

DESCRIPTION:

This function is used by MPMs to update the current action point's flight mode after route validation processing has occurred.

EXAMPLE:

with APT_ROUTE ;

with UNSIGNED ;

with ST_SYSDEFS ;



AP_NUM		: UNSIGNED.SHORT_INTEGER;

FLTMODE	: APT_ROUTE.APT_FLTMODE_T_PTR;

STATUS 		: ST_SYSDEFS.ST_STATUS;



STATUS := AET_UPDATEMPMFLIGHTMODE( AP_NUM,

				      FLTMODE);

Refer to the source code for example.









DRAFT

Document No.  160008-IDD-6.1 - March 1996



(G.1.3)	DRAFT	ICN136-03;4/22/96	








