


FUNCTION:   AIT_REGISTERDEFAULTMMI�
IFA16195�
�
CALLING SEQUENCE:


STATUS := AIT_REGISTERDEFAULTMMI(FUNC_PTR)


Parameters:


Name	I/O	Type	Description


FUNC_PTR	I	ADDRESS	Address to input function.


STATUS	O	ST_STATUS	Return Pass or Fail.


Description:


This function registers an MPM-supplied function that will handle the modes for the MPM-specific default MMI.  The APT_CREATE mode would be responsible for creating a widget using the bulletin board widget parameter as its parent.  The APT_FILL mode would use the data found in the APT_AIRCRAFT_T structure and fill in the MPM-specific MMI fields.  The APT_EXTRACT mode would read the data from the MPM-specific MMI fields and update the APT_AIRCRAFT_T structure with the current data.  The APT_APPLY mode would handle any special actions required when the User selects the OK or APPLY buttons from the Core Mission Defaults MMI.  The APT_APPLY request will be made prior to Core performing any route validation.


EXAMPLE:


with SYSTEM;


with ART_STRUCTS;


with ST_SYSDEFS;


with ULT_STRUCTS;


with UNSIGNED;





FUNC_PTR	: SYSTEM.ADDRESS;


STATUS		: ST_SYSDEFS.ST_STATUS;





	STATUS	:= AIT_REGISTERDEFAULTMMI(FUNC_PTR);


�



FUNCTION:   AIT_UPDATEDEFAULTMMI�
IFA16196�
�
CALLING SEQUENCE:


STATUS := AIT_UPDATEDEFAULTMMI(PACDEFS)


Parameters:


Name	I/O	Type	Description


PACDEFS	I	POINTER	Pointer to an APT_AIRCRAFT_T structure.


STATUS	O	ST_STATUS	Return Pass or Fail.


Description:


This function will cause both the current mission’s APT_AIRCRAFT_T structure and the Mission Default MMI to be updated.  All data found in the passed in structure will be transferred into the current mission’s structure and then the Mission Default MMI will be updated to contain the new default values.  A side effect of this function will be an additional function call to the registered MPM Defaults MMI function (APT_FILL mode), if any exists.


EXAMPLE:


with SYSTEM;


with ART_STRUCTS;


with ST_SYSDEFS;


with ULT_STRUCTS;


with UNSIGNED;


with APT_ROUTE;





PACDEFS		: APT_ROUTE.APT_AIRCRAFT_PTR;


STATUS		: ST_SYSDEFS.ST_STATUS;





	STATUS	:= AIT_UPDATEDEFAULTMMI(PACDEFS);





�



FUNCTION:   AIT_GETMSNDEFMMISTATUS�
IFA16197�
�
CALLING SEQUENCE


MISSION_STATUS := AIT_GETMSNDEFMMISTATUS


Parameters:


Name	I/O	Type	Description


MISSION_STATUS	O	APT_MISSION_STATUS	The current value of the AIT_MSN_Status variable.


Description:


This function will return the current value of the AIT_ mIsSIOn_status variable. When called at the proper time it will let the MPM know if the mission is new or one being edited.  Calling this function without the Mission Defaults MMI active will return APT_NOT_SET.


EXAMPLE:


with SYSTEM;


with APT_ENUM;





MISSION_STATUS	: APT_ENUM.APT_MISSION_STATUS;





	MISSION_STATUS	:= AIT_GETMSNDEFMMISTATUS;
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