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FUNCTION:   AET_FINDACTIONPOINT�IFA16003��CALLING SEQUENCE:

STATUS := AET_FINDACTIONPOINT(ACTION_NUMBER)

PARAMETERS:

Name	I/O	Type	Description

ACTION_NUMBER	I	INTEGER	Number of the action point to find.

STATUS	O	LIST_PTR	Pointer to the LIST entry of the found action point. NULL if the point was not found.

DESCRIPTION:

This function is used to find an existing action point based on the action point number passed.  NULL is returned if the point was not found.

EXAMPLE:

with AET;

use  AET;



ACTION_NUMBER : INTEGER;

STATUS : LIST_PTR;



AET_FINDACTIONPOINT(ACTION_NUMBER);



�

FUNCTION:   AET_GETROUTEHEADER�IFA16004��CALLING SEQUENCE:

STATUS := AET_GETROUTEHEADER()

PARAMETERS:

Name	I/O	Type	Description

STATUS	O	APT_ROUTE_HDR_T_PTR	Pointer to the route header struct.

DESCRIPTION:

This function is used to retrieve a pointer to the current route header.

EXAMPLE:

with AET;

use  AET;



STATUS : APT_ROUTE_HDR_T_PTR;



AET_GETROUTEHEADER();



�

FUNCTION:   AET_GETLAUNCHPOINT�IFA16010��CALLING SEQUENCE:

STATUS := AET_GETLAUNCHPOINT()

PARAMETERS:

Name	I/O	Type	Description

STATUS	O	APT_LAUNCH_T_PTR	Pointer to the route launch point.

DESCRIPTION:

This function is used to obtain a pointer to the structure representing the launch point for the current route.  A NULL pointer is returned to indicate failure.

EXAMPLE:

with AET;

use  AET;



STATUS : APT_LAUNCH_T_PTR;



AET_GETLAUNCHPOINT();



�

FUNCTION:   AET_GETRECOVERYPOINT�IFA16011��CALLING SEQUENCE:

STATUS := AET_GETRECOVERYPOINT()

PARAMETERS:

Name	I/O	Type	Description

STATUS	O	APT_RECOVERY_T_PTR	Pointer to the route recovery point.

DESCRIPTION:

This function is used to obtain a pointer to the structure representing the recovery point for the current route.  A NULL pointer is returned to indicate failure.

EXAMPLE:

with AET;

use  AET;



STATUS : APT_RECOVERY_T_PTR;



AET_GETRECOVERYPOINT();



�


function:   AET_DISPLAYSPEED�IFA16167��CALLING SEQUENCE:

AET_DISPLAYSPEED (ACTION_PTR)

PARAMETERS:

Name	I/O	Type	Description

ACTION_PTR	I	APT_ACTION_POINT_	Pointer to the current action 

		T_PTR	point on the list.

DESCRIPTION:

This function is used to compute the aircraft speed and display it according to the setting of the nav pt speed type.

EXAMPLE:

Refer to the source code for example.



�

function:   AET_GETSPEEDTYPE�IFA16168��CALLING SEQUENCE:

SPEED_TYPE := AET_GETSPEEDTYPE (PACTION)

PARAMETERS:

Name	I/O	Type	Description

PACTION	I	APT_ACTION_POINT_	Current action point.

		T_PTR	

"RETURN"	O	APT_SPEEDTYPE	Return value of function.

			- 1 indicates failure.

DESCRIPTION:

This function returns the currently selected speed type toggle from the displayed Edit Nav Dialog box.

EXAMPLE:

Refer to the source code for example.

�


function:   AET_UPDATEMPMFLIGHTMODE�IFA16173��CALLING SEQUENCE:

STATUS := AET_UPDATEMPMFLIGHTMODE(AP_NUM, FLTMODE)

PARAMETERS:

Name	I/O	Type	Description

AP_NUM	I	SHORT_INTEGER	Current application number.

FLTMODE	I	APT_FLTMODE_T	Flight mode structure.

"RETURN"	O	ST_STATUS	Function return status.

DESCRIPTION:

This function is used by MPMs to update the current action point's flight mode after route validation processing has occurred.

EXAMPLE:

Refer to the source code for example.
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