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�L.1	Overview

The GPS Navigation files are ASCII, fixed length records, one (1) record to a line.  The records are separated by a newline (\n) character.  Each record consists of a latitude in decimal degrees, a longitude in decimal degrees, a unique identifier up to 12 characters in length, and a one (1) character record type.  Each field will be buffered by spaces out to its required length.  The total length of the record will be 46 characters, plus the newline character, for a total of 47 characters per record.

Table L.1-I.  GPS Navigation File Record

Field�Length�Example��RecordType�1�B��UniqueID�12�UR23DD23AB23��Latitude�16�[-]45.123456789012��Longitude�17�[-]123.123456789012��

Navigation files can contain an unlimited number of records.  A field associated with the active MPM will hold the maximum number of records that can be uploaded into the appropriate data transfer device.  If this limit is exceeded, a warning will notify the planner, but will not prevent him from continuing to add records.

L.2	Field Definitions

RecordType

The possible record types are defined by a one (1) character identifier, A through G.  The record types are as follows:

	A	Airbase

	B	Radio NAVAID

	C	Waypoint

	D	Visual Checkpoint

	E	Radar Fixpoint

	F	Enroute

	G	Latitude/Longitude Point

�Unique ID

Airbase (Eight (8) characters total)

Sub-Field Name�Length��Country Code�2��NIMA Airbase ID�5��DAFIF Type�1   (U=User, D=DAFIF)��

Radio NAVAID (Ten (10) characters total)

Sub-Field Name�Length��NAVAID ID�4��NAVAID Type�1  (A=TACAN, B=VORTAC, C=VOR, D=VOR/DME, E=NDB, F= NDB/DME, G=DME)��Country Code�2��NAVAID Key Code�2��DAFIF Type�1   (U=User, D=DAFIF)��

Waypoints (12 characters total)

Sub-Field Name�Length��Identifier�5��DME Mileage�4��Country Code�2��DAFIF Type�1   (U=User, D=DAFIF)��

Visual Checkpoints (Ten (10) characters total)

Sub-Field Name�Length��Checkpoint ID�7��Type Code�3   (BRG = Bridge, DAM = Dam, WRK = Ship Wreck, MIN = Mine, OBS = Vertical Obstruction, POL = Petroleum-Oil-Lubricant Storage Tank, PNT = Miscellaneous Point Feature��

Radar Fixpoints (Ten (10) characters total)

Sub Field ID�Length��Fixpoint ID�10��

Enroute Points (Ten (10) characters total)

Sub Field ID�Length��Checkpoint ID�7��Type Code�3   (Blank Filled)��

�Latitude/Longitude Points (Five (5) characters total)

Sub Field ID�Length��Identifier�5��



Latitude/Longitude



Both the latitude and longitude fields have up to 12 digits of accuracy to the right of the decimal point.
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