4.1.11	Mission Plans/Strike Packages

�4.1.11.1	Mission Planning Tables

The data dictionary for the Mission Planning tables is provided in paragraph 4.1.11.1.1



TAMPS_ACFT_STORES_PARAMS��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Unique aircraft identifier��NUM_STATIONS�smallint�-�Number stations on aircraft��NUM_GUNS�smallint�-�Number guns on aircraft��NUM_AUX_STORES�smallint�-�Number auxillary store stations on aircraft��BOMB_BAY�smallint�1=aircraft has bomb bay�Bomb bay��BITMAP_KEY�varchar(32)�-�File name of aircraft bitmap��������������������������������

TAMPS_ACFT_ST_IDRAG_PARAMS��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Unique aircraft identifier��STATION�smallint�-�Station on aircraft��INT_DRAG_FLAG�smallint�0 if no int drag for this station.

1 if this station has int drag along with side by side station�-���������������������������������

TAMPS_ACTION_POINT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��ROUTE_ID�smallint�-�Route identifier��NUMBER�smallint�-�Mission point number��POINT_TYPE�int�1 = navpoint

2 = mpm defined�Point type��ELAPSED_TIME�float�Minutes�Elapsed time of route in minutes��ELEVATION�float�Feet, AGL�Point elevation��GROUND_SPEED�float�Knots�Ground speed in knots��HEADING�float�Degrees�True_course bearing of platform��LAT_RADIANS�float�Radians�Latitude in radians��LONG_RADIANS�float�Radians�Longitude in radians��PITCH�float�-�Platform pitch��ROLL�float�-�Platform roll��YAW�float�-�Platform yaw��TEXT�varchar(80)�-�Point description��TURN_CENTER_ELEVATION�float�Feet, AGL�Altitude of center of turn��TURN_CENTER_LAT�float�Radians�Latitude in radians of center of turn��TURN_CENTER_LONG�float�Radians�Longitude in radians of center of turn��TURN_DISTANCE�float�Meters�Turn distance in meters��TURN_END_ELEVATION�float�-�Altitude of end of turn��TURN_END_LAT�float�Radians�Latitude in radians of end of turn��TURN_END_LONG�float�Radians�Longitude in radians of end of turn��TURN_RADIUS�float�Meters�Radius of the turn in meters��TURN_SENSE�int�-�Direction of turn��TURN_SPACE�float�-�Turn space��TURN_START_ELEVATION�float�Feet, AGL�Altitude of start of turn��TURN_START_LAT�float�Degrees�Latitude of start of turn��TURN_START_LONG�float�Degrees�Longitude of start of turn��TURN_TYPE�int�1=short

2=linear

3=overfly�Turn type��TRANS_TYPE�int�1 = start, 2 = end�Transition type��ALT_CHANGE_RATE�float�Feet per minute, + = climb, - = descent�Altitude change rate��FUEL_FLOW�float�Pounds per minute�Cruise fuel flow��TRANS_FUEL�float�Pounds�Fuel used during transition��TRANS_TIME�float�Minutes�Time of transition��TRANS_DIST�float�Nautical miles�Length of transition���

TAMPS_BALL_LDOUT_LINK��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Aircraft identifier��MPM_WPN_IDX�smallint�-�The unique weapon identifier that the MPM uses within its data tables��CORE_WEAPON_ID�smallint�-�Unique weapon identifier in TAMPS stores��CORE_WEAPON_DESIGNATOR�char(6)�-�TAMPS stores weapon name��CORE_WEAPON_PRIM_VARIANT�char(4)�-�TAMPS stores primary weapon variant��CORE_WEAPON_SEC_VARIANT�char(4)�-�TAMPS stores secondary weapon variant��CORE_WEAPON_MOUNT�char(4)�-�TAMPS stores weapon mounting hardware�������











TAMPS_CATALOG��

Field Name�TYPE�Units�Remarks��DATASET�varchar(80)�-�Dataset name��LOAD_DATE�char(6)�Year, month, day�Date dataset was loaded��DATE_LAST_CHG�char(12)�Date - time�Date dataset was last updated by a load��EFFECTIVE_DATE�char(6)�Year, month, day�Date data is effective. Not applicable to all datasets��EXPIRATION_DATE�char(6)�Year, month, day�Date data is no longer valid. Not applicable to all datasets��VERSION�char(80)�-�Version number, stock number�������SOURCE�varchar(80)�-�Source of dataset load��CLASSIFICATION�varchar(80)�-�Classification including caveats�����������������������

TAMPS_CLASSIFICATION��

Field Name�TYPE�Units�Remarks��CLASSIFICATION�varchar (80)�-�Classification including caveats��SYS_DEFAULT�char(1)�Y or N�System default value��COLOR�int�-�Color of classification bar��PRECEDENCE�int�-�Precedence order of classifications��SYS_CLASS�char(1)�Y=system, N=user created�-������������������������������������������









TAMPS_DATUM_XREF��

Field Name�TYPE�Units�Remarks��DATUM_CODE�varchar(3)�-�DAFID datum code��DATUM_NAME�varchar(80)�-�Conversion routine datum name����������������������������������������������������������������������������������������

TAMPS_DEFAULTS��

Field Name�TYPE�Units�Remarks��USERNAME�varchar (80)�-�User name ��DEFAULTNAME�varchar (32)�-�Default name��MPM_NAME�varchar (32)�-�MPM name��TYPE�varchar (32)�-�Type of default��VALUE�varchar (255)�-�Value of default������������������������������������������������������������������������



TAMPS_DIVERT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��ROUTE_ID�smallint�-�Route identifier��NUMBER�smallint�-�Mission point number��DIVERT_NUMBER�smallint�1 or 2�Divert number��FUEL_USAGE�float�-�Fuel usage��HEADING�float�Degrees�Heading from action point��RANGE�float�Nautical miles�Range from action point��ALTITUDE�float�Feet�Optimum altitude to divert��SPEED�float�Ground Speed�Optimum speed for divert����������������������������������������������������������

TAMPS_ENROUTE_POINT��

Field Name�TYPE�Units�Remarks��ID�varchar(7)�-�Object name��LATITUDE�char (6)�Degrees�Latitude��LAT_HEMIS�char (1)�N or S�Latitude hemisphere��LONGITUDE�char (7)�Degrees�Longitude��LONG_HEMIS�char (1)�E or W�Longitude hemisphere��LAT_RADIANS�float�Radians�Latitude��LONG_RADIANS�float�Radians�Longitude��ELEVATION�float�Feet�Elevation���������������������������������������������������������



TAMPS_ENROUTE_POINT_DESC��

Field Name�TYPE�Units�Remarks��ID�varchar(7)�-�Object name��SEQ�smallint�-�Sequence of descriptions��DESCRIPTION�varchar(80)�-�Description����������������������������������������������������������������������������������������

TAMPS_FLIGHT_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifer��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��NAME�varchar(32)�-�Name of flight event��TYPE�smallint�-�Enumerated event type��CHG_VEHICLE_DYN�int�-�Boolean change vehicle dynamics����������������������������������������������������







TAMPS_REFUEL_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifer��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��REFUEL_TYPE�int�ARCP, MARF, ANKR�Type of refueling��REFUEL_MODE�int�-�Tanker, receiver��TRANSFER_RATE�float�Pounds�Fuel transfer rate��REC_BOOM_DROGUE_NUM�int�-�Receiver, number of booms/drogues used��REC_POSITION_TIME�float�Seconds�Receiver seconds to connect with the tanker��REC_REFUEL_TIME�float�Seconds�Receiver refuel time��REC_RELEASE_TIME�float�Seconds�Receiver release time��REC_FUEL_AMT�int�Pounds�Receiver fuel amount��TANK_STATION_COUNT�int�-�Number of tanker stations����������������������������

TAMPS_REFUEL_EVENT_TANKER��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��STATION_NUMBER�int�-�Refuel station number��STATION_TYPE�int�-�Type of refuel station�������������������������������������������������������������������





TAMPS_REFUEL_EVENT_TRANSFER��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��STATION_NUMBER�int�-�Refuel station number��TRANSFER_NUMBER�int�-�Refuel transfer number��AMOUNT�int�Pounds�-��RATE�int�Pounds per minute�-��REC_AIRCRAFT�char(32)�-�Receiving aircraft type��POSITION_TIME�float�Seconds�-��REFUEL_TIME�float�Seconds�Refuel time��RELEASE_TIME�float�Seconds�Release/disconnect time�������������������������������������������

TAMPS_STATIC_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��EVENT_TYPE�int�Hover, hold or ground�Event type��TIME�float�-�Event time��TIME_TEXT�char(19)�-�Event text�������������������������������������������������������������������

TAMPS_ATTACK_TARGET_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��TARGET_ID�int�-�Target being attacked��ATTACK_MANEUVER�smallint�-�Type of maneuver being used��APEX_AIRSPD�float�knots�Apex airspeed in knots TAS��APEX_ALTITUDE�float�Feet AGL�Apex altitude in feet AGL(1-30000)��DIVE_RECOVERY_GFORCE�float�G (2-6)�Dive recovery Gs in G(2-6)��DROP_COUNT�smallint�-�Number of weapons dropped at this navigation point��EGRESS_BANK_ANGLE�float�Degrees�Egress bank angle (degrees)��EGRESS_DIRECTION�char�Right, left�Egress direction��MAX_STICK_LEN�float�-�Maximum stick length��OFFSET_ANGLE�float�Radians�Offset angle in radians (0-PI/2)��OFFSET_CUT_DIST�float�Feet�Offset cut to target distance in feet���

tamps_attack_target_event (continued)��

Field Name�TYPE�Units�Remarks��OFFSET_DIRECTION�char�Left, right�Offset direction (left, right)��PULLDOWN_GFORCE�float�G (2-6)�Pulldown Gs in G (2-6)��PULLUP_CLIMB_ANGLE�float�Degrees�Pullup climb angle in degrees��PULLUP_GFORCE�float�G (2-6)�Pullup Gs in G (2-6)��RELEASE_ANGLE�smallint�-�MPM weapon release angle��RELEASE_ALT_AGL�float�Feet AGL�Release altitude in feet AGL��RELEASE_AIRSPEED�float�Knots �Release speed in knots TAS��RELEASE_WIND_DIR�float�-�Release wind direction��RELEASE_WIND_SPEED�float�Knots�Release wind speed in knots��TARGET_LATITUDE�float�Degrees�Target latitude��TARGET_LONGITUDE�float�Degrees�Target Longitude��TARGET_ELEV�float�Feet�Target elevation��TARGET_MSL_ALTITUDE�float�-�MSL altitude��TARGET_RANGE�float�-�Target range��TARGET_BEARING�float�-�Target bearing��TARGET_TEMPERATURE�float�Celsius�Temperature at target (C)��TARGET_SKID_DISTANCE�float�Feet�Skid distance (ft)��TARGET_TYPE�int�-�Target type��WEAPON_NAME�char(9)�-�Current active weapon name��WEAPON_GROUND_INTERVAL�float�Meters�Weapon ground interval��WEAPON_BURST_HEIGHT�float�-�Weapon burst height��WPN_GROUP�int�-�Singles, pairs, salvos��WEAPON_NOMINAL_YIELD�float�-�Nominal yield in kt��WEAPON_STATION�smallint�-�Weapon station number��WPN_DESIGNATOR�char(6)�-�Weapon designator��WPN_VAR1�char(4)�-�-��WPN_VAR2�char(4)�-�-��WPN_MOUNT_ID�char(4)�-�Weapon mount identifier��WPN_ID�smallint�-�Weapon identifier��WPN_MOUNT�int�-�Weapon mount��WPN_POSITION�smallint�-�-��WPN_POSITION_TYPE�smallint�-�-��WPN_STORE_CODE�char(7)�-�-��WPN_TOTAL_NUM_WEAPONS�smallint�-�-��WPN_NUM_WEAPONS_REM�smallint�-�-��WPN_NUM_ROUNDS�smallint�-�-��WPN_DRAG�float�-�-��WPN_TOTAL_FDRAG�float�-�-��WPN_TOTAL_IDRAG�float�-�-��WPN_SINGLE_WEIGHT�float�-�-��WPN_TOTAL_WEIGHT�float�-�-���

tamps_attack_target_event (continued)��

Field Name�TYPE�Units�Remarks��WPN_TOTAL_STORE_WEIGHT�float�-�-��WPN_FUEL_WEIGHT�float�-�-��WPN_FULE_CAPACITY�float�-�-��WPN_MOUNT_WEIGHT�float�-�-��WPN_EJECT_VELOCITY�float�-�-��WPN_EJECT_CART�varchar(15)�-�Weapon eject cartridge��WPN_FUZE�varchar(10)�-�-��WPN_ARMING_DELAY�float�-�-��WPN_FUZE_AFT�varchar(10)�-�Weapon fuse aft��WPN_ARMING_DELAY_AFT�float�-�Weapon arming delay aft��WPN_NUM_REL_INTERVALS�float�-�-��TGT_HACK_TIME�int�-�-��HACK_VALID�char(1)�-�-��EDIT_HACK�char(1)�-�-��FUZE_OPTION�smallint�-�Fuse option����������������������



TAMPS_ATTACK_WPN_ST��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��TARGET_ID�int�-�Target being attacked��STATION_INDEX�int�-�-��STATION_ID�smallint�-�Weapon station identifier��DROP_COUNT�smallint�-�Number of weapons dropped from this station���������������������������������������������������������������

TAMPS_LND_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��NUMBER�smallint�-�Action point identifier��ROUTE_ID�smallint�-�Route identifier��EVENT_TYPE�int�FARP, EAF or LZ�Event type��ENGINE_SHUTDOWN�int�-�Boolean engine shutdown toggle��TOTAL_GROUND_TIME�float�Minutes�Total time on ground��PRE_TAKEOFF_BURN_TIME�float�-�Burn time before takeoff��FUEL_TRANSFER_OP�int�-�Type of transfer operation��FUEL_AMOUNT�int�Pounds�Amount of fuel loaded��TRANSFER_RATE�int�Pounds per minute�Transfer rate of fuel load��TRANSFER_TIME�float�-�Transfer time��INTERNAL_CARGO_IN�int�-�-��INTERNAL_CARGO_OUT�int�-�-��EXTERNAL_CARGO_IN�int�-�-��EXTERNAL_CARGO_OUT�int�-�-��MODIFY_EXT_STORES�int�-�FARP modify stores on landing�������

tamps_interference_codes��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform identifier��STATION_A�smallint�-�Station to begin with��STATION_A_WPN�smallint�-�WPN loaded��STATION_B�smallint�-�Compute interference drag to here��STATION_B_WPN�smallint�-�WPN loaded��INTERFERENCE_CODE�float�-�Interference code between stations���������������������������������������������������������������

TAMPS_INT_DRAG_CONVERT��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform identifier��AOA�smallint�1=cruise

2=dash�Angle of attack��MACH�float�Mach�Speed��INTERFERENCE_CODE�smallint�-�Interference code��INTERFERENCE_DRAG�float�-�Interference drag index�������������������������������������������������������������������



TAMPS_LAUNCH��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier��LAUNCH_TIME�char(12)�-�Launch time��LAUNCH_ID�smallint�-�Launch point identifier for mission��GROUND_TIME�float�minutes�Time on ground burning fuel��BURN_RATE�float�pounds/hour�Burn rate of fuel��TAKEOFF_FUEL�float�pounds�Fuel burn rolling down runway��TAKEOFF_WATER�float�pounds���CLIMBOUT_SPEED�float�KCAS�Speed to 1st nav point��CLIMBOUT_ALTITUDE�float�AGL feet�At first nav point��CLIMBOUT_DISTANCE�float�NM�Distance to first nav point��CLIMBOUT_HEADING�float�DEG MAG�To first nav point��ROUTE_ID�smallint�-�Route number for action point��NUMBER�smallint�-�Point number for action point�������������

TAMPS_MSN_LOADOUT_LINK��

Field Name�TYPE�Units�Remarks��MSN_ID�smallint �-�Mission identifier��LAUNCH_ID�smallint �-�Launch point identifier for mission��LOADOUT_ID�smallint �-�Generated unique identifier�����������������������������������������������������������������������������

TAMPS_LOADOUT��

Field Name�TYPE�Units�Remarks��LOADOUT_ID�smallint�-�Generated unique identifier��LOADOUT_TEXT_ID�varchar(32)�-�Unique loadout identifier��OWNER�varchar(32)�-�Default, if default loadout��ACFT�char(32)�-�Type of aircraft��NUM_POSITIONS�smallint�-�Number of store positions including guns/aux��TOTAL_QUANTITY�smallint�-�Total number of weapons loaded��QUANTITY_REMAINING�smallint�-�Number weapons remaining��TOTAL_FUEL_WEIGHT�float�Pounds�Total weight fuel in loadout stores��TOTAL_FUEL_CAPACITY�float�Pounds�Total capacity of fuel in loadout stores��TOTAL_WEIGHT�float�Pounds�Total weight loadout stores��TOTAL_DRAG�float�-�Total drag of loadout stores��SPEED�float�Mach�Speed for Interference drag��AOA�smallint�1-cruise, 2-dash�Angle of attack��������

TAMPS_LOADOUT_STATIONS��

Field Name�TYPE�Units�Remarks��LOADOUT_ID�smallint�-�Loadout identifier��WEAPON_ID�smallint�-�Unique weapon identifier��WEAPON_DESIGNATOR�char(6)�-�Weapon name��WEAPON_PRIM_VARIANT�char(4)�-�Primary weapon variant��WEAPON_SEC_VARIANT�char(4)�-�Secondary weapon variant��WEAPON_MOUNT�char(4)�-�Weapon mounting hardware��STATION�smallint�-�Station number��STATION_TYPE�smallint�1-Normal station

2-Gun

3-Auxillary station

4-Bomb Bay�Station type��STORE_CODE�char(8)�-�Store code��DDI�char(8)�-�Digital Display Indicator��WEAPON_QUANTITY�smallint�-�Number weapons at station��WEAPON_QUANTITY_REMAIN�smallint�-�Number weapon remaining��WEAPON_CAT_ID�varchar(32)�-�Weapon category identifier��NUMBER_ROUNDS�smallint�-�Number rounds per weapon��WEAPON_GROUP�smallint�Singles, pairs, salvos�Weapon group��WEAPON_DRAG�float�-�Drag coefficient of weapon��TOTAL_FDRAG�float�-�Total friction drag, weapons & mounts��INTERFERENCE_DRAG�float�-�Interference drag, weapons & mounts��SINGLE_WPN_WEIGHT�float�-�Single weapon weight or weight of empty fuel pod��FUEL_WEIGHT�float�-�Weight of fuel in full pod. 0 if store is not a pod��FUEL_CAPACITY�float�Pounds�Capacity (pounds) of fuel in fuel pod. 0 if store is not a pod��MOUNT_WEIGHT�float�-�Weight of mounts��BITMAP_KEY�varchar(32)�-�File containing pixmap image of weapon��F_FUZE_TYPE�varchar(10)��Forward fuze type��F_ARM_DELAY�float�Seconds�Forward arming delay��A_FUZE_TYPE�varchar(10)��Aft fuze type��A_ARM_DELAY�float�Seconds�Aft arming delay��EJECT_CARTRIDGE�varchar(15)�-�Ejection cartridge��EJECT_VELOCITY�float�Feet per second�Eject velocity��ROUND_WEIGHT�float�pounds�Weight of single round���

TAMPS_LOADOUTS_DELETED��

Field Name�TYPE�Units�Remarks��LOADOUT_ID�smallint �-�Generated unique identifier��������������������������������������������������������������������������������������������

tamps_menu��

Field Name�TYPE�Units�Remarks��MENU�varchar(250)�-�Menu��LAYER�varchar(80)�-�Layer������������������������������������������������������������������������������

tamps_mission_airbase��

Field Name�TYPE�Units�Remarks��AB_TYPE�int�0 = not a base 1=carrier

2=launch point

3=recovery 4=divert field�Airport type��ACTIVE_RUNWAY�int�-�Active runway��ARPT_IDENT�varchar(7)�-�Airport identifier. Join field to DAFID��ARREST_GEAR�int�1=net

2=cable

3=other�Arresting gear��CARRIER�int�-�Boolean carrier launch or recovery��COUNTRY_CODE�varchar(2)�-�Country code��DIVERT_ORDER�int�-�Divert order��DIVERT_RULES�int�1=manual, 2=closest�Divert rules��ELEVATION�float�Feel, AGL�Airbase elevation��ICAO_CODE�varchar(32)�-�FAA or ICAO code��LAT_RADIANS�float�Radians�Latitude in radians if not airbase��LONG_RADIANS�float�Radians�Longitude in radians if not airbase��MAX_TAKEOFF_WT�float�Pounds�Maximum takeoff weight��MAX_LANDING_WT�float�Pounds�Maximum landing weight��MISSION_ID�smallint�-�Unique mission identifier��NAME�varchar(32)�-�Name of airbase��NUMBER�smallint�-�Mission point number��PROVINCE_CODE�char(2)�-�Province or state where airbase located��ROUTE_ID�smallint�-�Route identifier��TYPE�char(1)�A=civil, B=joint,

C=military

D=inactive�Type�������������

tamps_acft_msn_defaults��

Field Name�TYPE�Units�Remarks��AC_TYPE�varchar(32)�-�Type of aircraft��VARIANT�varchar(12)�-�Aircraft variant��PLANNER�varchar(32)�-�Planner’s name��MISSION_ID�smallint�-�Operational flight program version��OFP�varchar(20)�-�Not used��IFR_SAFE_ALT�int�Feet AGL�Instrument safe altitude��IFR_RADIUS�int�Nautical miles�IFR flight path half width��HEMI_RULES_CHECK�int�-�Not used��BANK_ANGLE_HIGH_ALT�float�Degrees�Aircraft bank angle��BANK_ANGLE_LOW_ALT�float�Degrees�Aircraft bank angle��DESCENT_RATE�float�Feet per minute�Rate of descent��DESCENT_TYPE�int�-�The type of descent��ECM_GEAR1_ON�int�0=Off, 1=On�Toggle for ECM gear 1��ECM_GEAR2_ON�int�0=Off, 1=On�Toggle for ECM gear 2��ECM_GEAR_1�varchar(8)�-�Description of ECM gear 1��ECM_GEAR_2�varchar(8)�-�Description of ECM gear 2��FUEL_RESERVE�float�Pounds�Default fuel reserve��FUEL_WEIGHT�float�Pounds�Weight of fuel when pod is full��INTERNAL_FUEL_WEIGHT�float�-�-��GROUND_FUEL_USE�float�Pounds per hour�Ground fuel flow��GROUND_TIME�float�Minutes�Default ground time��MISC_WEIGHT�float�Pounds�-��LOW_LEVEL_FLIGHT_ALT�float�Feet AGL�Low level flight altitude��LOW_LEVEL_FUEL_FACTOR�float�Percent�Low level fuel factor��CRUISE_FUEL_FACTOR�float�Percent�Normal fuel factor��PAYLOAD_DESC�varchar(80)�-�Description of the payload��PAYLOAD_WEIGHT�float�Pounds�Weight of the aircraft payload��TURN�int�-�Default turn type��MIN_NAV_INTERVAL�float�Nautical miles�Minimum navigational point interval��MAX_NAV_INTERVAL�float�Nautical miles�Maximum navigational point interval��WEATHER_TOGGLE�int�-�Planner weather specification (on/off)��TEMP_DEVIATION�float�Degrees celsius�Temperature deviation��WIND_SPEED�float�knots�Wind speed��WIND_DIRECTION�float�Degrees�Wind direction��WEATHER_SOURCE�int�-�Planner, climatology��EXTERNAL_PAYLOAD_DRAG�float�-�External payload drag��EXTERNAL_PAYLOAD_WEIGHT�float�-�External payload weight��EXTERNAL_PAYLOAD_DESC�varchar(32)�-�External payload description��TAKEOFF_FUEL_USED�float�-�-��TAKEOFF_WATER_USE�float�-�-��ICLIMB_VELOCITY�float�-�-��ICLIMB_ALTITUDE�float�-�-��ICLIMB_DISTANCE�float�-�-���

tamps_acft_defs_lmts��

Field Name�TYPE�Units�Remarks��AC_TYPE�varchar(32)�-�Type of aircraft��VARIANT�varchar(12)�-�Aircraft variant��IFR_SAFE_ALT�int�Feet�Instrument safe altitude��IFR_RADIUS�int�Nautical miles�IFR flight path half width��BANK_ANGLE_HIGH_ALT�float�Degrees�High altitude aircraft bank angle��BANK_ANGLE_LOW_ALT�float�Degrees�Low altitude aircraft bank angle��DESCENT_RATE�float�Feet per minute�Rate of descent��DESCENT_TYPE�int�-�The type of descent��ECM_GEAR1_ON�int�0=Off

1=On�Toggle for ECM gear 1��ECM_GEAR2_ON�int�0=Off

1=On�Toggle for ECM gear 2��ECM_GEAR_1�varchar(8)�-�Description of ECM gear 1��ECM_GEAR_2�varchar(8)�-�Description of ECM gear 2��FUEL_RESERVE�float�Pounds�Default fuel reserve��USABLE_FUEL�float�Pounds�Amount of usable fuel��GROUND_FUEL_USE�float�Pounds per hour�Ground fuel flow��GROUND_TIME�float�Minutes�Time on ground��MISC_WEIGHT�float�Pouunds�Additional miscellaneous weight��LOW_LEVEL_FLIGHT_ALT�float�Feet AGL�Low level flight altitude��LOW_LEVEL_FUEL_FACTOR�float�Percent�Low level fuel factor��CRUISE_FUEL_FACTOR�float�Percent�Normal fuel factor��PAYLOAD_DESC�varchar(80)�-�Description of the payload��PAYLOAD_WEIGHT�float�Pounds�Weight of the aircraft payload��TURN�int�-�Default turn type��MIN_NAV_INTERVAL�float�Nautical miles�Minimum navigational point interval��MAX_NAV_INTERVAL�float�Nautical miles�Maximum navigational point interval��EXTERNAL_PAYLOAD_DRAG�float�-�External payload drag��EXTERNAL_PAYLOAD_WEIGHT�float�-�External payload weight��EXTERNAL_PAYLOAD_DESC�varchar(32)�-�External payload description��AGL_MSL_SWITCH�float�Feet�Altitude at which to switch from AGL to MSL��CLOSE_AIR_SUPPORT�smallint�1=true�Close air support��TGT_ATTACK_SUPPORT�smallint�1=true�Attack target support��DRAG_TYPE�smallint�1=index

2=factor

3=config_factor�Drag type��������

tamps_acft_defs_lmts (CONTINUED)��

Field Name�TYPE�Units�Remarks��RECV_REFUEL_DRAG�float�-�Additional RECV refuel drag��TANK_BOOM_DRAG�float�-�Drag associated with the tank boom��TANK_DROGUE_DRAG�float�-�Drag associated with the tank drogue��MISC_DRAG�float�-�Misc. MPM-specific drag value��ICLIMB_FUEL_USE�float�Pounds�Initial climbout fuel use��ICLIMB_WATER_USE�float�Pounds�Initial climbout water use��ICLIMB_ALTITUDE�float�Feet�Initial climbout altitude��ICLIMB_DISTANCE�float�Nautical miles�Initial climbout distance��ICLIMB_TIME�float�Minutes�Initial climbout time��ICLIMB_VELOCITY�float�Knots�Initial climbout velocity��NUMBER_STATIONS�int�-�Number of aircraft stations��RUNWAY_LINEUP�float�Feet�Runway lineup distance��START_ENGINE_FUEL_USE�float�Pounds�Start engine fuel use��TAKEOFF_FUEL_USE�float�Pounds�Fuel used during takeoff��TAKEOFF_WATER_USE�float�Pounds�Water used during takeoff��MAX_DESCENT_RATE�float�Feet per minute�Maximum descent rate��MAX_FLIGHT_ALTITUDE�float�Feet�Maximum aircraft altitude��MAX_OAPS_PER_NAVPT�int�-�Maximum OAPS per navigation point��MAX_OAPS_PER_TGT�int�-�Maximum OAPS per target��MAX_ENGINE_START_WGT�float�Pounds�Maximum engine start weight��MAX_IN_FLIGHT_WGT�float�Pounds�Maximum in flight weight��MAX_CARRIER_LANDING_WGT�float�Pounds�Maximum carrier landing weight��MAX_CARRIER_TAKEOFF_WGT�float�Pounds�Maximum carrier takeoff weight��MAX_FIELD_LANDING_WGT�float�Pounds�Maximum field landing weight��MAX_FIELD_TAKEOFF_WGT�float�Pounds�Maximum field takeoff weight��MAX_PAYLOAD_WGT�float�Pounds�Maximum payload weight��MAX_FUEL_WEIGHT�float�Pounds�Maximum fuel weight��EMPTY_WGT�float�Pounds�Weight of empty aircraft��MIN_WING_SWEEP�float�Degrees�Minimum wing sweep��MAX_WING_SWEEP�float�Degrees�Maximum wing sweep��MIN_FLAG_ANGLE�float�Degrees�Minimum flap angle��MAX_FLAP_ANGLE�float�Degrees�Maximum flap angle�����������������������

tamps_acft_defs_lmts (continued)��

Field Name�TYPE�Units�Remarks��MIN_CAS�float�Knots�Minimum calibrated air speed��MAX_CAS�float�Knots�Maximum calibrated air speed��MIN_TAS�float�Knots�Minimum true air speed��MAX_TAS�float�Knots�Maximum true air speed��MIN_MACH�float�Mach�Minimum true mach��MAX_MACH�float�Mach�Maximum true mach��MIN_LL_BANK_ANGLE�float�Degrees�Minimum low level bank angle��MAX_LL_BANK_ANGLE�float�Degrees�Maximum low level bank angle��MIN_CRUISE_BANK_ANGLE�float�Degrees�High level minimum bank angle��MAX_CRUISE_BANK_ANGLE�float�Degrees�High level maximum bank angle��MIN_LL_FUEL_FACTOR�float�-�Minimum low level fuel factor��MAX_LL_FUEL_FACTOR�float�-�Maximum low level fuel factor��MIN_CRUISE_FUEL_FACTOR�float�-�Minimum cruise fuel factor��MAX_CRUISE_FUEL_FACTOR�float�-�Maximum cruise fuel factor��MIN_NAV_INTERVAL_LOW�float�Nautical miles�Minimum low bound navigational interval��MIN_NAV_INTERVAL_HIGH�float�Nautical miles�Minimum high bound navigational interval��MAX_NAV_INTERVAL_LOW�float�Nautical miles�Maximum low bound navigational interval��MAX_NAV_INTERVAL_HIGH�float�Nautical miles�Maximum high bound navigational interval��MAX_EXTERNAL_PAYLOAD�float�Pounds�Maximum external payload weight�������

TAMPS_MSNS_DELETED��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�ID of deleted missions�������������

tamps_mission_plan��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier��MISSION_NAME�varchar(32)�-�Mission name��TYPE_ACFT�varchar(32)�-�Join field to NID_ACFT��CLASSIFICATION�varchar(80)�-�Classification of mission��CLASS_SYS_DEFAULT�char(1)�-�System-wide default��CLASS_COLOR�int�-�-��CLASS_PRECEDENCE�int�-�-��COLOR�smallint�-�Route color��CREATE_DATE�char(6)�Year, month, day�Date mission was created��DATE_LAST_CHG�char(12)�Year, month, day, time�Date mission was last modified��DESCRIPTION�varchar(80)�-�Short mission description��OP_AREA�varchar(32)�-�Name of operations area for mission��OPEN_TIME�char(12)�-�Time mission is opened��PERMISSIONS�int�1=read only, 2=read write�Permissions��PLANNER�varchar(32)�-�Mission creator��PLATFORM_TYPE�int�1=aircraft

2=weapon�Platform type��REFERENCE�varchar(32)�-�Reference identifier��STRIKE_PKG�varchar(32)�-�Name of strike package��ACTIVE_ROUTE_ID�smallint�-�ID of active route when saved��ACCESS�int�-�Access type��

TAMPS_MOUNT��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Aircraft��MOUNT_ID�char(4)�-�Unique mount identifier��MOUNT_DESCRIPTION�varchar(32)�-�Description of mount��BITMAP_KEY�varchar(32)�-�Bitmap for mount�����������������������������������������������������

TAMPS_MISSION_RUNWAY��

Field Name�TYPE�Units�Remarks��ARPT_IDENT�varchar(7)�-�Airport identifier��MISSION_ID�smallint�-�Unique mission identifier��NUMBER�smallint�-�Mission point number��ROUTE_ID�smallint�-�Route identifier��DIVERT_ORDER�int�-�Divert airbase order��RUNWAY_NUMBER�smallint�-�Runway number for airbase��HIGH_END_ID�varchar(3)�-�High end identifier (19-36)��HE_SLOPE�varchar(3)�-�High end slope��HE_DISPLACED_THLD�varchar(4)�-�High end displaced threshold��HE_MAGNETIC_HDG�float�-�High end magnetic heading��LOW_END_ID�varchar(3)�-�Low end identifier��LE_SLOPE�varchar(3)�-�Low end slope��LE_DISPLACED_THLD�varchar(4)�-�Low end displaced threshold��LE_MAGNETIC_HDG�float�-�Low end magnetic heading��LENGTH�float�Feet�Length of runway in feet��WIDTH�float�Feet�Width of runway in feet��SURFACE�varchar(5)�-�Runway surface code��PRESSURE_ALT�float�Feet�Pressure altitude in feet��TAKEOFF_END�int�-�HE/LE takeoff indicator��



TAMPS_MOUNT_RESTRICTIONS��

Field Name�TYPE�Units�Remarks��MOUNT_ID�char(4)�-�Unique mount identifier��ACFT�varchar(32)�-�Aircraft��SEQ_NUM�smallint�-�Sequence number��RESTRICTION�varchar(80)�-�Restriction description���������������������������������������������������������������

TAMPS_MOUNT_STATIONS��

Field Name�TYPE�Units�Remarks��MOUNT_ID�char(4)�-�Unique mount identifier��ACFT�varchar(32)�-�Platform identifier��STATION_TYPE�smallint�1=Normal Station

2=Aux Station

3=Gun

4=Bomb Bay�Station type��ACFT_STATION�smallint�-�Station where the mount is valid��VALID_FLAG�smallint�0=Not Valid 1=Valid�Validity flag��MOUNT_STATION�smallint�-�Mount station where the weapon is valid.  (Not used at this time)��DDI�char(6)�-�Weapon ID code��PYLON_WEIGHT�float�-�Pylon weight��RACK_WEIGHT�float�-�Rack data only��PYLON_DRAG�float�-�Pylon drag��RACK_DRAG�float�-�Rack drag��NUM_MOUNT_STATIONS�smallint�-�Number stations on mount�������

TAMPS_NAVFILE��

Field Name�TYPE�Units�Remarks��FILENAME�varchar(10)�-�Navfile file name��SIZE�int�-�Number of records in navfile��PROTECTION�int�0=unprotected�Protection��OWNER�varchar(8)�-�Owner name��LAST_MOD_DATE�datetime�-�Last modification date��COMMENTS�varchar(64)�-�Comments�����������������������������������������������������

TAMPS_NAVPOINT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��ROUTE_ID�smallint�-�Route identifier��NUMBER�smallint�-�Mission point number��ALTITUDE�float�Meters�MSL altitude in meters��ALTITUDE_TYPE�int�1=MSL, 2=AGL�Altitude type��BANK_ANGLE�float�Degrees�Turn angle in degrees��CUMM_DISTANCE�float�-�Distance traveled to this point��CUMM_LOADOUT_DRAG�float�-�Delta cummulative drag of weapon stores��CUMM_LOADOUT_WEIGHT�float�-�Delta cummulative weight of weapon stores��DESCENT_RATE�float�Feet per minute�Rate of descent��DESCENT_TYPE�int�-�Type of descent��DRAG_COEFFICIENT�float�-�Drag coefficient of the platform��FLIGHT_MODE_NAME�varchar(32)�-�Name of flight mode��FLIGHT_MODE�smallint�-�Numeric identifier of flight mode��FUEL_REMAINING�float�Pounds�Fuel remaining in pounds��FUEL_USED�float�Pounds�Fuel used for previous leg in pounds��FUEL_CAPACITY�float�Pounds�Max fuel capacity at this point in pounds��GROSS_PLATFORM_WEIGHT�float�-�Gross weight of platform at point��G_FORCE�float�-�Turn gravitational force��GPS_MODE�int�-�GPS flight mode��ICAO�varchar(32)�-�ICAO code for launch/recovery points��MAG_VAR�float�-�Magnetic variation of platform bearing��NAV_TYPE�int�-�Type of navigation point��REMAINING_TIME�float�Minutes�Remaining time for route in minutes�������������������������������������������

TAMPS_NAVPOINT (CONTINUED)��

Field Name�TYPE�Units�Remarks��SPEED_TYPE�int�True, ground, cal, mach�Speed type��TEMPERATURE_DEVIATION�float�-�Temperature deviation at point��WEATHER_SOURCE�int�-�Source of wind info (month or planner)��WEATHER_TOGGLE�int�-�Weather toggle value��WIND_DIR�float�Degrees�Direction of wind in degrees��WIND_SPEED�float�Knots�Wind speed in knots��EXT_PAYLOAD_DRAG�float�-�External payload drag��EXT_PAYLOAD_WEIGHT�float�-�External payload weight��EXT_PAYLOAD_DESC�char(32)�-�Description of external payload��INT_PAYLOAD_WEIGHT�float�-�Additional weight of internal payload��INT_PAYLOAD_DESC�char(32)�-�Description of internal payload��ICON_NAME�char(80)�-�Full path to bitmap for nav point��

TAMPS_OP_AREA��

Field Name�TYPE�Units�Remarks��OP_AREA�varchar (32)�-�Name of operation area��CREATE_DATE�char(6)�Year, month, day�Date operations area was created��DATE_LAST_CHG�char(12)�Year, month, day, time�Date operations area was last modified��LL_LAT_RADIANS�float�Radians�Lower left boundary latitude��LL_LONG_RADIANS�float�Radians�Lower left boundary longitude��UR_LAT_RADIANS�float�Radians�Upper right boundary latitude��UR_LONG_RADIANS�float�Radians�Upper right boundary longitude��OWNER�varchar(32)�-�Operations area owner��PATH�varchar (255)�-�Path to data file������������������

TAMPS_POLYGON_ATTRIBUTES��

Field Name�TYPE�Units�Remarks��ID�varchar(15)�-�Object name��DESCRIPTION�varchar(80)�-�Short description��MAX_ALTITUDE�float�Feet�Maximum altitude��MIN_ALTITUDE�float�Feet�Minimum altitude��ALTITUDE_TYPE�char(1)�-�-��������������������������������������������������������������







TAMPS_POLYGON_POINTS��

Field Name�TYPE�Units�Remarks��ID�varchar(15)�-�Object name��LATITUDE�char (6)�Degrees�Latitude��LAT_HEMIS�char (1)�N or S�Latitude hemisphere��LONGITUDE�char (7)�Degrees�Longitude��LONG_HEMIS�char (1)�E or W�Longitude hemisphere��LAT_RADIANS�float�Radians�Latitude radians��LONG_RADIANS�float�Radians�Longitude radians��SEQ�smallint�-�Sequence of points������������������������������������������������

TAMPS_RADAR_CHECKPOINT��

Field Name�TYPE�Units�Remarks��ID�varchar(10)�-�Object identifier��LATITUDE�char (6)�Degrees�Latitude��LAT_HEMIS�char (1)�N or S�Latitude hemisphere��LONGITUDE�char (7)�Degrees�Longitude��LONG_HEMIS�char (1)�E or W�Longitude hemisphere��LAT_RADIANS�float�Radians�Latitude in radians��LONG_RADIANS�float�Radians�Longitude in radians��ELEVATION�float�Feet�Elevation��AZIMUTH�float�Degrees�Azimuth�������





















TAMPS_RADAR_PRED��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��RADAR_ID�smallint�-�Radar prediction identifier��RADAR_TYPE�int�-�F18 or A6 radar��MODE�int�-�Radar mode��TARGET_SYMBOL�int�On or off�Target symbol toggle��OVERLAYS�int�On or off�Overlays toggle��BORDER�int�On or off�Border toggle��AUTOGAIN�int�On or off�Autogain toggle��QUALITY�int�-�Quality level��POINT_FEATURES�int�-�Point features��DCW_FEATURES�int�-�DCW features��DCW_AREAS�int�-�DCW areas��DCW_LINES�int�-�DCW lines��DESCRIPTION�varchar(79)�-�Description of prediction��OBSER_PT_ID�int�-�Observation point identifier��OBSER_PT_LAT�float�-�Observation point latitude���

TAMPS_RADAR_PRED (CONTINUED)��

Field Name�TYPE�Units�Remarks��OBSER_PT_LON�float�-�Observation point longitude��OBSER_PT_ELEV�float�-�Observation point elevation��OBSER_PT_ALT_OFF�real�-�Altitude offset of observation point��MAG_HEADING�real�Degrees�Magnetic heading��TRUE_HEADING�real�-�True heading��TARGET_ID�int�-�Target identifier��TARGET_POINT_LAT�float�Degrees�Target latitude��TARGET_POINT_LON�float�Degrees�Target longitude��TARGET_POINT_ELEV�float�Feet�Target elevation��MIN_RANGE�real�-�Minimum range of radar��MAX_RANGE�real�-�Maximum range of radar��RANGE_TO_TARGET�real�-�Range to target��RANGE_SCALE�real�-�Range for radar mode��AZIMUTH_SCAN�real�-�Azimuth scan for radar��BEAM_SHAPE�int�-�Type of radar beam��ANT_ANGLE�real�-�Antenna angle��HEADING_OFFSET�real�Degrees�Heading offset��DISPLAY_ON_OFF�int�-�Bit mask of what to turn on and off��

TAMPS_RADAR_CHECKPOINT_DESC��

Field Name�TYPE�Units�Remarks��ID�varchar(10)�-�Object name��SEQ�smallint�-�Sequence of descriptions��DESCRIPTION�varchar(80)�-�Description�������������������������������������������������������������������������

tamps_radar_pred_points��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��RADAR_ID�smallint�-�Radar prediction identifier��RADAR_POINT_ID�smallint�-�One up point number��LATITUDE�float�Degrees�Latitude��LONGITUDE�float�Degrees�Longitude��XSCALE�real�-�Width��YSCALE�real�-�Height��ZSCALE�real�-�Depth��HEADING�real�-�True course bearing of platform��CATEG_NAME�char(49)�-�-��OBJ_NAME�char(49)�-�Object name��DESCRIPTION�char(80)�-�Short description���������������������������





tamps_refobj��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��ROUTE_ID�smallint�-�Route identifier��NUMBER�smallint�-�Mission point number��REF_NUMBER�smallint�-�Reference object number��REF_TARGET_ACTPT�smallint�-�Target or action point��REF_TYPE�int�-�Point type��TYPESTR�char(39)�-�Type��IDSTR�char(19)�-�Dafid identifier��PURPOSE�int�-�Purpose of point��COLNAME0�char(19)�-�Bucket OBJ column name 0��COLNAME1�char(19)�-�Bucket OBJ column name 1��COLNAME2�char(19)�-�Bucket OBJ column name 2��COLNAME3�char(19)�-�Bucket OBJ column name 3��COLNAME4�char(19)�-�Bucket OBJ column name 4��COLNAME5�char(19)�-�Bucket OBJ column name 5��COLDATA0�char(63)�-�Bucket OBJ column data 0��COLDATA1�char(63)�-�Bucket OBJ column data 1��COLDATA2�char(63)�-�Bucket OBJ column data 2���

tamps_refobj (CONTINUED)��

Field Name�TYPE�Units�Remarks��COLDATA3�char(63)�-�Bucket OBJ column data 3��COLDATA4�char(63)�-�Bucket OBJ column data 4��COLDATA5�char(63)�-�Bucket OBJ column data 5��LOCATION_ELEV�float�Feet�Elevation��LOCATION_LAT�float�Degrees�Latitude��LOCATION_LON�float�Degrees�Longitude��BEARING_FMT�int�-�Bearing format (enum)��BEARING�float�Degrees�Bearing��BEARING_FM_TO�int�-�Bearing from or to navigation point��RANGE_FMT�int�-�Range format (enum)��RANGE�float�Meters�Offset in meters��SYMBOL_NAME�varchar(63)�-�Name of related symbol��SEC_SYMBOL_NAME�varchar(63)�-�OAP symbol support��DESCRIPTION�varchar(63)�-�Description��NAVAID_CTRY�varchar(2)�-�NAVAID country code��NAVAID_IDENT�varchar(4)�-�NAVAID identifier��NAVAID_NAV_KEY_CD�varchar(2)�-�NAVAID key code��NAVAID_TYPE�varchar(1)�-�NAVAID type��WAYPOINT_CTRY�varchar(2)�-�Waypoint country code��WAYPOINT_DME_MILEAGE�varchar(4)�-�Waypoint mileage��WAYPOINT_IDENT�varchar(5)�-�Waypoint identifier�����������������

tamps_refuel_params��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Aircraft name��REFUEL_ROLE�smallint�1-Tanker Only

2-Receiver Only

3-Default Tanker

4-Default Receiver�Refuel role��REFUEL_STATION_CNT�smallint�-�Number of refueling stations��REFUEL_METHOD�smallint�1-Boom Only

2-Drogue Only

3-Both, no inflight change

4-Both, inflight may change�Refuel method��POSIT_TIME�float�Minutes�Positioning time��TRANSFER_RATE�float�Pounds per minute�Transfer rate�������

tamps_remote_updates��

Field Name�TYPE�Units�Remarks��SYSTEM�varchar(20)�-�System name��DATE_LAST_REQ�char(12)�Year, month, day, time�Date last requested�����������������������������������������������������������������������������





tamps_route��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier��ROUTE_ID�int�-�Unique route identifier��LAUNCH_ID�smallint�-�Launch point identifier��LAUNCH_ATTACHED�char(1)�-�Launch point attached flag��ROUTE_ANALYSIS�char(1)�-�Route analysis status flag���������������������������������������������������������������

TAMPS_ROUTE_COORD_STATIONS��

Field Name�TYPE�Units�Remarks��EVENT_ID�smallint�-�Unique id for event��STATION_ID�smallint�-�Weapon station id��DROP_COUNT�smallint�-�Number of weapons dropped from this station����������������������������������������������������













tamps_strike_package��

Field Name�TYPE�Units�Remarks��STRPKG_ID�smallint�-�Unique strike package identifier��STRPKG_NAME�varchar(32)�-�Strike package name��CREATE_DATE�char(6)�Year, month, day�Date strike package was created��DATE_LAST_CHG�char(12)�Year, month, day, time�Date strike package last modified��DESCRIPTION�varchar(80)�-�Short strike package description��PERMISSIONS�int�1=read only

2=read/write�Access permissions��PLANNER�varchar(32)�-�Strike package creator�����������������



�

tamps_strpkg_msn_link��

Field Name�TYPE�Units�Remarks��STRPKG_ID�smallint�-�Strike package identifier��MISSION_ID�smallint�-�Mission identifier��COLOR�smallint�-�Route color��������������������������������������������������������������











tamps_strpkg_deleted��

Field Name�TYPE�Units�Remarks��STRPKG_ID�smallint�-�ID of deleted strike package��������������������������������������������������������������



�

TAMPS_MSN_TGT_LINK��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��TARGET_ID�int�-�Target identifier��USER_TARGET_ID�int�-�User target number for this mission���������������������������























TAMPS_TGTS_DELETED��

Field Name�TYPE�Units�Remarks��TARGET_ID�int �-�Unique target identifier�����������������������������������������������������������������������������������

TAMPS_US_PROVINCE_XREF��

Field Name�TYPE�Units�Remarks��US_STATE�varchar(40)�-�US state code��PROVINCE�char(2)�-�Province code��US_POSTAL_ABBR�char(2)�-�US postal abbreviation������������������������������������������������������������������������







TAMPS_VERT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifier��ROUTE_ID�smallint�-�Route identifier��ANNOTATION_TEXT�char (255)�-�Annotation text��ALTITUDE�int�-�Altitude��DISTANCE�int�-�Distance���������������������������������������������������������������

TAMPS_VISUAL_LINE��

Field Name�TYPE�Units�Remarks��ID�varchar(15)�-�Object name��DESCRIPTION�varchar(80)�-�Short description��END_DATE�char(6)�Year, month, day or blank�YYMMDD or blank if no end date��END_TIME�char(6)�-�End of effective time��FEATURE_TYPE�char(3)�URB, RWY, PHY, SHY, PTL, SFC, WAR, MAR, PAR�Visual line feature type��LOWER_ALTITUDE_LIMIT�float�Feet�Lower altitude limit��LOWER_ALTITUDE_TYPE�char(1)�A - above ground level (AGL)

M-mean sea level (MSL)�Lower altitude type��START_DATE�char(6)�Year, month, day or blank�YYMMDD, or blank if always active��START_TIME�char(6)�-�Start time��UPPER_ALTITUDE_LIMIT�float�Feet�Upper altitude limit��UPPER_ALTITUDE_TYPE�char(1)�A - above ground level

M-mean sea level�Upper altitude type��VOICE_CALL�varchar(15)�-�Voice call of controlling agency��WEATHER�varchar(15)�-�Weather conditions for WAR, MAR, PAR��



TAMPS_VISUAL_LINE_POINTS��

Field Name�TYPE�Units�Remarks��ID�varchar(15)�-�Object identifier��FEATURE_TYPE�char(3)�URB, RWY, PHY, SHY, PTL, SFC, WAR, MAR, PAR�Visual line feature type��LATITUDE�char (6)�Degrees�Latitude��LAT_HEMIS�char (1)�N or S�Latitude hemisphere��LONGITUDE�char (7)�Degrees�Longitude��LONG_HEMIS�char (1)�E or W�Longitude hemisphere��LAT_RADIANS�float�Radians�Latitude in radians��LONG_RADIANS�float�Radians�Longitude in radians��SEQ�smallint�-�Sequence of polygon points�����������������





�

TAMPS_VISUAL_POINT��

Field Name�TYPE�Units�Remarks��ID�varchar(7)�-�Object identifier��FEATURE_DESCRIPTION�varchar(80)�-�Allow to elaborate on the feature identifier��FEATURE_TYPE�char(3)�BRG,DAM,WRK,MIN,OBS,POL,PNT�Visual point feature type��LATITUDE�char (6)�Degrees�Latitude��LAT_HEMIS�char (1)�N or S�Latitude hemisphere��LONGITUDE�char (7)�Degrees�Longitude��LONG_HEMIS�char (1)�E or W�Longitude hemisphere��LAT_RADIANS�float�Radians�Latitude in radians��LONG_RADIANS�float�Radians�Longitude in radians��ELEVATION�float�Feet�Elevation����������������������







TAMPS_VISUAL_POINT_DESC��

Field Name�TYPE�Units�Remarks��ID�varchar(7)�-�Object name��FEATURE_TYPE�char(3)�BRD, DAM, WRK, MIN, OBS, POL, PNT�Visual point feature type��SEQ�smallint�-�Sequence of descriptions��DESCRIPTION�varchar(80)�-�Description���������������������������������������������������������

�

TAMPS_WEAPON_CATEGORY��

Field Name�TYPE�Units�Remarks��CATEGORY_TEXT_ID�varchar(32)�-�Category name��CATEGORY_DESCRIPTION�varchar(32)�-�Category description����������������������������������������������������������������������������������





TAMPS_ACFT_CATEGORY��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform identifier��CATEGORY_TEXT_ID�varchar(32)�-�Unique category identifier�������������������������������������������������������������������

�

TAMPS_STORES��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Aircraft��STORE_ID�smallint�-�Unique weapon identifier��STORE_DESIGNATOR�char(6)�-�Weapon name��STORE_PRIM_VARIANT�char(4)�-�Primary weapon variant��STORE_SEC_VARIANT�char(4)�-�Secondary weapon variant��MOUNT_ID�char(4)�-�Weapon mounting hardware��STORE_DESCRIPTION�varchar(32)�-�Description of weapon��STORE_PRIM_DESCRIP�varchar(32)�-�Description of primary variant��STORE_SEC_DESCRIP�varchar(32)�-�Description of secondary variant��CATEGORY_TEXT_ID�varchar(32)�-�Weapon category��STORE_QUANTITY�smallint�-�Maximum number weapons for store��SINGLE_WEIGHT�float�-�Weight of single weapon or empty fuel pod��FUEL_WEIGHT�float�-�Weight of fuel when pod is full��MAX_ROUNDS�smallint�-�Maximum number rounds for weapon��BURST_HEIGHT�int�feet�Height of weapon detonation��BITMAP_KEY�varchar(32)�-�Key to which pixmap��ROUND_WEIGHT�float�-�-��

TAMPS_ACFT_STORES��

Field Name�TYPE�Units�Remarks��STORE_ID�smallint�-�Unique store identifier��ACFT�varchar(32)�-�Platform identifier��STORE_CODE�char(7)�-�Station specific��DDI�char(6)�-�Digital Display Indicator (f18 only)��QUANTITY�smallint�-�Maximum number of weapons��DRAG�float�-�Drag for single weapon���������������������������





�

TAMPS_STORES_RES��

Field Name�TYPE�Units�Remarks��STORE_ID�smallint�-�Unique weapon identifier��ACFT�varchar(32)�-�Aircraft��SEQ_NUM�smallint�-�Sequence number for retrieval��RESTRICTION�varchar(80)�-�Restrictions��������������������������������������������������������������







TAMPS_ACFT_STATION_STORES��

Field Name�TYPE�Units�Remarks��STORE_ID�smallint�-�Unique weapon identifier��ACFT�varchar(32)�-�Platform identifier��STATION_TYPE�smallint�1=Normal Station

2=Aux Station

3=Gun

4=Bomb Bay�Station type��STATION�smallint��Station number��VALID_FLAG�smallint�1=Valid

0=Not Valid�Validity flag��MAX_STATION_QUANTITY�smallint�-�Maximum number for station��STATION_SINGLE_WPN_DRAG�float�-�Single weapon drag at station�����������������������

TAMPS_STORES_ACFT_ST_DRAG��

Field Name�TYPE�Units�Remarks��STORE_ID�smallint�-�Unique weapon identifier��ACFT�varchar(32)�-�Platform identifier��STATION_TYPE�smallint�-�Station type��STATION�smallint�-�Station identifier��STATION_QUANTITY�smallint�-�Number at station��STATION_STORE_DRAG�float�-�Total weapon drag; drag for total number of weapons at station������������������������������������������









TAMPS_STORES_DELETED��

Field Name�TYPE�Units�Remarks��UNIQ_STORE_ID�smallint�-�Unique identifier������������������������������������������������������������������������������

TAMPS_ACFT_STATION_LABELS��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform identifier��STATION�smallint�-�Station number��STATION_TYPE�smallint�-�Type of station��STATION_LABEL�varchar(10)�-�Station label�������������������������������������������������������������������







TAMPS_ARMING_DELAY��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform ID��FUZE_INDEX�smallint�-�Link to fuse type��ARM_DELAY�float�Seconds�Arming delay��������������������������������������������������������������������

TAMPS_DAFIF_AREA��

Field Name�TYPE�Units�Remarks��AREA�varchar(7)�-�DAFIF area��VERSION�varchar(80)�-�DAFIF version�����������������������������������������������������������������������������







TAMPS_FUZE_TYPES��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform ID��STORE_ID�smallint�-�MPM weapon number��FUZE_INDEX�smallint�-�Link to arm table��FUZE_NAME�varchar(10)�-�Name of fuse��FUZE_TYPE�smallint�-�Fore = 1; aft = 2���������������������������������������������������������

�

TAMPS_KNOTS_DRAG��

Field Name�TYPE�Units�Remarks��MCD�int�-�Drag table number��KNOTS�float�Knots�Speed�����������������������������������������������������������������������������







TAMPS_MACH_CD_DRAG��

Field Name�TYPE�Units�Remarks��MCD�int�-�Drag table number��MACH�float�Mach�Speed��CD�float�-�Coefficient of drag��������������������������������������������������������������

�

TAMPS_POLITICAL_ALLIANCE��

Field Name�TYPE�Units�Remarks��COUNTRY_CODE�char(2)�-�Country code��COUNTRY_NAME�varchar(80)�-�Country name��ALLIANCE�char(1)�'N' - neutral

'H' - hostile

'F' - friendly�Status of alliance�������������������������������������������������������������������





TAMPS_PROFILE_DEFAULTS��

Field Name�TYPE�Units�Remarks��MANEUVER_ID�smallint�-�Index��MANEUVER�varchar(27)�-�Descriptive name��RELEASE_ALT_AGL_FT�float�Feet AGL�Release altitude��RELEASE_SPD_TAS_KTS�float�Knots�Release true air speed��APEX_ALT_AGL_FT�float�Feet AGL�Apex altitude��OFFSET_CUT_DIST_FT�float�Feet�Offset cut distance��OFFSET_DIRECTION_1LFT_2RGT�smallint�1 - left

2 - right�Offset direction��OFFSET_ANGLE_DEG�float�Degrees�Offset angle��PULLUP_G_FORCE�float�Gs�Pull-up force��PULLUP_CLIMB_ANGLE_DEG�float�Degrees�Pull-up climb angle��PULLDOWN_G_FORCE�float�Gs�Pull-down force��DIVE_RECOVERY_G_FORCE�float�Gs�Dive recovery force��EGRESS_DIRECTION_1LFT_2RGT�smallint�1 - left

2 - right�Egress direction��EGRESS_BANK_ANGLE_DEG�float�Degrees�Egress bank angle���

TAMPS_TARPS_EVENT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier��NUMBER�smallint�-�Mission point number��ROUTE_ID�smallint�-�Route identifier��CAMERA_TYPE�smallint�1 - AAD5

2 - KA89A

3 - KS87D

4 - KS153A�Camera type��COVERAGE_TYPE�smallint�1 - target

2 - linear

3 - area�Coverage type��CAMERA_DIRECTION�smallint�1 - center

2 - left

3 -  right

4 - vertical�Camera direction��FIELD_OF_VIEW�smallint�1 - narrow

2 - wide�Field of view��PLANNING_TYPE�smallint�1 - routing

2 - coverage only�Planning type��LAT1�float�Degrees�Flight area corner latitude��LON1�float�Degrees�Flight area corner longitude��LAT2�float�Degrees�Flight area corner latitude��LON2�float�Degrees�Flight area corner longitude��LAT3�float�Degrees�Flight area corner latitude��LON3�float�Degrees�Flight area corner longitude��LAT4�float�Degrees�Flight area corner latitude��LON4�float�Degrees�Flight area corner longitude��FORWARD_OVERLAP�float�-�Image frame overlap��SIDE_OVERLAP�float�-�Image frame overlap��TARGET_IN_DIST�float�Nautical miles�Distance on inbound leg��TARGET_OUT_DIST�float�Nautical miles�Distance on outbound leg��PSR�float�-�Photo scale reciprocal��ALTITUDE�float�Feet AGL�Altitude��SPEED�float�Knots�Ground speed��AREA_LENGTH�float�Feet�Flight area��AREA_WIDTH�float�Feet�Flight area��COVERAGE_WIDTH�float�Feet�Coverage width��GROUND_GAINED_FWD�float�Feet�Coverage per frame��GROUND_GAINED_SIDE�float�Feet�Coverage per frame��TOTAL_FILM_USED�float�Feet�Total film used��REQD_FILM_LENGTH�float�Feet�Required film length��FAR_SIDE_OF_COVERAGE�float�Feet�Distance from flight path��NEAR_SIDE_OF_COVERAGE�float�-�Distance from flight path��TOTAL_EXPOSURE_COUNT�int�-�Total exposure count��EXP_PER_FLIGHT_LINE�int�-�Exposures per leg��FLIGHT_LINE_COUNT�int�-�Number of legs to fly��NUM_WAYPOINTS�int�-�Number of waypoints��PREV_LAST_ACT_POINT�int�-�Previous last action point���

TAMPS_TIME_CD_DRAG��

Field Name�TYPE�Units�Remarks��MCD�int�-�Drag table number��TIME�float�-�Time��CD01�float�-�Drag coefficient 01��CD02�float�-�Drag coefficient 02��CD03�float�-�Drag coefficient 03��CD04�float�-�Drag coefficient 04��CD05�float�-�Drag coefficient 05��CD06�float�-�Drag coefficient 06��CD07�float�-�Drag coefficient 07��CD08�float�-�Drag coefficient 08��CD09�float�-�Drag coefficient 09��CD10�float�-�Drag coefficient 10��CD11�float�-�Drag coefficient 11��CD12�float�-�Drag coefficient 12��CD13�float�-�Drag coefficient 13��CD14�float�-�Drag coefficient 14��CD15�float�-�Drag coefficient 15��CD16�float�-�Drag coefficient 16��CD17�float�-�Drag coefficient 17��CD18�float�-�Drag coefficient 18��CD19�float�-�Drag coefficient 19��CD20�float�-�Drag coefficient 20��









TAMPS_WEAPON_CHARACTERISTICS��

Field Name�TYPE�Units�Remarks��WEAPON_INDEX�smallint�-�Weapon index��NPHAS�smallint�-�Number of phases��KDRAG�float�1 - constant, 

2 - linear vs. time

3 - CD vs mach

4 - CD vs. time vs. container speed�Drag type��ISFLWT�float�-�Lineal scale factor��MCD�int�-�Drag table number��WT�float�Pounds�Weapon weight��DIA�float�Inches�Weapon diameter��CUTTA�float�Seconds�Fuse time constant��CUTTA1�float�Seconds/knots�Fuse time first order coefficent��CUTTA2�float�Seconds/knots 2�Fuse time second order coefficent���

TAMPS_WEAPON_CHARACTERISTICS (CONTINUED)��

Field Name�TYPE�Units�Remarks��KUTSW�float�1.0 - phase  is dependent on time

2.0 - phase is dependent on altitude

3.0 - phase ends on input�Cut switch��LCWTDI�float�-�Linear phase changes��DT�float�-�Time interval��CSF�float�-�Overall scale factor��CSF0�float�-�Constant scale factor��CSF1�float�Knots-1�First order scale factor��CSF2�float�Knots-2�Second order scale factor��CDRAG1�float�-�Drag at beginning phase��CDRAG2�float�-�Drag at ending phase�����������������



TAMPS_WEAPON_NAMES��

Field Name�TYPE�Units�Remarks��WEAPON_NAME�varchar(27)�-�Weapon name��WEAPON_SUBNAME1�varchar(27)�-�Primary variant��WEAPON_SUBNAME2�varchar(27)�-�Secondary variant��WEAPON_TYPE�varchar(25)�-�Weapon type��WEAPON_INDEX�smallint�-�Weapon index��ARMING_INDEX�smallint�-�Arming index��WEAPON_FUZE_INDEX�smallint�-�Weapon fuse index������������������������������������������������

TAMPS_WEAPON_RACK_EJECT_VEL��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform ID��MOUNT_ID�char(4)�-�Weapon mount��STATION�smallint�-�Station number��STORE_ID�smallint�-�MPM weapon number��EJECT_CARTRIDGE�char(12)�-�Cartridge name��EJECT_VELOCITY�float�-�Ejection velocity value��DEFAULT_CARTRIDGE�smallint�-�Default ejection velocity��������������������������������������������������������������



TAMPS_ADT_COMPOSITE��

Field Name�TYPE�Units�Remarks��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifer��SUB_ID�int�-�Route identifier��LAYER_NAME�char(32)�-�Layer name��BUCKET_NAME�char(32)�-�Bucket name��SAVE_GRAPHICS�int�-�User permission to save graphics��COLOR_RESET�int�-�User permission to reset bucket color��DELETE_ALLOWED�int�-�User permission to delete bucket��DESCRIPTION�char(32)�-�Bucket description�����������������

�

TAMPS_LDT_ARC��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��DIRECTION�smallint�MT_ARC_

DIRECTION�Direction of arc��START_LAT�float�Degrees�Start latitude of arc��START_LON�float�Degrees�Start longitude of arc��END_LAT�float�Degrees�End latitude of arc��END_LON�float�Degrees�End longitude of arc���������������������������











TAMPS_LDT_CIRCLE��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier ��SUB_ID�int�-�Route identifier��RADIUS�float�NM�Circle radius�����������������������������������������������



�

TAMPS_LDT_CONE��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��NUM_POINTS�int�-�Number of cone footprint points��ORIGIN_ELEV�float�NM�Elevation of cone origin point��ORIENT_X�float�Degrees�Cone orientation angle - x axis��ORIENT_Y�float�Degrees�Cone orientation angle - y axis��ORIENT_Z�float�Degrees�Cone orientation angle - z axis��LENGTH�float�NM�Length of cone��MAJOR_AXIS�float�-�Cone footprint major axis��MINOR_AXIS�float�-�Cone footprint minor axis�������





TAMPS_LDT_CORRIDOR��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��NUM_POINTS�int�-�Number of corridor points��CORRIDOR_WIDTH�float�NM�Half width of corridor�����������������������������������������������



�

TAMPS_LDT_ELLIPSE��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��MAJOR_AXIS�float�-�Ellipse major axis��MINOR_AXIS�float�-�Ellipse minor axis��ORIENTATION�float�Degrees�Orientation angle������������������������������������������











TAMPS_LDT_GRAPHIC��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��GRAPHIC_TYPE�smallint�-�TAMPS object type��GRAPHIC_COLOR�smallint�0-15�TAMPS color index��LINE_STYLE�smallint�-�TAMPS linestyle index��LINE_WIDTH�smallint�-�Width of line��FILL_COLOR�smallint�0-15�TAMPS color index��FILL_INDEX�smallint�-�TAMPS pixmap index��DRAW_MODE�int�-�Draw mode��LATITUDE�float�Degrees�Graphic latitude��LONGITUDE�float�Degrees�Graphic longitude��PIXMAP_NAME�char(32)�-�TAMPS pixmap name�������



�

TAMPS_LDT_LINE��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��START_LAT�float�Degrees�Starting latitude��START_LON�float�Degrees�Starting longitude��END_LAT�float�Degrees�Ending latitude��END_LON�float�Degrees�Ending longitude��DRAWING_STYLE�smallint�MT_LINE_MODE�Great Circle (1) or Rhumb Line (2)���������������������������











TAMPS_LDT_POINTS��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��POINT_SEQ�int�-�Point sequence number��GRAPHIC_TYPE�smallint�-�TAMPS object type��LATITUDE�float�Degrees�Point latitude��LONGITUDE�float�Degrees�Point longitude��������������������������������



�

TAMPS_LDT_POINT��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��SYMBOL_ID�smallint�-�Identifier of point��SYMBOL_MOD�smallint�-�-��SYMBOL_SET�char(32)�-�Symbol set for point��SIZE�smallint�-�Not used�������������������������������������











TAMPS_LDT_POLYGON��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��NUM_POINTS�smallint�-�Number of polygon points������������������������������������������



�

TAMPS_LDT_RECTANGLE��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��LOWER_LATITUDE�float�Degrees�Lower left corner latitude��LEFT_LONGITUDE�float�Degrees�Lower left corner longitude��UPPER_LATITUDE�float�Degrees�Upper right corner latitude��RIGHT_LONGITUDE�float�Degrees�Upper right corner longitude���������������������������











TAMPS_LDT_SYMBOL��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��SYMBOL_IDENTIFIER�smallint��Identifier of symbol��SYMBOL_MOD�smallint��-��SYMBOL_SET�char(32)��Symbol set for symbol��SYMBOL_NAME�char(32)��Symbol name��������������������������������



�

TAMPS_LDT_TEXT��

Field Name�TYPE�Units�Remarks��GRAPHIC_ID�int�-�Graphic identifier��USE_CODE�char(32)�-�Unique MPM name��ID�int�-�Mission identifier��SUB_ID�int�-�Route identifier��X_OFF�int�Pixels�X offset��Y_OFF�int�Pixels�Y offset��STRING�char(32)�-�Text string��FONT�smallint�-�TAMPS font index�����������������



















TAMPS_UDM_DEFAULTS��

Field Name�TYPE�Units�Remarks��USERNAME�varchar(80)�-�User name��MPMNAME�varchar(32)�-�MPM name��CMDNAME�varchar(32)�-�-��MENUNAME�varchar(32)�-�Menu name�������������������������������������









�

tamps_acft_RESTRICTIONS��

Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Aircraft��NOTE_NUM�smallint�-�Note referenced from TAMPS_STORES_RES��SEQ_NUM�smallint�-�Sequence number for retrieval��RESTRICTION�varchar(80)�-�Restriction text������������

























tamps_acft_dOCUMENTS��

Field Name�TYPE�Units�Remarks��APPLICATION_NAME�varchar(32)�-�Application name (NOT NULL)��ACFT�varchar(32)�-�Unique Aircraft Identifier  (NOT NULL)��VARIANT�varchar(12)�-�Aircraft variant (NOT NULL)��SEQUENCE_NUMBER�smallint�-�Document sequence number��DOCUMENT_DESCRIPTION�varchar(80)�-�NATOPS/TACMAN publication information��DOCUMENT_TYPE�char(1)�-�Type of document  'O'=Other, 'N'=NATOPS, 'T'=TACMAN��POLYNOMIAL�char(1)�-�Flag indicating whether NATOPS performance data is digitized or table lookup ��



�

TAMPS_GPS_KEY_BDF_LINK��

Field Name�TYPE�Units�Remarks��FILE_NAME�varchar(230)�-�Full path to bulk data file��KEY_EDITION�char(6)�-�-��KEY_EXP_DATE�char(6)�-�YYMMDD��KEY_INSTANCE�int�-�Instance number for key��KEY_REG�char(11)�-�-��KEY_SEG�int�-�-��KEY_SHORT_TITLE�char(24)�-�-��



























TAMPS_GENERIC_ACTION_POINT��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier��ROUTE_ID�smallint�-�Mission route ID��NUMBER�smallint�-�Action point number��LATITUDE �float�degrees�Action point latitude��LONGITUDE�float�degrees�Action point longitude��ELEVATION�float�-�Action point elevation��ALTITUDE�float�-�Altitude��ALTITUDE_TYPE�int�1=msl, 2=agl�Altitude type ��HEADING�float�-�TRUE heading��GROUND_SPD�float�knots�Ground speed��ELAPSED_TIME�float�minutes�Elapsed time of route��BANK_ANGLE�float�-�Angle of bank in turn��TURN_TYPE�int�-�1=short,2=linear,3=overfly��TURN_RADIUS�float�meters�Radius of the turn��TURN_SPACE�float�-�Turn space��TURN_DISTANCE�float�meters�Turn distance��TURN_SENSE�int�-�Direction of turn���

TAMPS_GENERIC_ACTION_POINT (Continued)��

Field Name�TYPE�Units�Remarks��TURN_CENTER_LAT�float�radians �Latitude in radians of center of turn��TURN_CENTER_LONG�float�radians �Longitude in radians of center of turn��TURN_CENTER_ELEV�float�-�Elevation of center of turn��TURN_CENTER_ALTITUDE�float�-�Altitude of center of turn��TURN_CENTER_ALT_TYPE�int�1=msl, 2=agl�Altitude type ��TURN_START_LAT�float�radians �Latitude of start of turn��TURN_START_LONG�float�radians �Longitude of start of turn��TURN_START_ELEV�float�-�Elevation at start of turn��TURN_START_ALTITUDE�float�-�Altitude of center of turn ��TURN_START_ALT_TYPE�int�1=msl, 2=agl�Altitude type��TURN_END_LAT�float�-�Latitude at end of turn��TURN_END_LONG�float�-�Longitude at end of turn��TURN_END_ELEV�float�-�Elevation at end of turn��TURN_END_ALTITUDE�float�-�Altitude at end of turn��TURN_END_ALT_TYPE�int�1=msl, 2=agl�Altitude type��TRANSITION_TYPE�int�-�1 = START, 2 = END��LEG_LENGTH�float�NM�Leg length��TRANSITION_DISTANCE�float�-�Length of transition��CRUISE_DISTANCE�float�NM�Length of non-trans��LEG_LINESTYLE�int�-�Linesytle of leg��LEG_WIDTH�int�-�Width of leg line��LEG_COLOR�int�-�Color of leg line��LEG_TRANSPARENT�char(1)�TRUE/FALSE�Leg transparent flag��LEG_MODEUSED�char(1)�TRUE/FALSE�Leg mode used flag��EDITABLE�char(1)�TRUE/FALSE�Point editable flag��DISPLAYABLE�char(1)�TRUE/FALSE�Display point flag��DELETABLE�char(1)�TRUE/FALSE�Point deletable flag��TERMINATOR�char(1)�-�Dynamic route flag terminator flag��CONNECT_NEXT_PT�char(1)�-�Connect to next ap flag��SHOW_LABEL�char(1)�-�Show label flag��WEATHER_TOGGLE�char(1)�On/Off�Weather toggle ��TEMP_DEVIATION�float�-�Temperature deviation��WIND_SPEED�float�-�Wind speed��WIND_DIRECTION�float�-�Wind direction��WEATHER_SOURCE�int�-�Weather source��GROSS_PLATFORM_WEIGHT�float�-�Gross weight at this point��DESCRIPTION�varchar(255)�-�Text description��FUEL_REMAINING�float�pounds�Fuel remaining��FUEL_USED�float�-�Fuel used��PITCH�float�-�Orientation��ROLL�float�-�Orientation��YAW�float�-�Orientation��SYMBOL_COLOR�smallint�-�Route symbol color��SYMBOL_NAME�varchar(64)�-�Symbol name��LABEL_MASK�int�-�Label mask��TIME_AT_LOCATION�int�-�Time at location��

�

TAMPS_GENERIC_ROUTE_HEADER��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint �-�Unique mission identifier��ROUTE_ID�smallint �-�Mission route ID��DISPLAYABLE�char(1)�-�Displayable flag��EDITABLE�char(1)�-�Editable flag��ROUTE_NAME�varchar(33) �-�Route name��DESCRIPTION�varchar(255) �-�Route description��LAUNCH_TIME�char(12)�-�Launch time��



























TAMPS_GENERIC_ROUTE_RULES��

Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Unique mission identifier ��ROUTE_ID�smallint�-�Mission route ID ��ALL_ROUTE_EDIT�char(1)�-�Dynamic route editing flag ��ROUTE_DIRECTION�int�-�Direction of planning  ��SYMBOL_DECONFLICT�char(1)�-�Symbol deconfliction flag ��SYMBOL_COLOR�smallint�-�Color of route ��SYMBOL_NAME�varchar(64)�-�Symbol name ��LEG_LINESTYLE�int�-�Leg linestyle  ��LEG_WIDTH�int�-�Leg width  ��LEG_COLOR�int�-�Leg color  ��LEG_TRANSPARENT�char(1)�-�Leg tranparancy flag  ��LEG_MODEUSED�char(1)�-�Leg mode used   ��LABEL_MASK�int�-�Label mask  �����������������

�

TAMPS_AIRPORT_TYPE_XREF�������Field Name�TYPE�Units�Remarks��AIRPORT_TYPE�char(1)�-�-��TYPE_DESC�varchar(40)�-�-����������������������������������������������������������������������������������





TAMPS_ARREST_TYPE_XREF�������Field Name�TYPE�Units�Remarks��ARREST_TYPE�char(2)�-�-��TYPE_DESC�varchar(40)�-�-���������������������������������������������������������







�

TAMPS_AS_BDRY_TYPE_XREF�������Field Name�TYPE�Units�Remarks��AS_BDRY_TYPE�char(2)�-�-��AS_BDRY_TYPE_DESC�varchar(40)�-�-����������������������������������������������������������������������������������





TAMPS_ATS_ROUTE_TYPE_XREF�������Field Name�TYPE�Units�Remarks��ATS_ROUTE_TYPE�char(1)�-�-��ATS_ROUTE_TYPE_DESC�varchar(40)�-�-���������������������������������������������������������







�

TAMPS_COLCTN_XREF�������Field Name�TYPE�Units�Remarks��COLCTN�char(1)�-�-��COLCTN_DESC�varchar(40)�-�-����������������������������������������������������������������������������������





TAMPS_COMP_TYPE_XREF�������Field Name�TYPE�Units�Remarks��COMP_TYPE�char(1)�-�-��COMP_TYPE_DESC�varchar(40)�-�-��������������������������������������������������������������



�

TAMPS_DATUMCODE_XREF�������Field Name�TYPE�Units�Remarks��DATUM�char(3)�-�-��DATUM_DESC�varchar(40)�-�-�����������������������������������������������������������������������������







TAMPS_DERIVATION_XREF�������Field Name�TYPE�Units�Remarks��DERIVATION�char(1)�-�-��DERIVATION_DESC�varchar(40)�-�-���������������������������������������������������������







�

TAMPS_FLIGHT_EVENTS_PRIORITY�������Field Name�TYPE�Units�Remarks��FLIGHT_EVENT�smallint�-�Enumerated event type��PLATFORM�varchar(20�-�Name of MPM or "TAMPS"��SYMBOL_NAME�varchar(255)�-�Symbol name can be a�����directory path and�����file name or symbolic �����name for symbol ��PRIORITY�smallint�-�Priority given to �����flight event. �����The highest priority ����� is usually drawn. �����IMPORTANT:�����Priority range is �����1 (HIGH) to 3 (LOW). ��SYMBOL_COLOR�smallint�-�Color of the symbol�����������������







TAMPS_FREQ_CLASS_XREF�������Field Name�TYPE�Units�Remarks��FREQ_CLASS�char(1)�-�-��FREQ_CLASS_DESC�varchar(40)�-�-�������������������������������������������������������������������



�

TAMPS_INTERFERENCE_LINKS�������Field Name�TYPE�Units�Remarks��ACFT�varchar(32)�-�Platform id  ��STORE_ID�smallint�-�WPN from TAMPS_STORES ��STORE_ALIAS�smallint�-�WPN for TAMPS_�INTERFERENCE_CODES ��������������������������������������������������������������







TAMPS_INTERIM_THREATS�������Field Name�TYPE�Units�Remarks��LATITUDE�char(6)�-�Latitude in degrees, minutes, seconds (DDMMSS)��LAT_HEMIS�char(1)�-�Latitude hemisphere:�N or S��LONGITUDE�char(7)�-�Longitude in degrees, minutes and seconds (DDDMMSS)��LONG_HEMIS�char(1)�-�Longitude hemisphere:�E or W��MGRS�char(15)�-�-��BE_NUMBER�char(10)�-�Be number��CATEGORY�char(5)�-�-��DATE_LAST_CHG �char(12)�-�-��DOMAIN�char(2)�-�-��OSUFFIX�char(5)�-�-��RDESIG�char(3)�-�-��COUNTRY_CODE�char(2)�-�Country code���

TAMPS_INTERIM_THREATS (CONTINUED)�������Field Name�TYPE�Units�Remarks��EQUIP_ID_NUMBER�smallint�-�Equipment ID number��EQUIP_NOMEN�varchar(45)�-�-��EQUIP_OPER_STAT�char(3)�-�-��EQUIP_QUANTITY�char(6)�-�-��EQUIP_CODE�char(7) �-�Equipment code��FAC_NAME�varchar(38)�-�-��HITLIST�char(8)�-�Denotes the source and usefulness of the record��LAST_OBSERVATION�char(6)�-�-��LOCATION_TYPE�char(2)�-�-��LAT_RADIANS�float�-�-��LONG_RADIANS�float�-�Longitude in radians ��MODE�char(1)�-�Mode��REVIEW_DATE�char(6)�-�-��FAC_COND�char(3)�-�-��FAC_OPER_STAT�char(3)�-�-��MSL_SYS_ID�char(5)�-�-��PLANNER�char(30)�-�Planner��INTERIM_THREAT_TYPE �char(15)�-�Interim threat type��UNIT_ID�char(10)�-�Unit ID��RADAR_EQUIP_CODE�char(5)�-�-��UNIQUE_ID_INT�char(80)�-�The unique IDs of the Interim Threat record��RECORD_STATUS�char(1)�-�-��CLASS_LEVEL�char(1)�-�-��EQUIP_QUANTITY_EVAL �char(2)�-�-��UNIQUE_ID_IDB�char(80)�-�The unique IDs of the corresponding IDB record (filled in when the Interim Threat was generated from the IDB)��



TAMPS_INTERIM_THREAT_TYPES�������Field Name�TYPE�Units�Remarks��TYPE �varchar(30)�-�-��EQUIP_COMMON_NAME �varchar(45)�-�-��EQUIP_CODE �varchar(5)�-�-��RADAR_EQUIP_CODE �varchar(5)�-�-��CATEGORY �char(5)�-�-����������������������

�

TAMPS_LEVEL_XREF�������Field Name�TYPE�Units�Remarks��LVL�char(1)�-�-��LEVEL_DESC�varchar(40)�-�-���������������������������������������������������������















TAMPS_LGT_SYS_XREF�������Field Name�TYPE�Units�Remarks��LGT_SYS�char(2)�-�-��LGT_SYS_DESC�varchar(40)�-�-����������������������������������������������������



�

TAMPS_MTR_USAGE_XREF�������Field Name�TYPE�Units�Remarks��MTR_USAGE�char(1)�-�-��MTR_USAGE_DESC�varchar(40)�-�-���������������������������������������������������������















TAMPS_NAV_TYPE_XREF�������Field Name�TYPE�Units�Remarks��NAV_TYPE�char(1)�-�-��NAV_TYPE_DESC�varchar(40)�-�-�����������������������������������������������



�

TAMPS_PLATFORMS�������Field Name�TYPE�Units�Remarks��PLATFORM_DESIGNATION�char(32)�-�-��PLATFORM_NAME �char(50)�-�Name (aircraft/weapon)��RCS� float�-�RCS value for platform ��TYPE�char(1)�-�A = aircraft, W = weapon �����������������������������������������������















TAMPS_PROC_XREF�������Field Name�TYPE�Units�Remarks��TERM_PROC�char(1)�-�-��PROC_DESC�varchar(40)�-�-��������������������������������













�

TAMPS_RCC_XREF�������Field Name�TYPE�Units�Remarks��RCC�char(2)�-�-��RCC_DESC�varchar(40)�-�-����������������������������������������������������������������������������������





TAMPS_REFUEL_TYPE_XREF�������Field Name�TYPE�Units�Remarks��REFUEL_TYPE�char(1)�-�-��REFUEL_TYPE_DESC�varchar(40)�-�-���������������������������������������������������������

�

TAMPS_REFUEL_USAGE_XREF�������Field Name�TYPE�Units�Remarks��REFUEL_USAGE�char(2)�-�-��REFUEL_USAGE_DESC�varchar(40)�-�-����������������������������������������������������

















TAMPS_ROUTE_COORD�������Field Name�TYPE�Units�Remarks��MISSION_ID�smallint�-�Mission identifer��NUMBER�smallint�-�Action point id��ROUTE_ID�smallint�-�Route identifier��EVENT_ID�smallint�-�Unique id for event��PLATFORM_NAME�varchar(32)�-�Name of platform����-�launch event��PLATFORM_TYPE�int�-�APT_GEN_ACT_PT_OBJ����-�or APT_NAV_POINT_OBJ��DISTANCE�float�-�Action point coord����-�distance from point��BEARING�float�-�Action point coord����-�bearing from point��BEARING_TYPE�smallint�-�Action point coord����-�0 = True, 1 = Rel, 2 = Mag��TIME_COORD_FLAG�smallint�-�Flag indicating Hack����-�event was created���

TAMPS_ROUTE_COORD (CONTINUED)�������Field Name�TYPE�Units�Remarks��ALTITUDE_COORD_FLAG�smallint�-�Action point coord����-�altitude coordinated��VELOCITY_COORD_FLAG�smallint�-�Action point coord����-�airspeed coordinated��TIME_AT_LOC�int�-�The coordinated pts time��PREVIOUS_LAT�float�-�-��PREVIOUS_LON�float�-�-��PREVIOUS_ALT�smallint�-�-��PREVIOUS_HEADING�float�-�-��PREVIOUS_VELOCITY�float�-�-��





















TAMPS_ROUTE_COORD_ROUTE�������Field Name�TYPE�Units�Remarks��EVENT_ID�smallint�-�Unique id for event��ROUTE_NUMBER�smallint�-�Unique number for����-�route in event��COORD_MISSION_NAME�varchar(32)�-�Coord mission name��COORD_MISSION_ID�smallint�-�Coord mission identifer��COORD_ROUTE_ID�smallint�-�Coord route identifier��COORD_ACTION_PT_ID�smallint�-�Coord action point identifier���������������������������

�

TAMPS_SHAPE_XREF�������Field Name�TYPE�Units�Remarks��SHAPE�char(1)�-�-��SHAPE_DESC�varchar(40)�-�-���������������������������������������������������������















TAMPS_STATUS_XREF�������Field Name�TYPE�Units�Remarks��STATUS�char(1)�-�-��STATUS_DESC�varchar(40)�-�-����������������������������������������������������������������������������������



�

TAMPS_SUAS_TYPE_XREF�������Field Name�TYPE�Units�Remarks��SUAS_TYPE�char(1)�-�-��SUAS_TYPE_DESC�varchar(40)�-�-���������������������������������������������������������















TAMPS_SUA_CODES�������Field Name�TYPE�Units�Remarks��ID�varchar(15)�-�Special use airspace identifer ��TYPE_CODE�varchar(30)�-�Special use airspace type code��USE_CODE�varchar(30)�-�Special use airspace use code�������

























�

TAMPS_SYMBOLS_XREF�������Field Name�TYPE�Units�Remarks��SYMBOLS�char(1)�-�-��SYMBOLS_DESC�varchar(40)�-�-����������������������





























TAMPS_TAC_WAYPT�������Field Name�TYPE�Units�Remarks��DESCRIPTION�varchar(80)�-�-��IDENT_TAG�char(12)�-�-��WAYPT_TYPE�int�-�-��LAT_RADIANS�float�-�Latitude in radians��LON_RADIANS�float�-�-��GPS_DTM_NUM�int�-�-��GPS_DTM_NAME�varchar(50)�-�-��ALTITUDE� float�-�Altitude��PROTECTION�smallint�-�-��SOURCE�varchar(20)�-�-��SOURCE_DATE�char(8)�-�-��WAYPT_DATE�char(8)�-�-��OWNER�varchar(8)�-�Owner name��ACFT_TYPE�varchar(20)�-�-��SYMBOL�varchar(200)�-�-��COLOR�smallint�-�Color��WAYPT_SERIAL�int�-�-��





�

TAMPS_TAC_WAYPT_FILE�������Field Name�TYPE�Units�Remarks��WAYPT_SERIAL�int�-�-��WAYPT_NUMBER�int�-�-��FILE_NAME�varchar(20)�-�-��OWNER�varchar(8)�-�Owner name��ACFT_TYPE�varchar(20)�-�-������������������������������������������















TAMPS_TAC_WAYPT_SERIAL�������Field Name�TYPE�Units�Remarks��WAYPT_SERIAL�int�-�-��HIGH_WATER�int�-�-���������������������������������������������������������













�

TAMPS_TYPE_AND_USE_CODES�������Field Name�TYPE�Units�Remarks��TYPE_CODE�varchar(30)�-�Special use airspace type code ��USE_CODE�varchar(30)�-�Special use airspace use code ���������������������������������������������������������











TAMPS_USAGE_CD_XREF�������Field Name�TYPE�Units�Remarks��USAGE_CD�char(1)�-�-��USAGE_CD_DESC�varchar(40)�-�-���������������������������������������������������������













�

TAMPS_WPT_TYPE_XREF�������Field Name�TYPE�Units�Remarks��WPT_TYPE�char(3)�-�-��WPT_TYPE_DESC�varchar(40)�-�-�������������������������������������������������������������������



4.1.11.1.1	Mission Planning Data Dictionary



A_ARM_DELAY

	float

	Definition: Aft arming delay in seconds.

	Tables: TAMPS_LOADOUT_STATIONS



A_FUZE_TYPE

	int

	Definition: Aft fuze type. !NOT USED!

	Tables: TAMPS_LOADOUT_STATIONS



AB_TYPE

	int

	Definition: Airport type: 0 = not a base 1=carrier,2=launch point,3=recovery, 4=divert field.

	Tables: TAMPS_MISSION_AIRBASE



AC_TYPE

	varchar(32)

	Definition: Type of aircraft.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



ACFT

	varchar(32)

	Definition: Unique aircraft identifier.

	Tables: TAMPS_MOUNT_RESTRICTIONS, TAMPS_STORES_RES, TAMPS_LOADOUT, TAMPS_BALL_LDOUT_LINK, TAMPS_REFUEL_PARAMS, TAMPS_ACFT_CATEGORY, TAMPS_ACFT_STATION_STORES, TAMPS_ACFT_STORES, TAMPS_INT_DRAG_CONVERT, TAMPS_INTERFERENCE_CODES, TAMPS_MOUNT_STATIONS, TAMPS_ACFT_ST_IDRAG_PARAMS, TAMPS_ACFT_STATION_LABELS, TAMPS_ACFT_DOCUMENTS, TAMPS_ACFT_RESTRICTIONS, TAMPS_INTERFERENCE_LINKS



ACFT

varchar(32)

Definition:  Aircraft

Tables:  TAMPS MOUNT, TAMPS_STORES



ACFT

	varchar(6)

	Definition: Platform identifier.

	Tables: TAMPS_STORES_ACFT_ST_DRAG



ACFT_STATION

	smallint

	Definition: Station where the mount is valid at.

	Tables: TAMPS_MOUNT_STATIONS



ACFT_TYPE

	varchar(20)

	Definition:

	Tables: TAMPS_TAC_WAYPT, TAMPS_TAC_WAYPT_FILE



ACTIVE_RUNWAY

	int

	Definition: Active runway.

	Tables: TAMPS_MISSION_AIRBASE



AGL_MSL_SWITCH

	float

	Definition: Altitude at which to switch from AGL to MSL in feet.

	Tables: TAMPS_ACFT_DEFS_LMTS



AIRPORT_TYPE

	char(1)

	Definition:

	Tables: TAMPS_AIRPORT_TYPE_XREF



ALLIANCE

	char(1)

	Definition: Status of alliance.

	Tables: TAMPS_POLITICAL_ALLIANCE



ALTITUDE

	float

	Definition: Altitude in meters MSL.

	Tables: TAMPS_NAVPOINT, TAMPS_TAC_WAYPT



ALTITUDE

	int

	Definition: Altitude.

	Tables: TAMPS_VERT, TAMPS_TARPS_EVENT



ALTITUDE_COORD_FLAG

	smallint

	Definition:  Action point coord altitude coordinated

	Tables: TAMPS_ROUTE_COORD



ALTITUDE_TYPE

	int

	Definition: Altitude type: 1=MSL, 2=AGL.

	Tables: TAMPS_NAVPOINT



AMOUNT

	int

	Definition: The amount in pounds.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



ANNOTATION_TEXT

	char (255)

	Definition: Annotation text.

	Tables: TAMPS_VERT



ANT_ANGLE

	real

	Definition: Antenna angle.

	Tables: TAMPS_RADAR_PRED



AOA

	smallint

	Definition: Angle of attack: 1-cruise, 2-dash.

	Tables: TAMPS_LOADOUT, TAMPS_INT_DRAG_CONVERT



APEX_AIRSPD

	float

	Definition: Apex airspeed in knots TAS.

	Tables: TAMPS_ATTACK_TARGET_EVENT



APEX_ALT_AGL_FT

	float

	Definition: Apex altitude.

	Tables: TAMPS_PROFILE_DEFAULTS



APEX_ALTITUDE

	float

	Definition: Apex altitude in feet AGL(1-30000).

	Tables: TAMPS_ATTACK_TARGET_EVENT



APPLICATION_NAME

varchar(32)

Definition:  Application name (not NULL).

Tables:  TAMPS_ACFT_DOCUMENTS



AREA

	varchar(7)

	Definition: DAFIF area.

	Tables: TAMPS_DAFIF_AREA



AREA_LENGTH

	float

	Definition: Flight area.

	Tables: TAMPS_TARPS_EVENT



AREA_WIDTH

	float

	Definition: Flight area.

	Tables: TAMPS_TARPS_EVENT



ARMING_DELAY

	float

	Definition: Arming delay.

	Tables: TAMPS_ARMING_DELAY



ARMING_INDEX

	smallint

	Definition: Arming index.

	Tables: TAMPS_ARMING_DELAY, TAMPS_WEAPON_NAMES



ARPT_IDENT

	varchar(7)

	Definition: Airport identifier (join field to the DAFID tables).

	Tables: TAMPS_MISSION_AIRBASE, TAMPS_MISSION_RUNWAY



ARREST_GEAR

	int

	Definition: Arresting gear: 1=net, 2=cable, 3=other.

	Tables: TAMPS_MISSION_AIRBASE



ARREST_TYPE

	char(2)

	Definition:

	Tables: TAMPS_ARREST_TYPE_XREF



AS_BDRY_TYPE

	char(2)

	Definition:

	Tables: TAMPS_AS_BDRY_TYPE_XREF



AS_BDRY_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_AS_BDRY_TYPE_XREF



ATS_ROUTE_TYPE

	char(1)

	Definition:

	Tables: TAMPS_ATS_ROUTE_TYPE_XREF



ATS_ROUTE_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_ATS_ROUTE_TYPE_XREF



ATTACK_MANEUVER

	smallint

	Definition: Type of attack maneuver being used.

	Tables: TAMPS_ATTACK_TARGET_EVENT



AUTOGAIN

	int

	Definition: Autogain toggle: On or Off.

	Tables: TAMPS_RADAR_PRED



AZIMUTH

	float

	Definition: Azimuth in degrees.

	Tables: TAMPS_RADAR_CHECKPOINT



AZIMUTH_SCAN

	real

	Definition: Azimuth scan for radar.

	Tables: TAMPS_RADAR_PRED



BANK_ANGLE

	float

	Definition: Turn (bank) angle in degrees.

	Tables: TAMPS_NAVPOINT



BANK_ANGLE_HIGH_ALT

	float

	Definition: High altitude bank angle in degrees (0-89).

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



BANK_ANGLE_LOW_ALT

	float

	Definition: Low altitude bank angle in degrees (0-89).

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



BEAM_SHAPE

	int

	Definition: Type of radar beam.

	Tables: TAMPS_RADAR_PRED



BEARING

	float

	Definition: Bearing in degrees.

	Tables: TAMPS_REFOBJ



BEARING

	float

	Definition:  Action point coord bearing from point

	Tables: TAMPS_ROUTE_COORD



BEARING_FM_TO

	int

	Definition: Bearing from or to the navigation point.

	Tables: TAMPS_REFOBJ



BEARING_FMT

	int

	Definition: Bearing format (enum).

	Tables: TAMPS_REFOBJ



BEARING_TYPE

	smallint

	Definition:  Action point coord:  0 = True, 1 = Rel, 2 = Mag

	Tables: TAMPS_ROUTE_COORD



BE_NUMBER

	char (10)

	Definition:  BE number

	Tables: TAMPS_INTERIM_THREATS



BITMAP_KEY

	varchar(32)

	Definition: Filename of bitmap image.

	Tables: TAMPS_MOUNT, TAMPS_LOADOUT_STATIONS, TAMPS_ACFT_STORES_PARAMS, TAMPS_STORES



BOMB_BAY

	smallint

	Definition: Bomb bay: 1 if acft has bomb bay.

	Tables: TAMPS_ACFT_STORES_PARAMS



BORDER

	int

	Definition: Border toggle: On or Off.

	Tables: TAMPS_RADAR_PRED



BUCKET_NAME

	char(32)

	Definition:  Bucket name.

	Tables:  TAMPS_ADT_COMPOSITE



BURN_RATE

	float

	Definition: Ground burn rate.

	Tables: TAMPS_MISSION_AIRBASE



BURST_HEIGHT

	int

	Definition: Burst height.

	Tables: TAMPS_STORES



CAMERA_DIRECTION

	smallint

	Definition: Camera direction.

	Tables: TAMPS_TARPS_EVENT



CAMERA_TYPE

	smallint

	Definition: Camera type.

	Tables: TAMPS_TARPS_EVENT



CARRIER

	int

	Definition: Boolean carrier launch or recovery.

	Tables: TAMPS_MISSION_AIRBASE



CATEG_NAME

	char(49)

	Definition: Category name.

	Tables: TAMPS_RADAR_PRED_POINTS



CATEGORY

	char (5)

	Definition:

	Tables: TAMPS_INTERIM_THREATS, TAMPS_INTERIM_THREAT_TYPES



CATEGORY_DESCRIPTION

	varchar(32)

	Definition: Category description.

	Tables: TAMPS_WEAPON_CATEGORY



CATEGORY_TEXT_ID

	varchar(32)

	Definition: Unique category identifier.

	Tables: TAMPS_WEAPON_CATEGORY, TAMPS_ACFT_CATEGORY, TAMPS_STORES



CD

	float

	Definition: Coefficient of drag.

	Tables: TAMPS_MACH_CD_DRAG



CD01

	float

	Definition: Drag coefficient 01.

	Tables: TAMPS_TIME_CD_DRAG



CD02

	float

	Definition: Drag coefficient 02.

	Tables: TAMPS_TIME_CD_DRAG



CD03

	float

	Definition: Drag coefficient 03.

	Tables: TAMPS_TIME_CD_DRAG



CD04

	float

	Definition: Drag coefficient 04.

	Tables: TAMPS_TIME_CD_DRAG



CD05

	float

	Definition: Drag coefficient 05.

	Tables: TAMPS_TIME_CD_DRAG



CD06

	float

	Definition: Drag coefficient 06.

	Tables: TAMPS_TIME_CD_DRAG



CD07

	float

	Definition: Drag coefficient 07.

	Tables: TAMPS_TIME_CD_DRAG



CD08	

	float

	Definition: Drag coefficient 08.

	Tables: TAMPS_TIME_CD_DRAG



CD09

	float

	Definition: Drag coefficient 09.

	Tables: TAMPS_TIME_CD_DRAG



CD10

	float

	Definition: Drag coefficient 10.

	Tables: TAMPS_TIME_CD_DRAG



CD11	

	float

	Definition: Drag coefficient 11.

	Tables: TAMPS_TIME_CD_DRAG



CD12	

	float

	Definition: Drag coefficient 12.

	Tables: TAMPS_TIME_CD_DRAG



CD13	

	float

	Definition: Drag coefficient 13.

	Tables: TAMPS_TIME_CD_DRAG



CD14	

	float

	Definition: Drag coefficient 14.

	Tables: TAMPS_TIME_CD_DRAG



CD15	

	float

	Definition: Drag coefficient 15.

	Tables: TAMPS_TIME_CD_DRAG



CD16	

	float

	Definition: Drag coefficient 16.

	Tables: TAMPS_TIME_CD_DRAG



CD17	

	float

	Definition: Drag coefficient 17.

	Tables: TAMPS_TIME_CD_DRAG



CD18	

	float

	Definition: Drag coefficient 18.

	Tables: TAMPS_TIME_CD_DRAG



CD19	

	float

	Definition: Drag coefficient 19.

	Tables: TAMPS_TIME_CD_DRAG



CD20	

	float

	Definition: Drag coefficient 20.

	Tables: TAMPS_TIME_CD_DRAG



CDRAG1

	float

	Definition: Drag at beginning phase.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CDRAG2

	float

	Definition: Drag at ending phase.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CHG_VEHICLE_DYN

	int

	Definition: Boolean change vehicle dynamics.

	Tables: TAMPS_FLIGHT_EVENT



CLASS_COLOR

	int

	Definition: Color of banner to be associated with classification.

	Tables: TAMPS_MISSION_PLAN



CLASS_LEVEL

	char(1)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



CLASS_PRECEDENCE

	int

	Definition: Prioritization of classification.

	Tables: TAMPS_MISSION_PLAN



CLASS_SYS_DEFAULT

	char(1)

	Definition: System default classification.

	Tables: TAMPS_MISSION_PLAN



CLASSIFICATION

	varchar (80)

	Definition: Classification including caveats.

	Tables: TAMPS_CLASSIFICATION, TAMPS_MISSION_PLAN, TAMPS_CATALOG



CLOSE_AIR_SUPPORT

	smallint

	Definition: Close air support:1=true.

	Tables: TAMPS_ACFT_DEFS_LMTS



CMDNAME

	varchar(32)

	Definition: 

	Tables: TAMPS_UDM_DEFAULTS



COLCTN

	char(1)

	Definition:

	Tables: TAMPS_COLCTN_XREF



COLCTN_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_COLCTN_XREF



COLDATA0

	char(63)

	Definition: Bucket object column data 0.

	Tables: TAMPS_REFOBJ



COLDATA1

	char(63)

	Definition: Bucket object column data 1.

	Tables: TAMPS_REFOBJ



COLDATA2

	char(63)

	Definition: Bucket object column data 2.

	Tables: TAMPS_REFOBJ



COLDATA3

	char(63)

	Definition: Bucket object column data 3.

	Tables: TAMPS_REFOBJ



COLDATA4

	char(63)

	Definition: Bucket object column data 4.

	Tables: TAMPS_REFOBJ



COLDATA5

	char(63)

	Definition: Bucket object column data 5.

	Tables: TAMPS_REFOBJ



COLNAME0

	char(19)

	Definition: Bucket object column name 0.

	Tables: TAMPS_REFOBJ



COLNAME1

	char(19)

	Definition: Bucket object column name 1.

	Tables: TAMPS_REFOBJ



COLNAME2

	char(19)

	Definition: Bucket object column name 2.

	Tables: TAMPS_REFOBJ



COLNAME3

	char(19)

	Definition: Bucket object column name 3.

	Tables: TAMPS_REFOBJ



COLNAME4

	char(19)

	Definition: Bucket object column name 4.

	Tables: TAMPS_REFOBJ



COLNAME5

	char(19)

	Definition: Bucket object column name 5.

	Tables: TAMPS_REFOBJ



COLOR

	int

	Definition: Color of the classification bar.

	Tables: TAMPS_CLASSIFICATION, TAMPS_TAC_WAYPT



COLOR

	smallint

	Definition: The color of the route.

	Tables: TAMPS_MISSION_PLAN



COLOR_RESET

	int

	Definition:  User permission to reset bucket color.

	Tables:  TAMPS_ADT_COMPOSITE



COMMENTS

	varchar(64)

	Definition: Comments.

	Tables: TAMPS_NAVFILE



COMP_TYPE

	char(1)

	Definition:

	Tables: TAMPS_COMP_TYPE_XREF



COMP_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_COMP_TYPE_XREF



CONFIDENCE

float

Definition:  Confidence percentage.

Tables:  TAMPS_TARGET



COORD_ACTION_PT_ID

	smallint

	Definition:  Coord action point identifier

	Tables: TAMPS_ROUTE_COORD_ROUTE



COORD_MISSION_ID

	smallint

	Definition:  Coord mission identifier

	Tables: TAMPS_ROUTE_COORD_ROUTE



COORD_MISSION_NAME

varchar (32)

Definition:  Coord mission name.

Tables: TAMPS_ROUTE_COORD_ROUTE



COORD_ROUTE_ID

smallint

Definition:  Coord route ID.

Tables: TAMPS_ROUTE_COORD_ROUTE



CORE_WEAPON_DESIGNATOR

	char(6)

	Definition: TAMPS stores weapon name.

	Tables: TAMPS_BALL_LDOUT_LINK



CORE_WEAPON_ID

	smallint

	Definition: Unique weapon identifier in TAMPS stores.

	Tables: TAMPS_BALL_LDOUT_LINK



CORE_WEAPON_MOUNT

	char(4)

	Definition: TAMPS stores weapon mounting hardware.

	Tables: TAMPS_BALL_LDOUT_LINK



CORE_WEAPON_PRIM_VARIANT

	char(4)

	Definition: TAMPS stores primary weapon variant.

	Tables: TAMPS_BALL_LDOUT_LINK



CORE_WEAPON_SEC_VARIANT

	char(4)

	Definition: TAMPS stores secondary weapon variant.

	Tables: TAMPS_BALL_LDOUT_LINK



CORRIDOR_WIDTH

	float

	Description:  Half width of corridor.

	Tables:  TAMPS_LDT_CORRIDOR



COUNTRY_CODE

	char(2)

	Definition: Country code.

	Tables: TAMPS_MISSION_AIRBASE, TAMPS_POLITICAL_ALLIANCE, TAMPS_INTERIM_THREATS



COUNTRY_NAME

	varchar(80)

	Definition: Country name.

	Tables: TAMPS_POLITICAL_ALLIANCE



COVERAGE_TYPE

	smallint

	Definition: Coverage type.

	Tables: TAMPS_TARPS_EVENT



COVERAGE_WIDTH

	float

	Definition: Coverage width.

	Tables: TAMPS_TARPS_EVENT



CREATE_DATE

	char(6)

	Definition: The date that the mission, operations area, strike package or target was created (YYMMDD).

	Tables: TAMPS_MISSION_PLAN, TAMPS_OP_AREA, TAMPS_STRIKE_PACKAGE



CRUISE_FUEL_FACTOR

	float

	Definition: Normal fuel factor as a percent.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



CSF

	float

	Definition: Overall scale factor.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CSF0

	float

	Definition: Constant scale factor.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CSF1

	float

	Definition: First order scale factor.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CSF2

	float

	Definition: Second order scale factor.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



CUMM_DISTANCE

	float

	Definition: Distance traveled to this point.

	Tables: TAMPS_NAVPOINT



CUMM_LOADOUT_DRAG

	float

	Definition: Delta cummulative drag of the weapon stores.

	Tables: TAMPS_NAVPOINT



CUMM_LOADOUT_WEIGHT

	float

	Definition: Delta cummulative weight of the weapon stores.

	Tables: TAMPS_NAVPOINT



CUTTA

	float

	Definition: Fuse time constant.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



CUTTA1

	float

	Definition: Fuse time first order coefficent.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



CUTTA2

	float

	Definition: Fuse time second order coefficent.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



DATASET

	varchar(80)

	Definition: Name of the data set.

	Tables: TAMPS_CATALOG



DATE_LAST_CHG

	char(12)

	Definition: The date that the mission, operations area, strike package or target was last modified (YYMMDDHHMMSS).

	Tables: TAMPS_MISSION_PLAN, TAMPS_OP_AREA, TAMPS_STRIKE_PACKAGE, TAMPS_CATALOG, TAMPS_INTERIM_THREATS



DATE_LAST_REQ

	char(12)

	Definition: The date last requested.

	Tables: TAMPS_REMOTE_UPDATES



DATUM

	char(3)

	Definition:

	Tables: TAMPS_DATUMCODE_XREF



DATUM_CODE

	varchar(3)

	Definition: DAFID datum code.

	Tables: TAMPS_DATUM_XREF



DATUM_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_DATUMCODE_XREF



DATUM_NAME

	varchar(80)

	Definition: Conversion routine datum name.

	Tables: TAMPS_DATUM_XREF



DCW_AREAS

	int

	Definition: DCW areas. Detail source.

	Tables: TAMPS_RADAR_PRED



DCW_FEATURES

	int

	Definition: DCW features. Detail source.

	Tables: TAMPS_RADAR_PRED



DCW_LINES

	int

	Definition: DCW lines. Detail source.

	Tables: TAMPS_RADAR_PRED



DDI

	char(6)

	Definition: Digital Display Indicator (f18 only).

	Tables: TAMPS_ACFT_STORES



DDI

	char(6)

	Definition: Weapon ID code

	Tables: TAMPS_MOUNT_STATIONS



DDI

	char(8)

	Definition: Digital Display Indicator.

	Tables: TAMPS_LOADOUT_STATIONS



DEFAULTNAME

	varchar (32)

	Definition: Default name.

	Tables: TAMPS_DEFAULTS



DELETE_ALLOWED

	int

	Definition:  User permission to delete bucket.

	Tables:  TAMPS_ADT_COMPOSITE



DERIVATION

	char(1)

	Definition:

	Tables: TAMPS_DERIVATION_XREF



DERIVATION_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_DERIVATION_XREF



DESCENT_RATE

	float

	Definition: The rate of descent in feet per minute.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS, TAMPS_NAVPOINT



DESCENT_TYPE

	int

	Definition: The type of descent: NULL=Feet per minute, BGO, GSD.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS, TAMPS_NAVPOINT



DESCRIPTION

	char(32)

	Definition:  Bucket description.

	Tables:  TAMPS_ADT_COMPOSITE



DESCRIPTION

	varchar(63)

	Definition: Description of the referenced object.

	Tables: TAMPS_REFOBJ



DESCRIPTION

	varchar(79)

	Definition: Description of the radar prediction.

	Tables: TAMPS_RADAR_PRED



DESCRIPTION

	varchar(80)

	Definition: Short description of each of the listed tables.

	Tables: TAMPS_RADAR_PRED_POINTS, TAMPS_ENROUTE_POINT_DESC, TAMPS_VISUAL_POINT_DESC, TAMPS_POLYGON_ATTRIBUTES, TAMPS_VISUAL_LINE, TAMPS_MISSION_PLAN, TAMPS_STRIKE_PACKAGE, TAMPS_TAC_WAYPT



DIA

	float

	Definition: Weapon diameter.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



DIRECTION

	smallint

	Description: Direction of arc.

	Tables:  TAMPS_LDT_ARC



DISPLAY_ON_OFF

	int

	Definition: Bit mask of what to turn on and off.

	Tables: TAMPS_RADAR_PRED



DISTANCE

	int

	Definition: Distance.

	Tables: TAMPS_VERT



DISTANCE

	float

	Definition:  Action point coord distance from point

	Tables: TAMPS_ROUTE_COORD



DIVE_RECOVERY_G_FORCE

	float

	Definition: Dive recovery force.

	Tables: TAMPS_PROFILE_DEFAULTS



DIVE_RECOVERY_GFORCE

	float

	Definition: Dive recovery G’s in G (2-6).

	Tables: TAMPS_ATTACK_TARGET_EVENT



DIVERT_NUMBER

	smallint

	Definition: Divert number: 1 or 2.

	Tables: TAMPS_DIVERT



DIVERT_ORDER

	int

	Definition: Divert runway or airbase order.

	Tables: TAMPS_MISSION_RUNWAY, TAMPS_MISSION_AIRBASE



DIVERT_RULES

	int

	Definition: Divert rules: 1=manual, 2=closest.

	Tables: TAMPS_MISSION_AIRBASE



DOCUMENT_DESCRIPTION

varchar(80)

Definition:  NATOPS/TACMAN publication information.

Tables:  TAMPS_ACFT_DOCUMENTS



DOCUMENT_TYPE

char(1)

Definition:  Type of document:  'O' = Other; 'N' NATOPS, 'T' = TACMAN.

Tables:  TAMPS_ACFT_DOCUMENTS



DOMAIN

	char (2)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



DRAG

	float

	Definition: Drag for a single weapon.

	Tables: TAMPS_ACFT_STORES



DRAG_COEFFICIENT

	float

	Definition: Drag coefficient of the platform.

	Tables: TAMPS_NAVPOINT



DRAG_TYPE

	smallint

	Definition: Drag type: 1=index, 2=factor, 3=config_factor.

	Tables: TAMPS_ACFT_DEFS_LMTS



DRAW_MODE

	int

	Description:  Draw mode.

	Tables:  TAMPS_LDT_GRAPHIC



DRAWING_STYLE

	smallint

	Description:  Great Circle (1) or Rhumb Line (2).

	Tables:  TAMPS_LDT_LINE



DROP_COUNT

	smallint

	Definition: Number of weapons dropped at this navigation point.

	Tables: TAMPS_ATTACK_TARGET_EVENT, TAMPS_ATTACK_WPN_ST, TAMPS_ROUTE_COORD_STATIONS, TAMPS_ROUTE_COORD_STATIONS



DT

	float

	Definition: Time interval.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



ECM_GEAR_1

	varchar(8)

	Definition: Description of ECM gear 1.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



ECM_GEAR_2

	varchar(8)

	Definition: Description of ECM gear 2.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



ECM_GEAR1_ON

	int

	Definition: Toggle for ECM gear 1 (0=Off, 1=On).

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



ECM_GEAR2_ON

	int

	Definition: Toggle for ECM gear 2 (0=Off, 1=On).

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



EDIT_HACK

	char(1)

	Definition: 

	Tables: TAMPS_ATTACK_TARGET_EVENT



EFFECTIVE_DATE

	char(6)

	Definition: Date that the data is effective (not applicable for all datasets).

	Tables: TAMPS_CATALOG



EGRESS_BANK_ANGLE

	float

	Definition: Egress bank angle in radians (0-PI/2).

	Tables: TAMPS_ATTACK_TARGET_EVENT



EGRESS_BANK_ANGLE_DEG

	float

	Definition: Egress bank angle.

	Tables: TAMPS_PROFILE_DEFAULTS



EGRESS_DIRECTION

	int

	Definition: Egress direction (right, left).

	Tables: TAMPS_ATTACK_TARGET_EVENT



EGRESS_DIRECTION_1LFT_2RGT

	smallint

	Definition: Egress direction.

	Tables: TAMPS_PROFILE_DEFAULTS



EJECT_VELOCITY

	float

	Definition: Eject velocity in feet per second.

	Tables: TAMPS_LOADOUT_STATIONS



EJECTION_VELOCITY

	float

	Definition: Ejection velocity.

	Tables: TAMPS_WEAPON_RACK_EJECT_VEL



ELAPSED_TIME

	float

	Definition: Elapsed time of route in minutes.

	Tables: TAMPS_ACTION_POINT



ELEVATION

	float

	Definition: Elevation in feet.

	Tables: TAMPS_ENROUTE_POINT, TAMPS_VISUAL_POINT, TAMPS_MISSION_AIRBASE, TAMPS_RADAR_CHECKPOINT, TAMPS_ACTION_POINT



EMPTY_WGT

	float

	Definition: Weight of empty aircraft in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



END_DATE

	char(6)

	Definition: End date (YYMMDD) or blank if no end date.

	Tables: TAMPS_VISUAL_LINE



END_LAT

	float

	Description:  End latitude.

	Tables:  TAMPS_LDT_ARC, TAMPS_LDT_LINE



END_LON

	float

	Description:  End longitude.

	Tables:  TAMPS_LDT_ARC, TAMPS_LDT_LINE



END_TIME

	char(6)

	Definition: End of effective time.

	Tables: TAMPS_VISUAL_LINE



ENGINE_SHUTDOWN

	int

	Definition: Engine shutdown toggle.

	Tables: TAMPS_LND_EVENT



EQUIP_CODE

	varchar(5)

	Definition:

	Tables: TAMPS_INTERIM_THREAT_TYPES



EQUIP_CODE

	char(7)

	Definition:  Equipment code

	Tables: TAMPS_INTERIM_THREATS



EQUIP_COMMON_NAME

	varchar(45)

	Definition:

	Tables: TAMPS_INTERIM_THREAT_TYPES



EQUIP_ID_NUMBER

	smallint

	Definition: Equipment ID number

	Tables: TAMPS_INTERIM_THREATS



EQUIP_NOMEN

	varchar(45)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



EQUIP_OPER_STAT

	char(3)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



EQUIP_QUANTITY

	char(6)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



EQUIP_QUANTITY_EVAL

	char(2)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



EVENT_ID

smallint

Definition:  Unique event ID.

Tables: TAMPS_ROUTE_COORD, TAMPS_ROUTE_COORD_ROUTE, TAMPS_ROUTE_COORD_STATIONS



EVENT_TYPE

	int

	Definition: The event type: hover, hold or ground.

	Tables: TAMPS_STATIC_EVENT, TAMPS_LND_EVENT



EXPIRATION_DATE

	char(6)

	Definition: Date (YYMMDD) that the data is no long valid (not applicable for all datasets).

	Tables: TAMPS_CATALOG



EXP_PER_FLIGHT_LINE

	int

	Definition: Exposures per leg.

	Tables: TAMPS_TARPS_EVENT



EXT_PAYLOAD_DESC

	char(32)

	Definition: External payload description.

	Tables: TAMPS_NAVPOINT



EXT_PAYLOAD_DRAG

	float

	Definition: External payload drag.

	Tables: TAMPS_NAVPOINT



EXT_PAYLOAD_WEIGHT

	float

	Definition: Additional weight of external payload.

	Tables: TAMPS_NAVPOINT



EXTERNAL_PAYLOAD_DESC

	varchar(32)

	Definition: External payload description.

	Tables: tamps_acft_msn_defaults, TAMPS_ACFT_DEFS_LMTS



EXTERNAL_PAYLOAD_DRAG

	float

	Definition: Additional drag from external payload.

	Tables: tamps_acft_msn_defaults, TAMPS_ACFT_DEFS_LMTS



EXTERNAL_PAYLOAD_WEIGHT

	float

	Definition: Additional weight from external payload.

	Tables: tamps_acft_msn_defaults, TAMPS_ACFT_DEFS_LMTS



F_ARM_DELAY

	float

	Definition: Forward arming delay in seconds.

	Tables: TAMPS_LOADOUT_STATIONS



F_FUZE_TYPE

	int

	Definition: Forward fuze type.

	Tables: TAMPS_LOADOUT_STATIONS



FAC_COND

	char(3)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



FAC_NAME

	varchar (38)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



FAC_OPER_STAT

	char(3)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



FAR_SIDE_OF_COVERAGE

	float

	Definition: Distance from flight path.

	Tables: TAMPS_TARPS_EVENT



FEATURE_DESCRIPTION

	varchar(80)

	Definition: Allow to elaborate on the feature identifier.

	Tables: TAMPS_VISUAL_POINT



FEATURE_TYPE

	char(3)

	Definition: Visual line feature type: URB, RWY, PHY, SHY, PTL, SFC, WAR, MAR, PAR.

	Tables: TAMPS_VISUAL_LINE, TAMPS_VISUAL_LINE_POINTS



FEATURE_TYPE

	char(3)

	Definition: Visual point feature type: BRD, DAM, WRK, MIN, OBS, POL, PNT.

	Tables: TAMPS_VISUAL_POINT_DESC, TAMPS_VISUAL_POINT



FIELD_OF_VIEW

	smallint

	Definition: Field of view.

	Tables: TAMPS_TARPS_EVENT



FILE_NAME

	varchar(20)

	Definition:

	Tables:  TAMPS_TAC_WAYPT_FILE



FILE_NAME

	varchar(230)

	Definition: Full path to bulk data file.

	Tables: TAMPS_GPS_KEY_BDF_LINK



FILENAME

	varchar(10)

	Definition: Navigational file filename.

	Tables: TAMPS_NAVFILE



FILL_COLOR

	smallint

	Description:  TAMPS color index.

	Tables:  TAMPS_LDT_GRAPHIC



FILL_INDEX

	smallint

	Description:  TAMPS pixmap index.

	Tables:  TAMPS_LDT_GRAPHIC



FLIGHT_EVENT

	smallint

	Definition:  Enumerated event type

	Tables: TAMPS_FLIGHT_EVENTS_PRIORITY



FLIGHT_LINE_COUNT

	int

	Definition: Number of legs to fly.

	Tables: TAMPS_TARPS_EVENT



FLIGHT_MODE

	smallint

	Definition: Numeric identifier of flight mode.

	Tables: TAMPS_NAVPOINT



FLIGHT_MODE_NAME

	varchar(32)

	Definition: Name of flight mode.

	Tables: TAMPS_NAVPOINT



FONT

	smallint

	Description:  TAMPS font index.

	Tables:  TAMPS_LDT_TEXT



FORWARD_OVERLAP

	float

	Definition: Image frame overlap.

	Tables: TAMPS_TARPS_EVENT



FREQ_CLASS

	char(1)

	Definition:

	Tables: TAMPS_FREQ_CLASS_XREF



FREQ_CLASS_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_FREQ_CLASS_XREF



FUEL_AMOUNT

	int

	Definition: Amount of fuel transferred in pounds.

	Tables: TAMPS_LND_EVENT



FUEL_CAPACITY

	float

	Definition: Fuel capacity in pounds.

	Tables: TAMPS_LOADOUT_STATIONS, TAMPS_NAVPOINT



FUEL_REMAINING

	float

	Definition: Fuel remaining in pounds.

	Tables: TAMPS_NAVPOINT



FUEL_RESERVE

	float

	Definition: Default fuel reserve in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



FUEL_TRANSFER_OP

	int

	Definition: Type of transfer operation.

	Tables: TAMPS_LND_EVENT



FUEL_USAGE

	float

	Definition: Fuel usage

	Tables: TAMPS_DIVERT



FUEL_USED

	float

	Definition: Fuel used for previous leg in pounds.

	Tables: TAMPS_NAVPOINT



FUEL_WEIGHT

	float

	Definition: Weight of fuel when pod is full, 0 if store is not pod.

	Tables: TAMPS_ACFT_MSN_DEFAULTS, TAMPS_LOADOUT_STATIONS, TAMPS_STORES



FUZE_INDEX

	smallint

	Definition: Fuse index.

	Tables: TAMPS_ARMING_DELAY, TAMPS_FUZE_TYPES



FUZE_OPTION

	smallint

	Definition: Fuse option.

	Tables: TAMPS_ATTACK_TARGET_EVENT



FUZE_TYPE

	varchar(5)

	Definition: Fuse type.

	Tables: TAMPS_FUZE_TYPES



G_FORCE

	float

	Definition: Turn gravitational force.

	Tables: TAMPS_NAVPOINT



GPS_DTM_NAME

	varchar(50)

	Definition:

	Tables: TAMPS_TAC_WAYPT



GPS_DTM_NUM

	int

	Definition:

	Tables: TAMPS_TAC_WAYPT



GPS_MODE

	int

	Definition: GPS flight mode.

	Tables: TAMPS_NAVPOINT



GRAPHIC_COLOR

	smallint

	Description:  TAMPS color index.

	Tables:  TAMPS_LDT_GRAPHIC



GRAPHIC_ID

	int

	Description:  Graphic identifier.

	Tables:  TAMPS_LDT_ARC, TAMPS_LDT_CIRCLE, TAMPS_LDT_CONE, 	TAMPS_LDT_CORRIDOR, TAMPS_LDT_ELLIPSE, TAMPS_LDT_GRAPHIC, 	TAMPS_LDT_LINE, TAMPS_LDT_POINTS, TAMPS_LDT_POINT, 	TAMPS_LDT_POLYGON, TAMPS_LDT_RECTANGLE, TAMPS_LDT_SYMBOL, 	TAMPS_LDT_TEXT



GRAPHIC_TYPE

	smallint

	Description:  TAMPS object type.

	Tables:  TAMPS_LDT_GRAPHIC, TAMPS_LDT_POINTS



GROSS_PLATFORM_WEIGHT

	float

	Definition: Gross weight of platform at point.

	Tables: TAMPS_NAVPOINT



GROUND_FUEL_USE

	float

	Definition: Ground fuel flow in pounds per hour.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



GROUND_GAINED_FWD

	float

	Definition: Coverage per frame.

	Tables: TAMPS_TARPS_EVENT



GROUND_GAINED_SIDE

	float

	Definition: Coverage per frame.

	Tables: TAMPS_TARPS_EVENT



GROUND_SPEED

	float

	Definition: Ground speed in knots.

	Tables: TAMPS_ACTION_POINT



GROUND_TIME

	float

	Definition: Launch base maximum time on ground.  Default ground time in minutes.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS, TAMPS_MISSION_AIRBASE



HACK_VALID

	char(1)

	Definition: 

	Tables: TAMPS_ATTACK_TARGET_EVENT



HE_DISPLACED_THLD

	varchar(4)

	Definition: High end displaced threshold.

	Tables: TAMPS_MISSION_RUNWAY



HE_MAGNETIC_HDG

	float

	Definition: High end magnetic heading.

	Tables: TAMPS_MISSION_RUNWAY



HE_SLOPE

	varchar(3)

	Definition: High end slope.

	Tables: TAMPS_MISSION_RUNWAY



HEADING

	float

	Definition: True_course bearing of platform.

	Tables: TAMPS_DIVERT, TAMPS_ACTION_POINT, TAMPS_RADAR_PRED_POINTS



HEADING_OFFSET

	real

	Definition: Offset heading in degrees.

	Tables: TAMPS_RADAR_PRED



HEMI_RULES_CHECK

	int

	Definition: Not used.

	Tables: TAMPS_ACFT_MSN_DEFAULTS



HIGH_END_ID

	varchar(3)

	Definition: High end identifier (19-36).

	Tables: TAMPS_MISSION_RUNWAY



HIGH_PRECISION

char(1)

Definition: High/low precision flag.

Tables:  TAMPS_TARGET



HIGH_WATER

	int

	Definition:

	Tables:  TAMPS_TAC_WAYPT_SERIAL



HITLIST

	char(8)

	Definition: Denotes the source and usefulness of the record

	Tables: TAMPS_INTERIM_THREATS



HORIZ_ACCURACY

int

Definition:  Horizontal accuracy.

Tables:  TAMPS_TARGET



ICAO

	varchar(32)

	Definition: ICAO code for launch/recovery points.

	Tables: TAMPS_NAVPOINT



ICAO_CODE

	varchar(32)

	Definition: FAA or ICAO code.

	Tables: TAMPS_MISSION_AIRBASE



ICLIMB_ALTITUDE

	float

	Definition: Initial climbout altitude in feet.

	Tables: TAMPS_ACFT_DEFS_LMTS



ICLIMB_DISTANCE

	float

	Definition: Initial climbout distance in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS



ICLIMB_FUEL_USE

	float

	Definition: Initial climbout fuel use in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



ICLIMB_TIME

	float

	Definition: Initial climbout time in minutes.

	Tables: TAMPS_ACFT_DEFS_LMTS



ICLIMB_VELOCITY

	float

	Definition: Initial climbout velocity in knots.

	Tables: TAMPS_ACFT_DEFS_LMTS



ICLIMB_WATER_USE

	float

	Definition: Initial climbout water use in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



ID

	varchar(7)

	Definition: Object identifier.

	Tables: TAMPS_ENROUTE_POINT, TAMPS_VISUAL_POINT, TAMPS_ENROUTE_POINT_DESC, TAMPS_VISUAL_POINT_DESC



ID

	varchar(10)

	Definition: Object identifier.

	Tables: TAMPS_RADAR_CHECKPOINT



ID

	varchar(15)

	Definition: Object identifier.

	Tables: TAMPS_POLYGON_ATTRIBUTES, TAMPS_POLYGON_POINTS, TAMPS_VISUAL_LINE, TAMPS_VISUAL_LINE_POINTS



ID

	varchar(15)

	Definition:  Special use airspace identifier

	Tables: TAMPS_SUA_CODES



ID

	int

	Definition:  Mission identifier.

	Tables:  TAMPS_ADT_COMPOSITE, TAMPS_LDT_ARC, TAMPS_LDT_CIRCLE, TAMPS_LDT_CONE, TAMPS_LDT_CORRIDOR, TAMPS_LDT_ELLIPSE, TAMPS_LDT_GRAPHIC, TAMPS_LDT_LINE, TAMPS_LDT_POINTS, TAMPS_LDT_POINT, TAMPS_LDT_POLYGON, TAMPS_LDT_RECTANGLE, TAMPS_LDT_SYMBOL, TAMPS_LDT_TEXT



IDENT_TAG

	char(12)

	Definition:

	Tables: TAMPS_TAC_WAYPT



IDSTR

	char(19)

	Definition: DAFID identifier.

	Tables: TAMPS_REFOBJ



IFR_RADIUS

	int

	Definition: IFR flight path half width in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



IFR_SAFE_ALT

	int

	Definition: IFR safe altitude (Feet AGL).

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



INITIAL_PAYLOAD

	real

	Definition: Initial payload weight in pounds.

	Tables: TAMPS_LND_EVENT



INT_DRAG_FLAG

	smallint

	Definition: Internal drag flag.

	Tables: TAMPS_ACFT_ST_IDRAG_PARAMS



INT_PAYLOAD_DESC

	char(32)

	Definition: Description of internal payload.

	Tables: TAMPS_NAVPOINT



INT_PAYLOAD_WEIGHT

	float

	Definition: Additional weight of internal payload.

	Tables: TAMPS_NAVPOINT



INTERFERENCE_CODE

	float

	Definition: Interference code between stations.

	Tables: TAMPS_INTERFERENCE_CODES



INTERFERENCE_CODE

	smallint

	Definition: Interference code.

	Tables: TAMPS_INT_DRAG_CONVERT



INTERFERENCE_DRAG

	float

	Definition: Interference drag for weapons and mounts.

	Tables: TAMPS_LOADOUT_STATIONS



INTERFERENCE_DRAG

	float

	Definition: Interference drag index.

	Tables: TAMPS_INT_DRAG_CONVERT



INTERIM_THREAT_TYPE

	char(15)

	Definition:  Interim threat type

	Tables: TAMPS_INTERIM_THREATS



ISFLWT

	float

	Definition: Lineal scale factor.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



KDRAG

	float

	Definition: Drag type.

	Tables: TAMPS_WEAPON_CHARACTERISTICS, TAMPS_WEAPON_NAMES, 	TAMPS_WEAPON_RACK_EJECT_VEL



KEY_EDITION

	char(6)

	Definition: 

	Tables: TAMPS_GPS_KEY_BDF_LINK



KEY_EXP_DATE

	char(6)

	Definition: YYMMDD.

	Tables: TAMPS_GPS_KEY_BDF_LINK



KEY_INSTANCE

	int

	Definition: Instance number for key.

	Tables: TAMPS_GPS_KEY_BDF_LINK



KEY_REG

	char(11)

	Definition: 

	Tables: TAMPS_GPS_KEY_BDF_LINK



KEY_SEG

	float

	Definition: 

	Tables: TAMPS_GPS_KEY_BDF_LINK



KEY_SHORT_TITLE

	char(24)

	Definition: 

	Tables: TAMPS_GPS_KEY_BDF_LINK



KNOTS

	float

	Definition: Speed.

	Tables: TAMPS_KNOTS_DRAG



KUTSW

	float

	Definition: Cut switch.

	Tables: TAMPS_WEAPON_CHARACTERISTICS 



LAST_MOD_DATE

	datetime

	Definition: Last modification date.

	Tables: TAMPS_NAVFILE



LAST_OBSERVATION

	char(6)

	Definition:  Last observation

	Tables: TAMPS_INTERIM_THREATS



LAT1

	float

	Definition: Flight area corner latitude.

	Tables: TAMPS_TARPS_EVENT



LAT2

	float

	Definition: Flight area corner latitude.

	Tables: TAMPS_TARPS_EVENT



LAT3

	float

	Definition: Flight area corner latitude.

	Tables: TAMPS_TARPS_EVENT



LAT4

	float

	Definition: Flight area corner latitude.

	Tables: TAMPS_TARPS_EVENT



LAT_HEMIS

	char (1)

	Definition: Latitude hemisphere: N or S.

	Tables: TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS



LAT_RADIANS

	float

	Definition: Latitude in radians if not an airbase.

	Tables: TAMPS_AIMPOINTS, TAMPS_ACTION_POINT, TAMPS_TARGET, TAMPS_MISSION_AIRBASE, TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS, TAMPS_TAC_WAYPT



LATITUDE

	char (6)

	Definition: Latitude in degrees, minutes and seconds (DDMMSS).

	Tables: TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS



LATITUDE

	float

	Definition: Latitude.

	Tables: TAMPS_RADAR_PRED_POINTS



LATITUDE

	float

	Description:  Graphic latitude.

	Tables:  TAMPS_LDT_GRAPHIC



LATITUDE

	float

	Description:  Point latitude.

	Tables:  TAMPS_LDT_POINTS



LAUNCH_ATTACHED

	char

	Definition: Launch point attached flag.

	Tables: TAMPS_ROUTE



LAUNCH_ID

	smallint

	Definition: Launch point identifier.

	Tables: TAMPS_ROUTE, TAMPS_LAUNCH, TAMPS_MSN_LOADOUT_LINK



LAUNCH_TIME

	char(12)

	Definition: Launch time.

	Tables: TAMPS_LAUNCH



LAYER

	varchar(80)

	Definition: Layer.

	Tables: TAMPS_MENU



LAYER_NAME

	char(32)

	Definition:  Layer name.

	Tables:  TAMPS_ADT_COMPOSITE



LCWTDI

	float

	Definition: Linear phase changes.

	Tables:  TAMPS_WEAPON_CHARACTERISTICS 



LE_DISPLACED_THLD

	varchar(4)

	Definition: Low end displaced threshold.

	Tables: TAMPS_MISSION_RUNWAY



LE_MAGNETIC_HDG

	float

	Definition: Low end magnetic heading.

	Tables: TAMPS_MISSION_RUNWAY



LE_SLOPE

	varchar(3)

	Definition: Low end slope.

	Tables: TAMPS_MISSION_RUNWAY



LEFT_LONGITUDE

	float

	Description:  Lower left corner.

	Tables:  TAMPS_LDT_RECTANGLE



LENGTH

	float

	Definition: Length of runway or target in feet (0-100,000).

	Tables: TAMPS_MISSION_RUNWAY



LENGTH

	float

	Description:  Length of cone.

	Tables:  TAMPS_LDT_CONE



LEVEL_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_LEVEL_XREF



LGT_SYS

	char(2)

	Definition:

	Tables: TAMPS_LGT_SYS_XREF



LGT_SYS_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_LGT_SYS_XREF



LINE_STYLE

	smallint

	Description:  TAMPS linestyle index.

	Tables:  TAMPS_LDT_GRAPHIC



LINE_WIDTH

	smallint

	Description:  Width of line.

	Tables:  TAMPS_LDT_GRAPHIC



LL_LAT_RADIANS

	float

	Definition: Lower left boundary latitude in radians.

	Tables: TAMPS_OP_AREA



LL_LONG_RADIANS

	float

	Definition: Lower left boundary longitude in radians.

	Tables: TAMPS_OP_AREA



LOAD_DATE

	char(6)

	Definition: Date that the data was loaded.

	Tables: TAMPS_CATALOG



LOADOUT_ID

	smallint

	Definition: Generated unique loadout identifier.

	Tables: TAMPS_LOADOUT, TAMPS_LOADOUT_STATIONS, TAMPS_MSN_LOADOUT_LINK



LOADOUT_TEXT_ID

	varchar(32)

	Definition: Unique loadout identifier.

	Tables: TAMPS_LOADOUT



LOCATION_ELEV

	float

	Definition: Elevation.

	Tables: TAMPS_REFOBJ



LOCATION_LAT

	float

	Definition: Latitude.

	Tables: TAMPS_REFOBJ



LOCATION_LON

	float

	Definition: Longitude.

	Tables: TAMPS_REFOBJ



LOCATION_TYPE

	char(2)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



LON1

	float

	Definition: Flight area corner longitude.

	Tables: TAMPS_TARPS_EVENT



LON2

	float

	Definition: Flight area corner longitude.

	Tables: TAMPS_TARPS_EVENT



LON3

	float

	Definition: Flight area corner longitude.

	Tables: TAMPS_TARPS_EVENT



LON4

	float

	Definition: Flight area corner longitude.

	Tables: TAMPS_TARPS_EVENT



LONG_HEMIS

	char (1)

	Definition: Longitude hemisphere: E or W.

	Tables: TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS



LONG_RADIANS

	float

	Definition: Longitude in radians.

	Tables: TAMPS_ACTION_POINT, TAMPS_MISSION_AIRBASE, TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS



LONG_RADIANS

	double

	Definition: Longitude in radians.

	Tables: TAMPS_TARGET



LONGITUDE

	char (7)

	Definition: Longitude in degrees, minutes and seconds (DDDMMSS).

	Tables: TAMPS_ENROUTE_POINT, TAMPS_POLYGON_POINTS, TAMPS_RADAR_CHECKPOINT, TAMPS_VISUAL_LINE_POINTS, TAMPS_VISUAL_POINT, TAMPS_INTERIM_THREATS



LONGITUDE

	float

	Definition: Longitude.

	Tables: TAMPS_RADAR_PRED_POINTS



LONGITUDE

	float

	Description:  Graphic longitude.

	Tables:  TAMPS_LDT_GRAPHIC



LONGITUDE

	float

	Description:  Point longitude.

	Tables:  TAMPS_LDT_POINTS



LON_RADIANS

	float

	Definition:

	Tables: TAMPS_TAC_WAYPT



LOW_END_ID

	varchar(3)

	Definition: Low end identifier.

	Tables: TAMPS_MISSION_RUNWAY



LOW_LEVEL_FLIGHT_ALT

	float

	Definition: Low level flight altitude in feet AGL.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



LOW_LEVEL_FUEL_FACTOR

	float

	Definition: Low level fuel factor in percent.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



LOWER_ALTITUDE_LIMIT

	float

	Definition: Lower altitude limit in feet.

	Tables: TAMPS_VISUAL_LINE



LOWER_ALTITUDE_TYPE

	char(1)

	Definition: Lower altitude type: A - above ground level (AGL), M-mean sea level (MSL).

	Tables: TAMPS_VISUAL_LINE



LOWER_LATITUDE

	float

	Description:  Lower left corner latitude.

	Tables:  TAMPS_LDT_RECTANGLE



LVL

	char(1)

	Definition:

	Tables: TAMPS_LEVEL_XREF



MACH

	float

	Definition: Speed in mach.

	Tables: TAMPS_INT_DRAG_CONVERT, TAMPS_MACH_CD_DRAG



MAG_HEADING

	real

	Definition: Magnetic heading.

	Tables: TAMPS_RADAR_PRED



MAG_VAR

	float

	Definition: Magnetic variation of platform bearing.

	Tables: TAMPS_NAVPOINT



MAJOR_AXIS

	float

	Description:  Cone footprint major axis.

	Tables:  TAMPS_LDT_CONE



MAJOR_AXIS

	float

	Description:  Ellipse major axis.

	Tables:  TAMPS_LDT_ELLIPSE



MANEUVER

	varchar(27)

	Definition: Descriptive name.

	Tables: TAMPS_PROFILE_DEFAULTS



MANEUVER_ID

	smallint

	Definition: Index.

	Tables: TAMPS_PROFILE_DEFAULTS



MAX_ALTITUDE

	float

	Definition: Maximum altitude in feet.

	Tables: TAMPS_POLYGON_ATTRIBUTES



MAX_CARRIER_LANDING_WGT

	float

	Definition: Maximum carrier landing weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_CARRIER_TAKEOFF_WGT

	float

	Definition: Maximum carrier takeoff weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_CAS

	float

	Definition: Maximum calibrated air speed in knots.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_CRUISE_BANK_ANGLE

	float

	Definition: High level maximum bank angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_CRUISE_FUEL_FACTOR

	float

	Definition: Maximum cruise fuel factor.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_DESCENT_RATE

	float

	Definition: Maximum descent rate limit in feet per minute.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_ENGINE_START_WGT

	float

	Definition: Maximum engine start weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_EXTERNAL_PAYLOAD

	float

	Definition: Maximum external payload weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_FIELD_LANDING_WGT

	float

	Definition: Maximum field landing weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_FIELD_TAKEOFF_WGT

	float

	Definition: Maximum field takeoff weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_FLAP_ANGLE

	float

	Definition: Maximum flap angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_FLIGHT_ALTITUDE

	float

	Definition: Maximum altitude aircraft can fly in feet.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_FUEL_WEIGHT

	float

	Definition: Maximum fuel capacity in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_IN_FLIGHT_WGT

	float

	Definition: Maximum in flight weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_LANDING_WT

	float

	Definition: Maximum landing weight.

	Tables: TAMPS_MISSION_AIRBASE



MAX_LL_BANK_ANGLE

	float

	Definition: Maximum low level bank angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_LL_FUEL_FACTOR

	float

	Definition: Maximum low level fuel factor.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_MACH

	float

	Definition: Maximum true mach in mach.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_NAV_INTERVAL

	float

	Definition: Maximum navigational point interval in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



MAX_NAV_INTERVAL_HIGH

	float

	Definition: Maximum navigational interval high bound in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_NAV_INTERVAL_LOW

	float

	Definition: Maximum navigational interval low bound in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_OAPS_PER_NAVPT

	int

	Definition: Maximum OAPS per navigation point.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_OAPS_PER_TGT

	int

	Definition: Maximum OAPS per target.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_PAYLOAD_WGT

	float

	Definition: Maximum payload weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_RANGE

	real

	Definition: Maximum range of radar.

	Tables: TAMPS_RADAR_PRED



MAX_ROUNDS

	smallint

	Definition: Maximum number rounds for the weapon.

	Tables: TAMPS_STORES



MAX_STATION_QUANTITY

	smallint

	Definition: Maximum number for station.

	Tables: TAMPS_ACFT_STATION_STORES



MAX_STICK_LEN

	float

	Definition: Maximum stick length.

	Tables: TAMPS_ATTACK_TARGET_EVENT



MAX_TAKEOFF_WT

	float

	Definition: Maximum takeoff weight.

	Tables: TAMPS_MISSION_AIRBASE



MAX_TAS

	float

	Definition: Maximum true air speed in knots.

	Tables: TAMPS_ACFT_DEFS_LMTS



MAX_WING_SWEEP

	float

	Definition: Maximum wing sweep in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MCD

	int

	Definition: Drag table number.

	Tables: TAMPS_KNOTS_DRAG, TAMPS_MACH_CD_DRAG, TAMPS_TIME_CD_DRAG, TAMPS_WEAPON_CHARACTERISTICS



MENU

	varchar(250)

	Definition: Menu.

	Tables: TAMPS_MENU



MENUNAME

	varchar(32)

	Definition: Menu name.

	Tables: TAMPS_UDM_DEFAULTS



MGRS

	char (15)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



MIN_ALTITUDE

	float

	Definition: Minimum altitude in feet.

	Tables: TAMPS_POLYGON_ATTRIBUTES



MIN_CAS

	float

	Definition: Minimum calibrated air speed in knots.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_CRUISE_BANK_ANGLE

	float

	Definition: High level minimum bank angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_CRUISE_FUEL_FACTOR

	float

	Definition: Minimum cruise fuel factor.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_FLAP_ANGLE

	float

	Definition: Minimum flap angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_LL_BANK_ANGLE

	float

	Definition: Minimum low level bank angle in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_LL_FUEL_FACTOR

	float

	Definition: Minimum low level fuel factor.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_MACH

	float

	Definition: Minimum true mach in mach.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_NAV_INTERVAL

	float

	Definition: Minimum navigational point interval in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



MIN_NAV_INTERVAL_HIGH

	float

	Definition: Minimum high bound navigation interval in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_NAV_INTERVAL_LOW

	float

	Definition: Minimum low bound navigation interval in nautical miles.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_RANGE

	real

	Definition: Minimum range of radar.

	Tables: TAMPS_RADAR_PRED



MIN_TAS

	float

	Definition: Minimum true air speed in knots.

	Tables: TAMPS_ACFT_DEFS_LMTS



MIN_WING_SWEEP

	float

	Definition: Minimum wing sweep in degrees.

	Tables: TAMPS_ACFT_DEFS_LMTS



MINOR_AXIS

	float

	Description:  Cone footprint minor axis.

	Tables:  TAMPS_LDT_CONE



MINOR_AXIS

	float

	Description:  Ellipse minor axis.

	Tables:  TAMPS_LDT_ELLIPSE



MISC_DRAG

	float

	Definition: Miscellaneous drag. !NOT CURRENTLY USED!

	Tables: TAMPS_ACFT_DEFS_LMTS



MISC_WEIGHT

	float

	Definition: Additional miscellaneous weight in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



MISSION_ID

	smallint

	Definition: Unique mission identifer.

	Tables: TAMPS_ACFT_MSN_DEFAULTS, TAMPS_ATTACK_TARGET_EVENT, TAMPS_FLIGHT_EVENT, TAMPS_REFUEL_EVENT, TAMPS_LAUNCH, TAMPS_REFUEL_EVENT_TANKER, TAMPS_REFUEL_EVENT_TRANSFER, TAMPS_STATIC_EVENT, TAMPS_ATTACK_WPN_ST, TAMPS_LND_EVENT, TAMPS_ACTION_POINT, TAMPS_DIVERT, TAMPS_MSN_TGT_LINK, TAMPS_NAVPOINT, TAMPS_RADAR_PRED, TAMPS_RADAR_PRED_POINTS, TAMPS_REFOBJ, TAMPS_VERT, TAMPS_MISSION_AIRBASE, TAMPS_MISSION_PLAN, TAMPS_MISSION_RUNWAY, TAMPS_ROUTE, TAMPS_MSNS_DELETED, TAMPS_TARPS_EVENT, TAMPS_ROUTE_COORD



MISSION_NAME

	varchar(32)

	Definition: Mission name.

	Tables: TAMPS_MISSION_PLAN



MODE

	int

	Definition: Radar mode.

	Tables: TAMPS_RADAR_PRED, TAMPS_INTERIM_THREATS



MODE

	char(1)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



MODIFY_EXT_STORES

	int

	Definition: Modify external stores toggle. FARP modify stores on landing.

	Tables: TAMPS_LND_EVENT



MOUNT_DESCRIPTION

	varchar(32)

	Definition: Description of mount.

	Tables: TAMPS_MOUNT



MOUNT_ID

	char(4)

	Definition: Unique mount identifier.

	Tables: TAMPS_MOUNT, TAMPS_MOUNT_RESTRICTIONS, TAMPS_MOUNT_STATIONS, TAMPS_STORES



MOUNT_STATION

	smallint

	Definition: Mount station valid weapon.  !NOT USED AT THIS TIME!

	Tables: TAMPS_MOUNT_STATIONS



MOUNT_WEIGHT

	float

	Definition: Weight of mounts.

	Tables: TAMPS_LOADOUT_STATIONS



MPM_NAME

	varchar (32)

	Definition: MPM identifier.

	Tables: TAMPS_DEFAULTS



MPM_WPN_IDX

	smallint

	Definition: The unique weapon identifier that the MPM uses within its data tables.

	Tables: TAMPS_BALL_LDOUT_LINK



MPMNAME

	varchar (32)

	Definition: MPM name.

	Tables: TAMPS_UDM_DEFAULTS



MSL_SYS_ID

	char(5)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



MSN_ID

	smallint

	Definition: Mission identifier.

	Tables: TAMPS_MSN_LOADOUT_LINK



MTR_USAGE

	char(1)

	Definition:

	Tables: TAMPS_MTR_USAGE_XREF



MTR_USAGE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_MTR_USAGE_XREF



NAME

	varchar(32)

	Definition: Name of airbase or flight event.

	Tables: TAMPS_MISSION_AIRBASE, TAMPS_FLIGHT_EVENT



NAV_TYPE

	int

	Definition: Type of navigation point.

	Tables: TAMPS_NAVPOINT



NAV_TYPE

	char(1)

	Definition:

	Tables: TAMPS_NAV_TYPE_XREF



NAV_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_NAV_TYPE_XREF



NAVAID_CTRY

varchar(2)

Definition:  NAVAID country code.

Tables:  TAMPS_REFOBJ



NAVAID_IDENT

varchar(4)

Definition:  NAVAID identifier.

Tables:  TAMPS_REFOBJ



NAVAID_NAV_KEY_CD

varchar(2)

Definition:  NAVAID key code.

Tables:  TAMPS_REFOBJ



NAVAID_TYPE

varchar(1)

Definition:  NAVAID type.

Tables:  TAMPS_REFOBJ



NEAR_SIDE_OF_COVERAGE

float

Definition: Distance from flight path.

Tables: TAMPS_TARPS_EVENT



NOTE_NUM

	char(6)

	Definition: Note referenced from TAMPS_STORES_RES

	Tables: TAMPS_ACFT_RESTRICTIONS



NPHAS

	smallint

	Definition: Number of phases.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



NUM_AUX_STORES

	smallint

	Definition: Number of auxillary store stations on aircraft.

	Tables: TAMPS_ACFT_STORES_PARAMS



NUM_GUNS

	smallint

	Definition: Number of guns on the aircraft.

	Tables: TAMPS_ACFT_STORES_PARAMS



NUM_MOUNT_STATIONS

	smallint

	Definition: Number of stations on mount.

	Tables: TAMPS_MOUNT_STATIONS



NUM_POINTS

	int

	Description:  Number of cone footprint points.

	Tables:  TAMPS_LDT_CONE



NUM_POINTS

	int

	Description:  Number of points.

	Tables:  TAMPS_LDT_CORRIDOR, TAMPS_LDT_POLYGON



NUM_POSITIONS

	smallint

	Definition: Number of store positions including guns/auxiliary.

	Tables: TAMPS_LOADOUT



NUM_STATIONS

	smallint

	Definition: Number of stations on aircraft.

	Tables: TAMPS_ACFT_STORES_PARAMS



NUM_WAYPOINTS

	int

	Definition: Number of waypoints.

	Tables: TAMPS_TARPS_EVENT



NUMBER

	smallint

	Definition: Action or mission point number.

	Tables: TAMPS_LAUNCH, TAMPS_ATTACK_TARGET_EVENT, TAMPS_FLIGHT_EVENT, TAMPS_REFUEL_EVENT, TAMPS_REFUEL_EVENT_TANKER, TAMPS_REFUEL_EVENT_TRANSFER, TAMPS_STATIC_EVENT, TAMPS_ATTACK_WPN_ST, TAMPS_LND_EVENT, TAMPS_ACTION_POINT, TAMPS_DIVERT, TAMPS_MISSION_AIRBASE, TAMPS_MISSION_RUNWAY, TAMPS_NAVPOINT, TAMPS_REFOBJ, TAMPS_TARPS_EVENT, TAMPS_ROUTE_COORD, TAMPS_INTERIM_THREATS



NUMBER_ROUNDS

	smallint

	Definition: Number rounds per weapon.

	Tables: TAMPS_LOADOUT_STATIONS



NUMBER_STATIONS

	int

	Definition: Number of aircraft stations available.

	Tables: TAMPS_ACFT_DEFS_LMTS



OBJ_NAME

	char(49)

	Definition: Object name.

	Tables: TAMPS_RADAR_PRED_POINTS



OBSER_PT_ALT_OFF

	real

	Definition: Altitude offset of observation point.

	Tables: TAMPS_RADAR_PRED



OBSER_PT_ELEV

	float

	Definition: Observation point elevation.

	Tables: TAMPS_RADAR_PRED



OBSER_PT_ID

	int

	Definition: Observation point identifier.

	Tables: TAMPS_RADAR_PRED



OBSER_PT_LAT

	float

	Definition: Observation point latitude.

	Tables: TAMPS_RADAR_PRED



OBSER_PT_LON

	float

	Definition: Observation point longitude.

	Tables: TAMPS_RADAR_PRED



OFFSET_ANGLE

	float

	Definition: Offset angle in radians (0-PI/2).

	Tables: TAMPS_ATTACK_TARGET_EVENT



OFFSET_ANGLE_DEG

	float

	Offset angle.

	Tables: TAMPS_PROFILE_DEFAULTS



OFFSET_CUT_DIST

	float

	Definition: Offset cut to target distance in feet.

	Tables: TAMPS_ATTACK_TARGET_EVENT



OFFSET_CUT_DIST_FT

	float

	Definition: Offset cut distance.

	Tables: TAMPS_PROFILE_DEFAULTS



OFFSET_DIRECTION

	char

	Definition: Offset direction (left, right).

	Tables: TAMPS_ATTACK_TARGET_EVENT



OFFSET_DIRECTION_1LFT_2RGT

	smallint

	Definition: Offset direction.

	Tables: TAMPS_PROFILE_DEFAULTS



OFP

	varchar(20)

	Definition: Operational Flight Program version.

	Tables: TAMPS_ACFT_MSN_DEFAULTS



OP_AREA

	varchar (32)

	Definition: Name of operation area.

	Tables: TAMPS_OP_AREA, TAMPS_MISSION_PLAN



OPEN_TIME

	char(12)

	Definition: Time mission is opened.

	Tables: TAMPS_MISSION_PLAN



ORIENT_X

	float

	Description:  Cone orientation angle - x axis.

	Tables:  TAMPS_LDT_CONE



ORIENT_Y

	float

	Description:  Cone orientation angle - y axis.

	Tables:  TAMPS_LDT_CONE



ORIENT_Z

	float

	Description:  Cone orientation angle - z axis.

	Tables:  TAMPS_LDT_CONE



ORIENTATION

	float

	Description:  Orientation angle.

	Tables:  TAMPS_LDT_ELLIPSE



ORIGIN_ELEV

	float

	Description:  Elevation of cone origin point.

	Tables:  TAMPS_LDT_CONE



OSUFFIX

	char (5)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



OVERLAYS

	int

	Definition: Overlay toggle: On or Off.

	Tables: TAMPS_RADAR_PRED



OWNER

	varchar(8)

	Definition: Owner name.

	Tables: TAMPS_NAVFILE, TAMPS_TAC_WAYPT_FILE, TAMPS_TAC_WAYPT



OWNER

	varchar(32)

	Definition: Default, if default loadout or operations area owner.

	Tables: TAMPS_LOADOUT, TAMPS_OP_AREA



PATH

	varchar (255)

	Definition: Path to data file.

	Tables: TAMPS_OP_AREA



PAYLOAD_DESC

	varchar(80)

	Definition: Description of the payload.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



PAYLOAD_OUT

	real

	Definition: Payload out weight in pounds.

	Tables: TAMPS_LND_EVENT



PAYLOAD_WEIGHT

	float

	Definition: Weight of the aircraft payload.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



PERMISSIONS

	int

	Definition: Access permissions: 1=read only, 2=read/write.

	Tables: TAMPS_MISSION_PLAN, TAMPS_STRIKE_PACKAGE



PITCH

	float

	Definition: Platform pitch.

	Tables: TAMPS_ACTION_POINT



PIXMAP_NAME

	char(32)

	Description:  TAMPS pixmap name.

	Tables:  TAMPS_LDT_GRAPHIC



PLANNER

	char(30)

	Definition:  Planner

	Tables: TAMPS_INTERIM_THREATS



PLANNER

	varchar(32)

	Definition: Mission or strike package creator.

	Tables: TAMPS_ACFT_MSN_DEFAULTS, TAMPS_MISSION_PLAN, TAMPS_STRIKE_PACKAGE



PLANNING_TYPE

	smallint

	Definition: Planning type.

	Tables: TAMPS_TARPS_EVENT



PLATFORM

	varchar(20)

	Definition:  Name of MPM or “TAMPS”

	Tables: TAMPS_FLIGHT_EVENTS_PRIORITY



PLATFORM_DESIGNATION

	char(32)

	Definition:

	Tables: TAMPS_PLATFORMS



PLATFORM_NAME

	varchar(32)

	Definition:  Name of platform launch event

	Tables: TAMPS_ROUTE_COORD



PLATFORM_NAME

varchar (20)

Definition:  Name of platform in event.

Tables:  TAMPS_ROUTE_COORD



PLATFORM_NAME

	char(50)

	Definition:  Name (aircraft/weapon)

	Tables: TAMPS_PLATFORMS



PLATFORM_TYPE

	int

	Definition: Platform type: 1=aircraft, 2=weapon.

	Tables: TAMPS_MISSION_PLAN



PLATFORM_TYPE

	int

	Definition:  APT_GEN_ACT_PT_OBJ, or APT_NAV_POINT_OBJ

	Tables: TAMPS_ROUTE_COORD



POINT_FEATURES

	int

	Definition: Point features. Detail source.

	Tables: TAMPS_RADAR_PRED



POINT_SEQ

	int

	Description:  Point sequence number.

	Tables:  TAMPS_LDT_POINTS



POINT_TYPE

	int

	Definition: Point type: 1=navpoint, 2=MPM defined.

	Tables: TAMPS_ACTION_POINT



POLYNOMIAL

char(1)

Definition:  Flag indicating whether NATOPS performance data is digitized or table look-up.

Tables:  TAMPS_ACFT_DOCUMENTS



POSIT_TIME

	float

	Definition: Positioning time in minutes.

	Tables: TAMPS_REFUEL_PARAMS



POSITION_TIME

	float

	Definition: The position time in seconds.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



PRE_TAKEOFF_BURN_TIME

	float

	Definition: Burn time before takeoff.

	Tables: TAMPS_LND_EVENT



PRECEDENCE

	int

	Definition: Precedence order of classifications.

	Tables: TAMPS_CLASSIFICATION



PRESSURE_ALT

	float

	Definition: Pressure altitude in feet AGL.

	Tables: TAMPS_MISSION_RUNWAY



PREVIOUS_ALT

	smallint

	Definition:

	Tables: TAMPS_ROUTE_COORD



PREVIOUS_HEADING

	float

	Definition:

	Tables: TAMPS_ROUTE_COORD



PREVIOUS_LAT

	float

	Definition:

	Tables: TAMPS_ROUTE_COORD



PREVIOUS_LON

	float

	Definition:

	Tables: TAMPS_ROUTE_COORD



PREVIOUS_VELOCITY

	float

	Definition:

	Tables: TAMPS_ROUTE_COORD



PREV_LAST_ACT_POINT

	int

	Definition: Previous last action point.

	Tables: TAMPS_TARPS_EVENT



PRIORITY

	smallint

	Definition:  Priority given to flight event.  The highest priority is usually drawn.  IMPORTANT:  priority range is 1 (HIGH) to 3 (LOW)

	Tables: TAMPS_FLIGHT_EVENTS_PRIORITY



PROC_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_PROC_XREF



PROCESSID

	char(11)

	Definition: Hostprocess ID from sysprocesses.

	Tables: DD_SELECTED_VERSION



PROTECTION

	int

	Definition: Protection: 0=Unprotected.

	Tables: TAMPS_NAVFILE



PROTECTION

	smallint

	Definition:

	Tables: TAMPS_TAC_WAYPT



PROVINCE

	char(2)

	Definition: Province code.

	Tables: TAMPS_US_PROVINCE_XREF



PROVINCE_CODE

	char(2)

	Definition: Province or state where airbase located.

	Tables: TAMPS_MISSION_AIRBASE



PSR

	float

	Definition: Photo scale reciprocal.

	Tables: TAMPS_TARPS_EVENT



PULLDOWN_G_FORCE

	float

	Definition: Pull-down force.

	Tables: TAMPS_PROFILE_DEFAULTS



PULLDOWN_GFORCE

	float

	Definition: Pull-down Gs in G (2-6).

	Tables: TAMPS_ATTACK_TARGET_EVENT



PULLUP_CLIMB_ANGLE

	float

	Definition: Pull-up climb angle in degrees (1-60).

	Tables: TAMPS_ATTACK_TARGET_EVENT



PULLUP_CLIMB_ANGLE_DEG

	float

	Definition: Pull-up climb angle.

	Tables: TAMPS_PROFILE_DEFAULTS



PULLUP_G_FORCE

	float

	Definition: Pull-up force.

	Tables: TAMPS_PROFILE_DEFAULTS



PULLUP_GFORCE

	float

	Definition: Pull-up Gs in G (2-6).

	Tables: TAMPS_ATTACK_TARGET_EVENT



PURPOSE

	int

	Definition: Indicates how the point is used.

	Tables: TAMPS_REFOBJ



PYLON_DRAG

	float

	Definition: Pylon drag.

	Tables: TAMPS_MOUNT_STATIONS



PYLON_WEIGHT

	float

	Definition: Pylon weight.

	Tables: TAMPS_MOUNT_STATIONS



QUALITY

	int

	Definition: Quality level.

	Tables: TAMPS_RADAR_PRED



QUANTITY

	smallint

	Definition: Maximum number of weapons.

	Tables: TAMPS_ACFT_STORES



QUANTITY_REMAINING

	smallint

	Definition: Number weapons remaining.

	Tables: TAMPS_LOADOUT



RACK_DRAG

	float

	Definition: Rack drag.

	Tables: TAMPS_MOUNT_STATIONS



RACK_TYPE

	varchar(10)

	Definition: Rack type.

	Tables: TAMPS_WEAPON_RACK_EJECT_VEL



RACK_WEIGHT

	float

	Definition: Rack data only.

	Tables: TAMPS_MOUNT_STATIONS



RADAR_EQUIP_CODE

	char(5)

	Definition:

	Tables: TAMPS_INTERIM_THREATS, TAMPS_INTERIM_THREAT_TYPES



RADAR_ID

	smallint

	Definition: Radar prediction identifier.

	Tables: TAMPS_RADAR_PRED, TAMPS_RADAR_PRED_POINTS



RADAR_POINT_ID

	smallint

	Definition: One up point number.

	Tables: TAMPS_RADAR_PRED_POINTS



RADAR_TYPE

	int

	Definition: Radar type: F18 or A6 radar.

	Tables: TAMPS_RADAR_PRED



RADIUS

	float

	Description:  Circle radius.

	Tables:  TAMPS_LDT_CIRCLE



RANGE

	float

	Definition: Range from action point, offset in meters.

	Tables: TAMPS_DIVERT, TAMPS_REFOBJ



RANGE_FMT

	int

	Definition: Range format (enum).

	Tables: TAMPS_REFOBJ



RANGE_SCALE

	real

	Definition: Range for radar mode.

	Tables: TAMPS_RADAR_PRED



RANGE_TO_TARGET

	real

	Definition: Range to target.

	Tables: TAMPS_RADAR_PRED



RATE

	int

	Definition: The fuel rate in pounds per minute.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



RCC

	char(2)

	Definition:

	Tables: TAMPS_RCC_XREF



RCC_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_RCC_XREF



RCS

	float

	Definition:  RCS value for platform

	Tables: TAMPS_PLATFORMS



RDESIG

	char (3)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



REC_AIRCRAFT

	char(32)

	Definition: The receiving aircraft type.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



REC_BOOM_DROGUE_NUM

	int

	Definition: Number of booms/drogues used by the receiver.

	Tables: TAMPS_REFUEL_EVENT



REC_FUEL_AMOUNT

	int

	Definition: Pounds of fuel requested by receiver.

	Tables: TAMPS_REFUEL_EVENT



REC_POSITION_TIME

	float

	Definition: Number of seconds it takes the receiver to connect to the tanker.

	Tables: TAMPS_REFUEL_EVENT



REC_REFUEL_TIME

	float

	Definition: The number of seconds for the receiver to refuel.

	Tables: TAMPS_REFUEL_EVENT



REC_RELEASE_TIME

	float

	Definition: The number of seconds it takes the receiver to disconnect from the tanker.

	Tables: TAMPS_REFUEL_EVENT



RECORD_STATUS

	char(1)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



RECV_REFUEL_DRAG

	float

	Definition: Additional RECV refuel drag.

	Tables: TAMPS_ACFT_DEFS_LMTS



REF_NUMBER

	smallint

	Definition: Referenced object number.

	Tables: TAMPS_REFOBJ



REF_TARGET_ACTPT

	smallint

	Definition: Target or action point.

	Tables: TAMPS_REFOBJ



REF_TYPE

	int

	Definition: Point type.

	Tables: TAMPS_REFOBJ



REFERENCE

	varchar(32)

	Definition: Reference identifier.

	Tables: TAMPS_MISSION_PLAN



REFUEL_METHOD

	smallint

	Definition: Refuel method: 1-Boom Only, 2-Drogue Only, 3-Both, no inflight change, 4-Both, inflight may change.

	Tables: TAMPS_REFUEL_PARAMS



REFUEL_MODE

	int

	Definition: Refuel mode: tanker, receiver.

	Tables: TAMPS_REFUEL_EVENT



REFUEL_ROLE

	smallint

	Definition: Refuel role: 1-Tanker Only, 2-Receiver Only, 3-Default Tanker, 4-Default Receiver.

	Tables: TAMPS_REFUEL_PARAMS



REFUEL_STATION_CNT

	smallint

	Definition: Number of refueling stations.

	Tables: TAMPS_REFUEL_PARAMS



REFUEL_TIME

	float

	Definition: The refuel time in seconds.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



REFUEL_TYPE

	int

	Definition: Refuel type: ARCP, MARF, ANKR.

	Tables: TAMPS_REFUEL_EVENT



REFUEL_TYPE

	char(1)

	Definition:

	Tables: TAMPS_REFUEL_TYPE_XREF



REFUEL_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_REFUEL_TYPE_XREF



REFUEL_USAGE

	char(2)

	Definition:

	Tables: TAMPS_REFUEL_USAGE_XREF



REFUEL_USAGE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_REFUEL_USAGE_XREF



RELEASE_ANGLE

	smallint

	Definition: MPM weapon release angle.

	Tables: TAMPS_ATTACK_TARGET_EVENT



RELEASE_ALT_AGL

	float

	Definition: Release altitude in feet AGL.

	Tables: TAMPS_ATTACK_TARGET_EVENT



RELEASE_ALT_AGL_FT

	float

	Definition: Release altitude.

	Tables: TAMPS_PROFILE_DEFAULTS



RELEASE_AIRSPEED

	float

	Definition: Release airspeed in knots TAS.

	Tables: TAMPS_ATTACK_TARGET_EVENT



RELEASE_SPD_TAS_KTS

	float

	Definition: Release true air speed.

	Tables: TAMPS_PROFILE_DEFAULTS



RELEASE_TIME

	float

	Definition: The release time in seconds.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



RELEASE_WIND_DIR

	float

	Definition: Release wind direction.

	Tables: TAMPS_ATTACK_TARGET_EVENT



RELEASE_WIND_SPEED

	float

	Definition: Release wind speed in knots.

	Tables: TAMPS_ATTACK_TARGET_EVENT



REMAINING_TIME

	float

	Definition: Remaining time for route in minutes.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS

	int

	Definition: Boolean rendezvous flag.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_ALTITUDE

	int

	Definition: Rendezvous altitude in feet.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_DISTANCE

	int

	Definition: Rendezvous distance from launch.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_ELEVATION

	float

	Definition: Rendezvous elevation.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_FUEL

	int

	Definition: Fuel expended in rendezvous.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_GROUND_TIME

	smallint

	Definition: Rendezvous ground time.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_LATITUDE

	float

	Definition: Rendezvous latitude.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_LONGITUDE

	float

	Definition: Rendezvous longitude.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_SPEED

	int

	Definition: Rendezvous speed in kilometers per hour.

	Tables: TAMPS_NAVPOINT



RENDEZVOUS_TIME

	int

	Definition: Rendezvous time in seconds.

	Tables: TAMPS_NAVPOINT



REQD_FILM_LENGTH

	float

	Definition: Required film length.

	Tables: TAMPS_TARPS_EVENT



RESTRICTION

	varchar(80)

	Definition: Textual restriction description.

	Tables: TAMPS_STORES_RES, TAMPS_MOUNT_RESTRICTIONS, TAMPS_ACFT_RESTRICTIONS



REVIEW_DATE

	char(6)

	Definition:

	Tables: TAMPS_INTERIM_THREATS



RIGHT_LONGITUDE

	float

	Description:  Upper right corner longitude.

	Tables:  TAMPS_LDT_RECTANGLE



ROLL

	float

	Definition: Platform roll.

	Tables: TAMPS_ACTION_POINT



ROUTE_ANALYSIS

	char

	Definition: Route analysis status flag.

	Tables: TAMPS_ROUTE



ROUTE_ID

	int

	Definition: Unique route identifier.

	Tables: TAMPS_ROUTE, TAMPS_INTERIM_THREATS



ROUTE_ID

	smallint

	Definition: Route identifier.

	Tables: TAMPS_ATTACK_TARGET_EVENT, TAMPS_REFUEL_EVENT, TAMPS_REFUEL_EVENT_TANKER, TAMPS_REFUEL_EVENT_TRANSFER, TAMPS_STATIC_EVENT, TAMPS_ATTACK_WPN_ST, TAMPS_LND_EVENT, TAMPS_ACTION_POINT, TAMPS_DIVERT, TAMPS_FLIGHT_EVENT, TAMPS_MISSION_AIRBASE, TAMPS_MISSION_RUNWAY, TAMPS_NAVPOINT, TAMPS_REFOBJ, TAMPS_VERT, TAMPS_LAUNCH, TAMPS_TARPS_EVENT, TAMPS_ROUTE_COORD



ROUTE_NUMBER

	smallint

	Definition: Unique route number.

	Tables: TAMPS_ROUTE_COORD_ROUTE



RUNWAY_LINEUP

	float

	Definition: Runway line up distance in feet.

	Tables: TAMPS_ACFT_DEFS_LMTS



RUNWAY_NUMBER

	smallint

	Definition: Runway number for airbase.

	Tables: TAMPS_MISSION_RUNWAY



SAVE_GRAPHICS

	int

	Definition:  User permission to save.

	Tables:  TAMPS_ADT_COMPOSITE



SEC_SYMBOL_NAME

	varchar(63)

	Definition: OAP symbol support.

	Tables: TAMPS_REFOBJ



SEQ

	smallint

	Definition: Sequence of descriptions.

	Tables: TAMPS_POLYGON_POINTS, TAMPS_VISUAL_LINE_POINTS, TAMPS_ENROUTE_POINT_DESC, TAMPS_VISUAL_POINT_DESC



SEQ_NUM

	smallint

	Definition: Sequence number for retrieval.

	Tables: TAMPS_STORES_RES, TAMPS_MOUNT_RESTRICTIONS, TAMPS_ACFT_RESTRICTIONS



SEQUENCE_NUMBER

smallint

Definition:  Document sequence number.

Tables:  TAMPS_ACFT_DOCUMENTS



SHAPE

	char(1)

	Definition:

	Tables: TAMPS_SHAPE_XREF



SHAPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_SHAPE_XREF



SIDE_OVERLAP

	float

	Definition: Image frame overlap.

	Tables: TAMPS_TARPS_EVENT



SINGLE_WEIGHT

	float

	Definition: Weight of single weapon or empty fuel pod.

	Tables: TAMPS_STORES



SINGLE_WPN_WEIGHT

	float

	Definition: Single weapon weight or weight of empty fuel pod.

	Tables: TAMPS_LOADOUT_STATIONS



SIZE

	int

	Definition: Number of records in navfile.

	Tables: TAMPS_NAVFILE



SIZE

	smallint

	Description:  Not used.

	Tables:  TAMPS_LDT_POINT



SOURCE

	varchar(20)

	Definition:

	Tables: TAMPS_TAC_WAYPT



SOURCE

	varchar(80)

	Definition: The source of the dataset load.

	Tables: TAMPS_CATALOG



SOURCE_DATE

	char(8)

	Definition:

	Tables: TAMPS_TAC_WAYPT



SPEED

	float

	Definition: Speed for Interference drag.

	Tables: TAMPS_LOADOUT



SPEED

	float

	Definition: Ground speed.

	Tables: TAMPS_TARPS_EVENT



SPEED_TYPE

	int

	Definition: Speed type: true,ground, cal, mach.

	Tables: TAMPS_NAVPOINT



START_DATE

	char(6)

	Definition: The start date (YYMMDD), or blank if always active.

	Tables: TAMPS_VISUAL_LINE



START_ENGINE_FUEL_USE

	float

	Definition: Start engine fuel use in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



START_LAT

	float

	Description:  Start latitude.

	Tables:  TAMPS_LDT_ARC, TAMPS_LDT_LINE



START_LON

	float

	Description: Start longitude.

	Tables:  TAMPS_LDT_ARC, TAMPS_LDT_LINE



START_TIME

	char(6)

	Definition: Effective time. Start time.

	Tables: TAMPS_VISUAL_LINE



STATION

	smallint

	Definition: Station number.

	Tables: TAMPS_ACFT_STATION_STORES, TAMPS_LOADOUT_STATIONS, TAMPS_STORES_ACFT_ST_DRAG, TAMPS_ACFT_ST_IDRAG_PARAMS. TAMPS_ACFT_STATION_LABELS



STATION_A

	smallint

	Definition: Station to begin with.  Starting station.

	Tables: TAMPS_INTERFERENCE_CODES



STATION_A_WPN

	smallint

	Definition: Weapon loaded.

	Tables: TAMPS_INTERFERENCE_CODES



STATION_B

	smallint

	Definition: Compute interference drag to here.

	Tables: TAMPS_INTERFERENCE_CODES



STATION_B_WPN

	smallint

	Definition: Weapon loaded.

	Tables: TAMPS_INTERFERENCE_CODES



STATION_ID

	smallint

	Definition: Weapon station identifier.

	Tables: TAMPS_ATTACK_WPN_ST, TAMPS_ROUTE_COORD_STATIONS, TAMPS_ROUTE_COORD_STATIONS



STATION_INDEX

	int

	Definition: Station index.

	Tables: TAMPS_ATTACK_WPN_ST



STATION_LABEL

	varchar(10)

	Definition: Station label.

	Tables: TAMPS_ACFT_STATION_LABELS



STATION_QUANTITY

	smallint

	Definition: Number at station.

	Tables: TAMPS_STORES_ACFT_ST_DRAG



STATION_NUMBER

	int

	Definition: The refuel station number.

	Tables: TAMPS_REFUEL_EVENT_TANKER, TAMPS_REFUEL_EVENT_TRANSFER



STATION_TYPE

	int

	Definition: The type of refuel station.

	Tables: TAMPS_REFUEL_EVENT_TANKER, TAMPS_ACFT_STATION_LABELS



STATION_SINGLE_WPN_DRAG

	float

	Definition: Single weapon drag at station.

	Tables: TAMPS_ACFT_STATION_STORES



STATION_STORE_DRAG

	float

	Definition: Total weapon drag-drag for total number of weapons at station.

	Tables: TAMPS_STORES_ACFT_ST_DRAG



STATION_TYPE

	smallint

	Definition: Station type: 1 = Normal station, 2 = Gun, 3 = Auxillary station, 4 = Bomb Bay in blt_loadout_defs.h  Note!!!!!! when allowing planner to enter STORE_CODE and DDI only give 7 characters for entering. These fields were originally 7 characters.

	Tables: TAMPS_LOADOUT_STATIONS, TAMPS_MOUNT_STATIONS, TAMPS_ACFT_STATION_STORES, TAMPS_STORES_ACFT_ST_DRAG



STATUS

	char(1)

	Definition:

	Tables: TAMPS_STATUS_XREF



STATUS_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_STATUS_XREF



STORE_ALIAS

	smallint

	Definition: WPN for TAMPS_INTERFERENCE_CODES.

	Tables: TAMPS_INTERFERENCE_LINKS



STORE_CODE

	char(7)

	Definition: Store code.

	Tables: TAMPS_ACFT_STORES



STORE_CODE

	char(8)

	Definition: Store code.

	Tables: TAMPS_LOADOUT_STATIONS



STORE_DESCRIPTION

	varchar(32)

	Definition: Description of stores (weapon).

	Tables: TAMPS_STORES



STORE_DESIGNATOR

	char(6)

	Definition: Store (weapon) designator or name.

	Tables: TAMPS_STORES



STORE_ID

	smallint

	Definition: Unique store/weapon identifier.

	Tables: TAMPS_ACFT_STORES, TAMPS_ACFT_STATION_STORES, TAMPS_STORES, TAMPS_STORES_ACFT_ST_DRAG, TAMPS_STORES_RES



STORE_ID

	smallint

	Definition: WPN from TAMPS_STORES.

	Tables: TAMPS_INTERFERENCE_LINKS



STORE_PRIM_DESCRIP

	varchar(32)

	Definition: Primary variant description.

	Tables: TAMPS_STORES



STORE_PRIM_VARIANT

	char(4)

	Definition: Primary weapon variant.

	Tables: TAMPS_STORES



STORE_QUANTITY

	smallint

	Definition: Maximum number of stores (weapons).

	Tables: TAMPS_STORES



STORE_SEC_DESCRIP

	varchar(32)

	Definition: Secondary variant description.

	Tables: TAMPS_STORES



STORE_SEC_VARIANT

	char(4)

	Definition: Secondary stores (weapon) variant.

	Tables: TAMPS_STORES



STRIKE_PKG

	varchar(32)

	Definition: Name of strike package.

	Tables: TAMPS_MISSION_PLAN



STRING

	char(32)

	Description:  Text string.

	Tables:  TAMPS_LDT_TEXT



STRPKG_ID

	smallint

	Definition: Unique strike package identifier.

	Tables: TAMPS_STRPKG_DELETED, TAMPS_STRIKE_PACKAGE



STRPKG_NAME

	varchar(32)

	Definition: Strike package name.

	Tables: TAMPS_STRIKE_PACKAGE



SUAS_TYPE

	char(1)

	Definition:

	Tables: TAMPS_SUAS_TYPE_XREF



SUAS_TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_SUAS_TYPE_XREF



SUB_ID

	int

	Definition:  Route identifier.

	Tables:  TAMPS_ADT_COMPOSITE, TAMPS_LDT_ARC, TAMPS_LDT_CIRCLE, TAMPS_LDT_CONE, TAMPS_LDT_CORRIDOR, TAMPS_LDT_ELLIPSE, TAMPS_LDT_GRAPHIC, TAMPS_LDT_LINE, TAMPS_LDT_POINTS, TAMPS_LDT_POINT, TAMPS_LDT_POLYGON, TAMPS_LDT_RECTANGLE, TAMPS_LDT_SYMBOL, TAMPS_LDT_TEXT



SUB_INDEX

	smallint

	Definition: Subindex.

	Tables: TAMPS_ARMING_DELAY



SURFACE

	varchar(5)

	Definition: Runway surface code.

	Tables: TAMPS_MISSION_RUNWAY



SYMBOL

	varchar(200)

	Definition:

	Tables: TAMPS_TAC_WAYPT



SYMBOL_COLOR

	smallint

	Definition:  Color of the symbol

	Tables: TAMPS_FLIGHT_EVENTS_PRIORITY



SYMBOL_ID

	smallint

	Description:  Identifier of point.

	Tables:  TAMPS_LDT_POINT



SYMBOL_IDENTIFIER

	smallint

	Description:  Identifier of symbol.

	Tables:  TAMPS_LDT_SYMBOL



SYMBOL_MOD

	smallint

	Description:  

	Tables:  TAMPS_LDT_POINT, TAMPS_LDT_SYMBOL



SYMBOL_SET

	char(32)

	Description:  Symbol set.

	Tables:  TAMPS_LDT_POINT, TAMPS_LDT_SYMBOL



SYMBOL_NAME

	char(32)

	Description:  Symbol name.

	Tables:  TAMPS_LDT_SYMBOL



SYMBOL_NAME

	varchar(63)

	Definition: Name of related symbol.

	Tables: TAMPS_REFOBJ



SYMBOL_NAME

	varchar(255)

	Definition:  Symbol name can be a directory path and file name, or symbolic name for a symbol

	Tables: TAMPS_FLIGHT_EVENTS_PRIORITY



SYMBOLS

	char(1)

	Definition:

	Tables: TAMPS_SYMBOLS_XREF



SYMBOLS_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_SYMBOLS_XREF



SYS_CLASS

	char(1)

	Definition: System classification: Y=system, N=user created.

	Tables: TAMPS_CLASSIFICATION



SYS_DEFAULT

	char(1)

	Definition: System default value: Y or N.

	Tables: TAMPS_CLASSIFICATION



SYSTEM

	varchar(20)

	Definition: System name.

	Tables: TAMPS_REMOTE_UPDATES



TAKEOFF_FUEL_USE

	float

	Definition: Fuel used during takeoff in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



TAKEOFF_WATER_USE

	float

	Definition: Water used during takeoff in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



TANK_BOOM_DRAG

	float

	Definition: Drag associated with the tank boom.

	Tables: TAMPS_ACFT_DEFS_LMTS



TANK_DROGUE_DRAG

	float

	Definition: Drag associated with the tank drogue.

	Tables: TAMPS_ACFT_DEFS_LMTS



TANK_STATION_COUNT

	int

	Definition: The number of tanker stations.

	Tables: TAMPS_REFUEL_EVENT



TARGET_IN_DIST

	float

	Definition: Distance on inbound leg.

	Tables: TAMPS_TARPS_EVENT



TARGET_LATITUDE

	float

	Definition: Target latitude.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_BEARING

	float

	Definition: Target bearing.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_ID

	int

	Definition: Unique target identifier.

	Tables: TAMPS_MSN_TGT_LINK, TAMPS_RADAR_PRED, TAMPS_TGTS_DELETED



TARGET_ID

	smallint

	Definition: Unique target identifier.

	Tables: TAMPS_ATTACK_TARGET_EVENT, TAMPS_ATTACK_WPN_ST



TARGET_IN_DIST

	float

	Definition: Distance on inbound leg.

	Tables: TAMPS_TARPS_EVENT



TARGET_LATITUDE

	float

	Definition: Target latitude.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_LONGITUDE

	float

	Definition: Target longitude.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_MSL_ALTITUDE

	float

	Definition: Target MSL altitude.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_OUT_DIST

	float

	Definition: Distance on outbound leg.

	Tables: TAMPS_TARPS_EVENT



TARGET_POINT_ELEV

	float

	Definition: Target elevation.

	Tables: TAMPS_RADAR_PRED



TARGET_POINT_LAT

	float

	Definition: Target latitude.

	Tables: TAMPS_RADAR_PRED



TARGET_POINT_LON

	float

	Definition: Target longitude.

	Tables: TAMPS_RADAR_PRED



TARGET_RANGE

	float

	Definition: Target range.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_SKID_DISTANCE

	float

	Definition: Target skid distance in feet.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_SYMBOL

	int

	Definition: Target symbol toggle: On or Off.

	Tables: TAMPS_RADAR_PRED



TARGET_TEMPERATURE

	float

	Definition: Temperature at target in celsius.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TARGET_TYPE

	int

	Definition: Target type.

	Tables: TAMPS_ATTACK_TARGET_EVENT



TEMP_DEVIATION

	float

	Definition: Temperature deviation.

	Tables: TAMPS_ACFT_MSN_DEFAULTS



TEMPERATURE_DEVIATION

	float

	Definition: Temperature deviation at point.

	Tables: TAMPS_NAVPOINT



TERM_PROC

	char(1)

	Definition:

	Tables: TAMPS_PROC_XREF



TEXT

	varchar(80)

	Definition: Point description.

	Tables: TAMPS_ACTION_POINT



TGT_ATTACK_SUPPORT

	smallint

	Definition: Attack target support: 1=true.

	Tables: TAMPS_ACFT_DEFS_LMTS



TGT_HACK_TIME

	Int

	Definition: 

	Tables: TAMPS_ATTACK_TARGET_EVENT



TIME

	float

	Definition: The event time.

	Tables: TAMPS_STATIC_EVENT, TAMPS_TIME_CD_DRAG



TIME_AT_LOC

	int

	Definition:  The coordinated pts time

	Tables: TAMPS_ROUTE_COORD



TIME_COORD_FLAG

	smallint

	Definition:  Flag indicating Hack event was created

	Tables: TAMPS_ROUTE_COORD



TIME_TEXT

	char(19)

	Definition: The event time description.

	Tables: TAMPS_STATIC_EVENT



TOTAL_DRAG

	float

	Definition: Total drag of loadout stores.

	Tables: TAMPS_LOADOUT



TOTAL_EXPOSURE_COUNT

	int

	Definition: Total exposure count.

	Tables: TAMPS_TARPS_EVENT



TOTAL_FDRAG

	float

	Definition: Total friction drag, weapons and mounts.

	Tables: TAMPS_LOADOUT_STATIONS



TOTAL_FILM_USED

	float

	Definition: Total film used.

	Tables: TAMPS_TARPS_EVENT



TOTAL_FUEL_CAPACITY

	float

	Definition: Total capacity of fuel in loadout stores.

	Tables: TAMPS_LOADOUT



TOTAL_FUEL_WEIGHT

	float

	Definition: Total weight fuel in loadout stores.

	Tables: TAMPS_LOADOUT



TOTAL_GROUND_TIME

	float

	Definition: Total time aircraft is on ground in minutes.

	Tables: TAMPS_LND_EVENT



TOTAL_QUANTITY

	smallint

	Definition: Total number of weapons loaded.

	Tables: TAMPS_LOADOUT



TOTAL_WEIGHT

	float

	Definition: Total weight loadout stores.

	Tables: TAMPS_LOADOUT



TRANS_TYPE

	int

	Definition: Transition type: 1 = Start, 2 = End.

	Tables: TAMPS_ACTION_POINT



TRANSFER_NUMBER

	int

	Definition: Refuel transfer.

	Tables: TAMPS_REFUEL_EVENT_TRANSFER



TRANSFER_RATE

	float

	Definition: Transfer rate in pounds per minute.

	Tables: TAMPS_REFUEL_PARAMS, TAMPS_REFUEL_EVENT



TRANSFER_RATE

	int

	Definition: Transfer rate of fuel load in pounds per minutes.

	Tables: TAMPS_LND_EVENT



TRANSFER_TIME

	float

	Definition: Transfer time.

	Tables: TAMPS_LND_EVENT



TRUE_HEADING

	real

	Definition: True heading.

	Tables: TAMPS_RADAR_PRED



TURN

	int

	Definition: Default turn type: 1=short, 2=linear, 3=overfly.

	Tables: TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



TURN_CENTER_ELEVATION

	float

	Definition: Altitude at center of turn.

	Tables: TAMPS_ACTION_POINT



TURN_CENTER_LAT

	float

	Definition: Latitude in radians at center of turn.

	Tables: TAMPS_ACTION_POINT



TURN_CENTER_LONG

	float

	Definition: Longitude in radians at center of turn.

	Tables: TAMPS_ACTION_POINT



TURN_DISTANCE

	float

	Definition: Turn distance in meters.

	Tables: TAMPS_ACTION_POINT



TURN_END_ELEVATION

	float

	Definition: Altitude at end of turn.

	Tables: TAMPS_ACTION_POINT



TURN_END_LAT

	float

	Definition: Latitude in radians at end of turn.

	Tables: TAMPS_ACTION_POINT



TURN_END_LONG

	float

	Definition: Longitude in radians at end of turn.

	Tables: TAMPS_ACTION_POINT



TURN_RADIUS

	float

	Definition: Radius of the turn in meters.

	Tables: TAMPS_ACTION_POINT



TURN_SENSE

	int

	Definition: Direction of turn.

	Tables: TAMPS_ACTION_POINT



TURN_SPACE

	float

	Definition: Turn space.

	Tables: TAMPS_ACTION_POINT



TURN_START_ELEVATION

	float

	Definition: Altitude at start of turn.

	Tables: TAMPS_ACTION_POINT



TURN_START_LAT

	float

	Definition: Latitude at start of turn.

	Tables: TAMPS_ACTION_POINT



TURN_START_LONG

	float

	Definition: Longitude at start of turn.

	Tables: TAMPS_ACTION_POINT



TURN_TYPE

	int

	Definition: Turn type: 1=short, 2=linear, 3=overfly.

	Tables: TAMPS_ACTION_POINT



TYPE

	char(1)

	Definition:  A = aircraft, W = weapon

	Tables: TAMPS_PLATFORMS



TYPE

	char(1)

	Definition: Type: A=civil, B=joint, C=military, D=inactive.

	Tables: TAMPS_MISSION_AIRBASE



TYPE

	smallint

	Definition: enumerated event type.

	Tables: TAMPS_FLIGHT_EVENT



TYPE

	varchar(30)

	Definition:

	Tables: TAMPS_INTERIM_THREAT_TYPES



TYPE

	varchar (32)

	Definition: Type of default.

	Tables: TAMPS_DEFAULTS



TYPE_ACFT

	varchar(32)

	Definition: Join field to NID_ACFT.

	Tables: TAMPS_MISSION_PLAN



TYPE_CODE

	varchar(30)

	Definition:  Special use airspace type code

	Tables: TAMPS_SUA_CODES, TAMPS_TYPE_AND_USE_CODES



TYPE_DESC

	varchar(40)

	Definition:

	Tables: TAMPS_AIRPORT_TYPE_XREF, TAMPS_ARREST_TYPE_XREF



TYPESTR

	char(39)

	Definition: Type.

	Tables: TAMPS_REFOBJ



UNIQ_STORE_ID

	smallint

	Definition: Unique identifier.

	Tables: TAMPS_STORES_DELETED



UNIQUE_ID_IDB

	char(80)

	Definition:  Unique IDs of the corresponding IDB record (filled in when the Interim Threat was generated from the IDB)

	Tables: TAMPS_INTERIM_THREATS



UNIQUE_ID_INT

	char(80)

	Definition:  The unique IDs of the Interim Threat record.

	Tables: TAMPS_INTERIM_THREATS



UNIT_ID

	char(10)

	Definition:  Unit ID

	Tables: TAMPS_INTERIM_THREATS



UPPER_ALTITUDE_LIMIT

	float

	Definition: Upper altitude limit in feet.

	Tables: TAMPS_VISUAL_LINE



UPPER_ALTITUDE_TYPE

	char(1)

	Definition: Upper altitude type: A-above ground level (AGL), M-mean sea level (MSL).

	Tables: TAMPS_VISUAL_LINE



UPPER_LATITUDE

	float

	Description:  Upper right corner latitude.

	Tables:  TAMPS_LDT_RECTANGLE



UR_LAT_RADIANS

	float

	Definition: Upper right boundary latitude.

	Tables: TAMPS_OP_AREA



UR_LONG_RADIANS

	float

	Definition: Upper right boundary longitude.

	Tables: TAMPS_OP_AREA



US_POSTAL_ABBR

	char(2)

	Definition: US postal abbreviation.

	Tables: TAMPS_US_PROVINCE_XREF



US_STATE

	varchar(40)

	Definition: US state code.

	Tables: TAMPS_US_PROVINCE_XREF



USABLE_FUEL

	float

	Definition: Amount of usable fuel in pounds.

	Tables: TAMPS_ACFT_DEFS_LMTS



USAGE_CD

	char(1)

	Definition:

	Tables:  TAMPS_USAGE_CD_XREF



USAGE_CD_DESC

	varchar(40)

	Definition:

	Tables:  TAMPS_USAGE_CD_XREF



USE_CODE

	varchar(30)

	Definition:  Special use airspace use code

	Tables: TAMPS_SUA_CODES, TAMPS_TYPE_AND_USE_CODES



USE_CODE

	char(32)

	Definition:  Unique MPM name.

	Tables:  TAMPS_ADT_COMPOSITE, TAMPS_LDT_ARC, TAMPS_LDT_CIRCLE, TAMPS_LDT_CONE, TAMPS_LDT_CORRIDOR, TAMPS_LDT_ELLIPSE, TAMPS_LDT_GRAPHIC, TAMPS_LDT_LINE, TAMPS_LDT_POINTS, TAMPS_LDT_POINT, TAMPS_LDT_POLYGON, TAMPS_LDT_RECTANGLE, TAMPS_LDT_SYMBOL, TAMPS_LDT_TEXT



USER_TARGET_ID

	int

	Definition: User target number for this mission.

	Tables: TAMPS_MSN_TGT_LINK



USERNAME

	char (30)

	Definition: Sybase user name.

	Tables: DD_SELECTED_VERSION



USERNAME

	varchar (80)

	Definition: Who does this default belong to.

	Tables: TAMPS_DEFAULTS



USERNAME

	varchar(80)

	Definition: User name.

	Tables: TAMPS_UDM_DEFAULTS



VALID_FLAG

	smallint

	Definition: Validity flag: Valid = 1, Not Valid = 0.

	Tables: TAMPS_ACFT_STATION_STORES, TAMPS_MOUNT_STATIONS



VALUE

	varchar (255)

	Definition: Value of default.

	Tables: TAMPS_DEFAULTS



VARIANT

	varchar(12)

	Definition: Aircraft variant (not NULL).

	Tables: TAMPS_ACFT_DOCUMENTS, TAMPS_ACFT_DEFS_LMTS, TAMPS_ACFT_MSN_DEFAULTS



VELOCITY_COORD_FLAG

	smallint

	Definition:  Action point coord airspeed coordinated

	Tables: TAMPS_ROUTE_COORD



VERSION

	char(80)

	Definition: Version number, stock number.

	Tables: TAMPS_CATALOG, TAMPS_DAFIF_AREA



VERSION

	varchar(10)

	Definition: User-selected version.

	Tables: DD_SELECTED_VERSION



VOICE_CALL

	varchar(15)

	Definition: Voice call of controlling agency.

	Tables: TAMPS_VISUAL_LINE



WAYPOINT_CTRY

varchar(2)

Definition:  Waypoint country code.

Tables:  TAMPS_REFOBJ



WAYPOINT_DME_MILEAGE

varchar(4)

Definition:  Waypoint DME mileage.

Tables:  TAMPS_REFOBJ



WAYPOINT_IDENT

varchar(5)

Definition:  Waypoint identifier.

Tables:  TAMPS_REFOBJ



WAYPT_DATE

	char(8)

	Definition:

	Tables: TAMPS_TAC_WAYPT



WAYPT_NUMBER

	int

	Definition:

	Tables:  TAMPS_TAC_WAYPT_FILE



WAYPT_SERIAL

	int

	Definition:

	Tables:  TAMPS_TAC_WAYPT, TAMPS_TAC_WAYPT_FILE, TAMPS_TAC_WAYPT_SERIAL



WAYPT_TYPE

	int

	Definition:

	Tables: TAMPS_TAC_WAYPT



WEAPON_BURST_HEIGHT

	float

	Definition: Weapon burst height.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WEAPON_CAT_ID

	varchar(32)

	Definition: Weapon category identifier.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_DESIGNATOR

	char(6)

	Definition: Weapon name or designator.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_DRAG

	float

	Definition: Drag coefficient of weapon.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_FUZE_INDEX

	smallint

	Definition:  Weapon fuse index.

	Tables:  TAMPS_WEAPON_NAMES



WEAPON_GROUND_INTERVAL

	float

	Definition: Weapon ground interval in meters.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WEAPON_GROUP

	smallint

	Definition: Weapon group: singles, pairs, salvos.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_ID

	smallint

	Definition: Unique weapon identifier.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_INDEX

	smallint

	Definition: Weapon index.

	Tables: TAMPS_WEAPON_CHARACTERISTICS, TAMPS_WEAPON_NAMES, 	TAMPS_WEAPON_RACK_EJECT_VEL



WEAPON_MOUNT

	char(4)

	Definition: Weapon mounting hardware.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_NAME

	char(9)

	Definition: Current active weapon name.

	Tables: TAMPS_ATTACK_TARGET_EVENT, TAMPS_WEAPON_NAMES



WEAPON_NOMINAL_YIELD

	float

	Definition: Nominal yield in kilotons.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WEAPON_PRIM_VARIANT

	char(4)

	Definition: Primary weapon variant.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_QUANTITY

	smallint

	Definition: Number weapons at station.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_QUANTITY_REMAIN

	smallint

	Definition: Number weapon remaining.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_SEC_VARIANT

	char(4)

	Definition: Secondary weapon variant.

	Tables: TAMPS_LOADOUT_STATIONS



WEAPON_STATION

	smallint

	Definition: Weapon station number.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WEAPON_SUBNAME1

	varchar(27)

	Definition: Primary variant.

	Tables: TAMPS_WEAPON_NAMES



WEAPON_SUBNAME2

	varchar(27)

	Definition: Secondary variant.

	Tables: TAMPS_WEAPON_NAMES



WEAPON_TYPE

	varchar(25)

	Definition: Weapon type.

	Tables: TAMPS_WEAPON_NAMES



WEATHER

	varchar(15)

	Definition: Weather conditions for WAR, MAR, PAR.

	Tables: TAMPS_VISUAL_LINE



WEATHER_SOURCE

	int

	Definition: Source of wind info: month or planner.

	Tables: TAMPS_NAVPOINT, TAMPS_ACFT_MSN_DEFAULTS



WEATHER_TOGGLE

	int

	Definition: Weather toggle value.

	Tables: TAMPS_ACFT_MSN_DEFAULTS, TAMPS_NAVPOINT



WIDTH

	float

	Definition: Width of target or runway in feet (0-100,000).

	Tables: TAMPS_MISSION_RUNWAY



WIND_DIR

	float

	Definition: Direction of wind in degrees.

	Tables: TAMPS_NAVPOINT



WIND_DIRECTION

	float

	Definition: Wind direction.

	Tables: TAMPS_ACFT_MSN_DEFAULTS



WIND_SPEED

	float

	Definition: Wind speed in knots.

	Tables: TAMPS_ACFT_MSN_DEFAULTS, TAMPS_NAVPOINT



WPN_ARMING_DELAY

	float

	Definition: Weapon arming delay.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_ARMING_DELAY_AFT

	float

	Definition: Weapon arming delay aft.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_DESIGNATOR

	float

	Definition: Weapon designator.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_DRAG

	smallint

	Definition: Weapon drag.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_EJECT_CART

	varchar(15)

	Definition: Weapon eject cartridge.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_EJECT_VELOCITY

	float

	Definition: Weapon eject velocity.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_FUEL_WEIGHT

	float

	Definition: Weapon fuel weight.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_FULE_CAPACITY

	float

	Definition: Amount of fuel the tank can hold.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_FUZE

	int

	Definition: Type of fuse attached to weapon.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_FUZE_AFT

	varchar(10)

	Definition: Weapon fuze aft.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_GROUP

	int

	Definition: Weapon group: singles, pairs, salvos.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_ID

	smallint

	Definition: Weapon identifier

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_MOUNT

	int

	Definition: Weapon mount.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_MOUNT_ID

	char(4)

	Definition: Weapon mount identifier.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_NUM_REL_INTERVALS

	float

	Definition: Number of release intervals for the station.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_NUM_ROUNDS

	smallint

	Definition: Number of rounds at the station.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_NUM_WEAPONS_REM

	smallint

	Definition: Number of remaining weapons at the station.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_POSITION

	smallint

	Definition: Weapon position.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_POSITION_TYPE

	smallint

	Definition: Weapon position type.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_SINGLE_WEIGHT

	float

	Definition: Single weapon weight.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_STORE_CODE

	char(7)

	Definition: Station store code.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_TOTAL_FDRAG

	float

	Definition: Total drag of weapon and mounts.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_TOTAL_IDRAG

	float

	Definition: Interference drag.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_TOTAL_NUM_WEAPONS

	smallint

	Definition: Total number of weapons at the station.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_TOTAL_STORE_WEIGHT

	float

	Definition: Weight of weapons, racks and pylons.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_TOTAL_WEIGHT

	float

	Definition: Total weight of all weapons at the station.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_VAR1

	char(4)

	Definition: Primary variant.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPN_VAR2

	char(4)

	Definition: Secondary variant.

	Tables: TAMPS_ATTACK_TARGET_EVENT



WPT_TYPE

	char(3)

	Definition:

	Tables:  TAMPS_WPT_TYPE_XREF



WPT_TYPE_DESC

	varchar(40)

	Definition:

	Tables:  TAMPS_WPT_TYPE_XREF



WT

	float

	Definition: Weapon weight.

	Tables: TAMPS_WEAPON_CHARACTERISTICS



X_OFF

	int

	Description:  X offset.

	Tables:  TAMPS_LDT_TEXT



XSCALE

	real

	Definition: User-entered width of point.

	Tables: TAMPS_RADAR_PRED_POINTS



Y_OFF

	int

	Description:  Y offset.

	Tables:  TAMPS_LDT_TEXT



YAW

	float

	Definition: Platform yaw.

	Tables: TAMPS_ACTION_POINT



YSCALE

	real

	Definition: User-entered height of point.

	Tables: TAMPS_RADAR_PRED_POINTS



ZSCALE

	real

	Definition: User-entered depth of point.

	Tables: TAMPS_RADAR_PRED_POINTS
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