4.1.3.2	Radar Aimpoints

TAMPS_AIMPOINTS��

Field Name�TYPE�Units�Remarks��AIMPOINT_IDENTIFIER�varchar(5)�-�Aimpoint identifier��COUNTRY_CODE�char(2)�-�Country code��DATUM_CODE�char(1)�-�-��DESCRIPTION�char(60)�-�Description��DESCRIPTION_CODE�char(3)�-�Description of waypoint��HITLIST�char(8)�-�-��HORIZONTAL_ACCURACY�char(3)�-�-��JOG�char(10)�-�-��LATITUDE�char(6)�Degrees�Latitude��LAT_HEMIS�char(1)�N or S�Hemishpere, N or S��LAT_RADIANS�float�Radians�Latitude in radians��LONGITUDE�char(7)�Degrees�Longitude��LONG_HEMIS�char(1)�E or W�Hemisphere, E or W��LONG_RADIANS�float�Radians�Longitude in radians��MEAN_ELEVATION�char(5)�-�-��PHOTO_DATE�char(4)�-�-��PLOT_NUMBER�char(2)�-�-��PRODUCER_CODE�char(1)�-�-��PUBLICATION_DATE�char(4)�-�-��REVIEW_DATE�char(4)�-�-��WAC�char(4)�-�World area code��WTM�char(3)�-�-��TPC�char(4)�-�-��VERTICAL_ACCURACY�char(3)�-�-�������
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