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PART I�
�
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�
Statement of Requirement (SOR)


The TAMPS CORE Mission Planning shall support a Flight Event to display another's route within its display and to allow the transfer of wapoint data between MPMs.  This Flight Event may be used to pass a Weapon MPM plan to the Launch Platform or between any two MPMs for plan or strike coordination.
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Requirement Source (Indicate whether by letter, FRD ¶, SRS ¶, ORD ¶, TEMP ¶, Meeting minutes, etc.)


Technical discussions with SLAM amd JSOW


�
�
�
�
Criticality ("X" highest appropriate level and indicate rationale at right)


___  _	Safety of Flight (relative to data load)


___ _	Mission Critical (relative to mission of a/c, wpn. or system)


__X__	Mission Required (a mission subarea which can not be accomplish�ed if requirement not met.�
Criticality Rationale


Correlate weapons plans with A/C routes�
�
�
Requirement Sponsor


PMA-201�
Sponsor ($)


PMA-201�
�
�
Validation Event and Date (e.g., SCRB, SRR)


Presented @ 6.1 SCRB 5/24/95; 


Approval to proceed provided at SRR 17 Oct. and confirmed with 5 Dec. 6.1 SOR baseline.


SOR description updated on 2/21 to reflect results of MPM inputs and TIMs.�
�
�
�






Requirement #:  94-47.2�
Title:   Weapons Flight Event — CONTINUED�
�
�
PART II�
�
�
�
Specification Statements


SOR 94-47 is a new requirement to the Aircraft Mission Planning section flight Event Processing.  Changes to system specification are indicated below.


3.4.1.3.5.2	Flight Events


The flight events subfunction shall allow the planner to designate special maneuvers or events to occur enroute to or at a navigation point.  Events shall include weapon release point, holding pattern, hovering pattern, grounding pattern, hack time, non-adjustable speed, and landing zone, and route inclusion.  The planner shall be able to select flight event symbols and add the symbols as annotations on the planning display. (per SRR)


(Add following paragraph after paragraph 8)


Route inclusion processing shall allow the planner to display an existing mission route within the current mission plan.  Transfer of waypoint data between MPMs shall be supported.  Upon mission selection, the planner shall be issued a warning if a route included in a mission has been modified or deleted.
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Concept of Operations


Mission Planners will designate a Route Flight Event at a selected action point.  The planner will select a route from another MPM to be displayed within the current MPM for Strike coo
