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�
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Originator of Requirement (include telephone #)


LCDR Eric Caudle (703) 604-2575  X5425


LCDR Chris Murray - NAVAIR tech. pt of contact(703) 604-3900 X5905
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�
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�
PART I�
�
�
�
Statement of Requirement (SOR)


Provide MPM function to manipulate and display Tactical Waypoints not associated with an aircraft’s planned route.  Function shall provide the capability to add, modify, delete, display, and report data associated with Tactical Waypoints.   Function shall include the capability to store and retrieve individual Tactical Waypoints by geographical filters or sets of Tactical Waypoints by dataset name, user, and/or aircraft type.  Function shall allow selection of a symbol from either the TAMPS symbology set or an MPM defined symbology set for display of a Tactical Waypoint..�
�
�
�
Requirement Source (Indicate whether by letter, FRD ¶, SRS ¶, ORD ¶, TEMP ¶, Meeting minutes, etc.)


F-14D Weapon System FRD for the integration of GPS


(Doc # A55AH16000AF-10, dtd November 1994).


F-14 FRD for TAMPS F-14 MPM and MDPS, dtd 20 Feb 96�
�
�
�
Criticality ("X" highest appropriate level and indicate rationale at right)


___  _	Safety of Flight (relative to data load)


__X_ _	Mission Critical (relative to mission of a/c, wpn. or system)


____	Mission Required (a mission subarea which can not be accomplish�ed if requirement not met.�
Criticality Rationale


Capability is a critical element for the F-14D GPS integration effort.  The ability to create Tactical Waypoint Files is required to support integration tests of F-14D OFPs prior to fleet release.�
�
�









Requirement #:  95-01.2�
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�
�
PART II�
�
�
�
Specification Statements


SOR 95-01 is a new requirement to Aircraft Mission Planning.  SOR 95-01 changes to system specification are indicated below.


3.4.1.3.10       Tactical Waypoint Planning (Item 10)


The tactical waypoint planning subfunction shall provide the capability for a planner to define, modify, and delete tactical waypoints during mission planning. Tactical waypoint information shall be integrated with the object hierarchy and shall be accessible to all mission planning applications for display.


Processing shall allow the planner to create a waypoint by selection of a displayed database object or text entry.  Tactical waypoints created by database object selection shall include data source and date of last update information when available. Tactical waypoint creation shall not affect previously existing database information.


Processing shall provide an interface to support tactical waypoint update processing.  The tactical waypoint currently selected for update shall be highlighted.  The planner shall be provided the capability to update the following fields: Latitude, Longitude, MGRS Grid Coordinates, Elevation,
