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Statement of Requirement (SOR)


The TAMPS system shall accept SINCGARS loadset files from an external source into a TAMPS tactical database for later use in communication planning.


The TAMPS system shall provide SINCGARS loadset files to communication planning software for inclusion in ARC-210 Loadset files.


The TAMPS system shall accept ARC-210 loadset files from communication planning software into a TAMPS tactical database for later use in mission planning.


The TAMPS system shall provide ARC-210 loadset files (or selected information provided by queries) to mission planning modules for inclusion in platform specific mission plans.


The TAMPS system shall support the identification of ARC-210 loadsets by aircraft Type/Model/Series (TMS) and BuNo or tail number.


The TAMPS system system communication planning software shall accept single channel, SATCOM, and HAVE QUICK inputs from the operator.


The TAMPS system communication planning software shall accept SINCGARS loadset files from a TAMPS tactical database for use in ARC-210 communication planning.


The TAMPS system communication planning software shall provide ARC-210 loadset files for use in DTD fill data loading and provide those ARC-210 loadset files for future use in platform specific mission planning.


The TAMPS system communication planning software shall provide the ability to select portions of the ARC-210 Loadset file to be used in DTD fill data loading based on required radio operational modes, including single channel, SATCOM, and Anti-Jam modes.


The TAMPS system communication planning software shall provide the ability to associate an ARC-210 loadset file with specific aircraft for which a DTD load has been performed, including the ability to associate a loadset file with multiple aircrafts.
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Requirement Source (Indicate whether by letter, FRD ¶, SRS ¶, ORD ¶, TEMP ¶, Meeting minutes, etc.)


VMPS SSS�AFP SRS�
�
�
�
Criticality ("X" highest appropriate level and indicate rationale at right)


___ 	Safety of Flight (relative to data load)


_ X 	Mission Critical (relative to mission of a/c, wpn. or system)


__ 	Mission Required (a mission subarea which can not be accomplish�ed if requirement not met.�
Criticality Rationale


XXX�
�
�
Requirement Sponsor


PMA-209 �
Sponsor ($)


PMA-209 �
�
�
Validation Event and Date (e.g., SCRB, SRR)


Presented @ 6.1 SCRB 5/24/95; 


During feasibility analysis in Aug. 95, all ARC-210 SORs with exception of 95-120E (load portion) combined into one.


Approval to proceed provided at SRR 17 Oct. and confirmed with 5 Dec. 6.1 SOR baseline.
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SOR 95-120A/E  is a new requirement added to the Tactical Database Section and the Avionics Section.  Changes to the System Specification are indicated below.





TAMPS shall support the processing of ARC-210 data files.  TAMPS system processing shall provide the capabilities to:


a.	Accept SINCGARS loadset files from an external source into a TAMPS tactical database for later use in communication planning.


b.	Provide SINCGARS loadset files to communication planning software for inclusion in ARC-210 Loadset files.


c.	Accept ARC-210 loadset files from communication planning software into a TAMPS tactical database for later use in mission planning.


d.	Provide ARC-210 loadset files (or selected information provided by queries) to mission planning modules for inclusion in platform specific mission plans.


e.	Support the identification of ARC-210 loadsets by aircraft Type/Model/Series (TMS) and BuNo or tail number.
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TAMPS Communications planning processing shall provide the capabilities to:


a.	Accept single channel, SATCOM, and HAVE QUICK inputs from the operator.


b.	Accept SINCGARS loadset files from a TAMPS tactical database for use in ARC-210 communication planning.


c.	Provide ARC-210 loadset files for use in DTD fill data loading and provide those ARC-210 loadset files for future use in platform specific mission planning.


d.	Provide the ability to select portions of the ARC-210 Loadset file to be used in DTD fill data loading based on required radio operational modes, including single channel, SATCOM, and Anti-Jam modes.


e.	Provide the ability to associate an ARC-210 loadset file with specific aircraft for which a DTD load has been performed, including the ability to associate a loadset file with multiple aircraft.





3.4.1.1.1.8	Avionics (Item 8)� TC  "3.4.1.1.1.8	Avionics (Item 8)" \l 1 �


The avionics subfunction shall load, maintain, and update JNL, and GPS, and ARC-210 data for use within TAMPS.  Avionics information shall be integrated with the object hierarchy and shall be accessible for display and to applications.  Avionics load processing shall allow the DBA to perform initial load in producer, BCP, or dump format.  


3.4.1.1.1.8.3	ARC-210 Data


The ARC-210 data subfunction shall load and update SINCGARS data for use within TAMPS.


3.4.1.4.4	ARC-210 (Item 4)


ARC-210 processing provides the capability to fill an AN/CYZ-10 Data Transfer Device (DTD) with the SINCGARS, HAVE QUICK and single-channel data needed in order to electronically fill AN/ARC-210 radios. 
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ARC-210 processing shall provide the following update capabilities for ARC-210 datasets and ARC-210 Aircraft datasets:  Create, Edit, Delete, and Save As.  ARC-210 datasets shall be comprised of planner selected SINCGARS, Have Quick, and Single-Channel data.  ARC-210 processing shall allow the inclusion of SINCGARS loadsets in planning ARC-210 SINCGARS dataset files.  ARC-210 Aircraft datasets shall be comprised of AN/ARC-210 radio fill addresses.  Default values shall be provided and range checking performed in accordance with the ARC-210 SRS.  Classification shall be associated with ARC-210 data.  Existing ARC-210 datasets and Aircraft datasets shall be selectable by name.   


ARC-210 loadsets shall be created by planner selection of an ARC-210 dataset and one or more ARC-210 Aircraft datasets.  Deletion of ARC-210 loadsets by loadset name shall be supported.  


Processing shall provide serial communications support for loading of an ARC-210 loadset to the DTD (AN/CYZ-10). 


ARC-210 processing shall support MPM capability to download and print ARC-210 loadsets.  The ability to query for ARC-210 loadset data shall be available to MPMs. 


The capability to print the contents of a planner selected ARC-210 loadset shall be provided.  Planner print option shall include classification and number of copies to be printed.  


�
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�
Concept of Operations


Obtaining Data:  Responsibility of the user to establish obtain data for input into databases.


Loading:  Responsibility of the user to load SINCGARS data.


Maintenance:  Capability for updating frequencies.  


Protection:  Protection by allowing DBA access for loading/updating data.  Planners can read or utilize data only during MPM operations.


User Interface:  MMI to view/edit frequencies for maintenance.  MMI to select freq’s for loading.�
�
�
�
Performance Criteria


Not Applicable.�
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