


Requirement #


95-81K.1�
Title


Wallchart Plotter Output�
�
�
Originator of Requirement (include telephone #)


TERPES (805) 989-3780�
�
�
�
PART I�
�
�
�
Statement of Requirement (SOR)


Provide capability to output display data to wallchart plotter. Both TERPES and EA-6B (TEAMS) processing use wallchart plotter outputs for air crew briefings.�
�
�
�
Requirement Source (Indicate whether by letter, FRD ¶, SRS ¶, ORD ¶, TEMP ¶, Meeting minutes, etc.)


TERPES ROC, ORD & system specification.�
�
�
�
Criticality ("X" highest appropriate level and indicate rationale at right)


____	Safety of Flight (relative to data load)


__X__	Mission Critical (relative to mission of a/c, wpn. or system)


___	Mission Required (a mission subarea which can not be accomplish�ed if requirement not met.�
Criticality Rationale


Wallchart size intelligence and map displays are necessary for briefings.�
�
�
Requirement Sponsor


TERPES�
Sponsor ($)


TERPES�
�
�
Validation Event and Date (e.g., SCRB, SRR)


TERPES Integration SOR presented  @ 6.1 SCRB 24 May.


Detailed SORs prepared Sept. 95


Approval to proceed provided on 5 Dec. SOR baseline.�
�
�
�
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�
Specification Statements


SOR 95-81K is a new requirement to the products section.  System specification changes are indicated below.


3.4.1.8.1.1	General (Item 1)


The capability to exercise products processing while other TAMPS applications are active shall be provided.  Processing shall provide displayed, printed, message, data load, and file outputs.  The input to products processing shall be a TAMPS file, a TAMPS application program output, and/or TAMPS database information.


Product output destinations shall be selectable.  The capability to output a report to any TAMPS printer, display, or a named output file shall be provided.  The capability to output messages to the communications processor, printer, display or named output file shall be provided.  The capability to output data displayed on the map to a wallchart plotter shall be provided.�
�
�
�
Concept of Operations


The WallChart plotter interface software will be integrated into TAMPS core and will be accessible from the sit_init top menu via Products->Plot.  This option will only be available  if the plotter function is enabled during TAMPS core load (Arctic-Start option), since wallchart plotters are only available in TERPES hardware configurations.


The plot option is used to output data displayed on the TAMPS monitor to a wallchart plotter device.  The user will manipulate his display until he has the desired background and overlays which he wishes to output to the plotter.  The user then selects Products->plot to output the display to the wallchart plotter. 


�
�
�
�
Performance Criteria


Not Applicable.�
�
�
�






�
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STATEMENT OF FUNCTIONALITY


1.0	Wall Chart Plotter - Capabilities


The Wall Chart Plotter application will allow the user to output map displays and layers to a graphics x-y plotter. 


The Wall Chart Plotter option (Plot) will appear on the MPM/MPF Products menu pulldown. When this option is selected,  the user will have the choice of selecting “New” or “Replot” .  If “New” is selected,  the “Pen Chooser” MMI will be displayed first, and after pen selection (user selects “Apply or   Defaults”),  the “Plot Tool” MMI is invoked. If the user selects “Replot”, the “Plot Tool” MMI is called directly.


1.1	Plotter “Pen Chooser” MMI


The Pen Chooser MMI will allow the operator to select different colored pens to be used with various buckets associated with selected layers.


1.2	“Plot Tool” MMI


The Plot Tool MMI will allow users to save, recall, and plot stored or displayed graphics layers. In addition, the user will have the ability to adjust scale, change image classification,  and preview the plot prior to being sent to the plotter.


Plot options shall be provided for plot enable / disable of coastlines, political boundaries, and rivers.


Data options shall be provided to enable / disable plot display of titles, ellipses, labels, and locations.


2.0	Setup Requirements For Plotter  Access


In order for the plotter to be accessible from the TAMPS core,  the plotter must be connected to a system hardware port,  plotter environment variables must be correctly set in the “TAMPS.env” file,  and a special “Plotter Enable” variable will need to be set to a positive integer value. Default values for environment  & enable variables will be permanently added to TAMPS.env file.  The “Plotter Enable” variable will default to zero. Setting the “Plotter Enable” variable to a positive value will be performed by TERPES’ “arctic start” software.
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The following table lists the test cases that will be executed to verify the functionality stated in the Wallchart Plotter Output (95-81k) FRD.


 Wallchart Plotter (FRD #95-81K) Test Cases


Test Case Number:


95-81K.1�
�
Test Case Name:


Wallchart Plotter�
FRD:


95-81K Wallchart Plotter�
�
Requirements:  


CR0032�
�
Initial State:  


TAMPS system Installed.  Threat and Elint data loaded.�
Inputs:


None.�
�
Assumptions:


Wallchart plotter available for test.�
�
Constraints


None.�
�
Description:


Create a display with route, map, and symbols.  Output display to a wallchart plotter.�
�
Output:  


Wallchart Plot.�
�
Evaluation Criteria:  


Must be able to send map display to a wallchart plotter.�
�
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