Requirement #:  96-60a.0�
Title:	“Count By” Function Within the Text Tool — continued�
�
PART II


� EMBED Word.Picture.6  ����
�
Specification Statements


3.4.1.2.1.3	Overlay Control (Item 3)


 (Add after Layer Functions)








TAMPS shall provide a  “Count By” window to display a summary of item values and frequency of occurrence of each item value for any selected column in any selected bucket.  The “Count By” window shall support the following:





Objects highlighted in the “Count By” window shall appear as highlighted in the Text Tool window and on the map and vice-versa.  


The “Hide” ,  “Hide Except”, and “Reset/Show All” functions shall be supported.  


The “Count By” window shall have “Decouple” capability (suppress subsequent changes from appearing in the Text Tool window or on the map) and “Recouple” capability (update in the Text Tool window and on the map all changes made in the “Count By” window since invoking Decouple).  


The user shall have the capability to manipulate the “Count By” window.  


The user shall have the capability to output the contents of the “Count By” window.  Multiple “Count By” windows shall be provided, limited only by the number of columns in the selected bucket.


�
�
Concept of Operations


See Attachment�
�
Performance Criteria


Not Applicable�
�
System Architecture


This impact will have no impact on Core architecture and will not impact any MPMs.�
�
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