PREFACE





This TAMPS 6.2 Interface Design Document (IDD) dated February 1998 supersedes the TAMPS 6.1 IDD dated April 1997.  The interface changes that have been incorporated into the TAMPS 6.2 IDD are identified by Interface Change Notice (ICN) number in the table below.








APPROVED ICNs





ICN�
LATEST REVISION�
DESCRIPTION�
�
149�
149.6�
STR T-6249 - RECCE Routing�
�
167�
-�
Data corrections�
�
168�
-�
Corrected DUT_DAFIFVERSION Ada binding�
�
170�
170.5�
SOR 95-42.2 - TAMPS 6.1.1 ULTRA SPARC Hardware Platform�
�
171�
-�
Updated list of Core-supported flight events�
�
172�
-�
Data corrections for various mpt_ functions�
�
173�
173.3�
Added SIT_INIT_INTEL Ada binding.  Updated sit_init_intel C function.�
�
174�
174.1�
SOR 96-68 - Move TARPS from Core to F-14 MPM�
�
175�
175.2�
SOR 95-43.1 - O/S and COTS upgrade for TAMPS 6.2�
�
176�
176.1�
SOR 95-42.2 -  Changes in TAMPS Ada Base Types to Accommodate SPARCworks Ada Compiler Version 3.0�
�
177�
177.6�
SOR 97-10 - TAMMAC Core Extension�
�
178�
178.1�
New Functions to Build and Modify Display Objects�
�
179�
179.7�
SOR 96-01A -  MIDB 2.0 Integration�
�
180�
-�
Removed references to DTC-2 and ACE for TAMPS 6.2�
�
181�
181.1�
SOR 96-60H - TERPES Objects and Values�
�
182�
182.4�
SOR 95-47 -  MPLAN�
�
183�
183.6�
SOR 96-52M - TAMMAC PC Card Interface�
�
184�
184.8�
SOR 97-11A - JTIM Core Extension Integration�
�
185�
185.1�
STR T-6850 - TAMPS/TOPSCENE Interface�
�
186�
186.4�
SOR 97-13 - TAMPS/PFPS Interface�
�
187�
187.1�
SOR 96-10 -  On-Line GPS�
�
188�
188.1�
IDD updates for TAMPS 6.1 software changes�
�
189�
189.3�
STR 6697 - Doghouse Component Data Items for Strip Charts�
�
190�
190.2�
STR 6755 - Enable/Disable Full Route Validation�
�
191�
-�
SOR 96-71 - RECCE Imagery�
�
192�
-�
STR 6874 - Corrected problem with Ada binding to C function mpt_latlon2grid�
�
193�
-�
STR 6876 - Corrected Ada constants for C enumeration type MPT_UNITS�
�
194�
-�
STR T-6586 - Added the value for NAVAID slaved variation for MDL flight plans�
�
195�
-�
Corrected problems discovered during Ada binding API testing�
�
�
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